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			 Related Part Number
	
					PART	Description	Maker
	10A02 10A06 10A07 10A05 10A04 10A03 	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:80ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
10A RECTIFIER
	Diodes Inc.
DIODES[Diodes Incorporated]

	GNR10D391K GNR10D182K GNR10D180K GNR10D431K GNR10D	   VARISTOR
Coaxial Cable; Coaxial RG/U Type:213; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes
PAIRED OVERALL SHIELDED PLENUM CABLE FOR AUDIO, INSTRUMENT, CONTR...,FIBER OPTICS,PLENUM COMPUTER CABLE, 24 AMERICAN WIRE GAUGE, BLACK, REDALL SHIELDED PLENUM CABLE F RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:214; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:59B; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
Programmable Logic Controller; For Use With:I/O Bricks; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
2 PR #22 FEP FS FLRST RoHS Compliant: Yes
Varistor.
VARISTOR 压敏电阻
Connectors, Accessories; For Use With:G4 I/O Module Mounting Racks; Accessory Type:Jumper Strap; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	CERAMATE[Ceramate Technical]
CERAMATE TECHNOLOGY CO., Ltd.

	ZM330-Z ZM200X ZM200-Y ZM200-Z ZM220-Y ZM220-Z ZM2	RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:8, 9, 213, 214; Body Material:Brass; Body Plating:Silver; Connector Retention Style:Clamp RoHS Compliant: Yes 1瓦表面贴装稳压二极管
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????)
RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Jack RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Jack; RG Cable Type:8, 9, 87A, 144, 165, 213, 214, 216, 225; Body Material:Brass; Body Plating:Nickel RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Receptacle; Body Material:Brass; Contact Plating:Silver; Series:N; Operating Temperature Range  /-:65 C to  165 C; Voltage Rating:1500V RoHS Compliant: Yes
N STR JACK,NICKEL PLATE,LMR240 RoHS Compliant: Yes
1WATT SURFACE MOUNT ZENER DIODE
	Formosa Microsemi Co., Ltd.
美丽微半导体有限公司
FORMOSA[Formosa MS]

	KFW2G16D2M-DED5 KFW4G16Q2M-DEB5 KFW4G16Q2M-DED5 KF	RES, 15 OHM, 1%, 1/16W, 0402   PKG
CONN RCPT .100 100POS DL R/A AU
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:223; Impedance:50ohm; Conductor Size AWG:19; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:223; Impedance:50ohm; Conductor Size AWG:19; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Approval Categories:UL AWM Style 1354; Cable/Wire MIL SPEC:MIL-C-17G RoHS Compliant: Yes
FLASH MEMORY(54MHz) 闪存4MHz之间
   FLASH MEMORY(54MHz)
	SAMSUNG SEMICONDUCTOR CO. LTD.
Samsung Semiconductor Co., Ltd.

	10FWJ2C42 	10 A, 30 V, SILICON, RECTIFIER DIODE, TO-220AB
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 29; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Matte Black RoHS Compliant: Yes
SCHOTTKY BARRIER RECTIFIER STACK (HIGH SPEED RECTIFIER APPLICATIONS)
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	1E-11PT-15.5 1E-16PT-25.5 1E-4PT-2.4 1E-5PT-4.8 1E	FO CERAMIC 62.5 PVC      SC-LC 2M PATCH
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Conductor Material:Copper; Jacket Color:White; Leaded Process Compatible:Yes RoHS Compliant: Yes
FO CERAMIC 62.5 PVC      LC-MT 2M PATCH
FO CERAMIC 62.5 PVC SC-LC 2M PATCH 首页额定电压互感器保险丝
FO CERAMIC 62.5 PVC SC-MT 2M PATCH 首页额定电压互感器保险丝
E Rated Potential Transformer Fuses 首页额定电压互感器保险丝
FO CERAMIC 62.5 PVC      SC-MT 2M PATCH
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.

	DWF100A40 DWF100A30 DWR100A40 DWR100A30 	Right Angle Jumper; Connector Type A:AMC Plug; Connector Type B:AMC Plug; Cable Length:150mm; Body Plating:Silver; Color:Black; Insulator Material:PBT; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 二极管模
RF Coaxial Connector Adapter; Convert From:QMA Jack; Convert To:SMA Jack; Body Material:Brass; Body Plating:White Bronze; Contact Material:Beryllium Copper; Contact Plating:Gold; Frequency:6GHz; Impedance:50ohm RoHS Compliant: Yes
NON MAGNETIC MCX R/A(M) RG-178
DIODE MODULE
	Sanrex, Corp.
SANREX[SanRex Corporation]

	126-93-964-41-003 126-93-210-41-001 126-93-210-41-	Test Prod Wire; Conductor Size AWG:24; No. Strands x Strand Size:45 x 40; Jacket Color:Red; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1; Outer Diameter:0.066" RoHS Compliant: Yes
Test Prod Wire; Conductor Size AWG:24; No. Strands x Strand Size:45 x 40; Jacket Color:Black; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1; Outer Diameter:0.066" RoHS Compliant: Yes
Dual-in-line sockets Open frame Wire-wrap posts with solder tails 双列直插式插座开放帧线与焊尾包职
HookUp/Lead Wire; Conductor Size AWG:18; No. Strands x Strand Size:65 x 36; Jacket Color:Red; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:42ohm; Temperature Max:200 C RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:42ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
18 AWG (19X30) TINNED COPPER, THREE CONDUCTORS, FEP INSULATED RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Jacket Material:FEP; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:3 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes
Test Prod Wire; Conductor Size AWG:18; No. Strands x Strand Size:65 x 36; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-13169B; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:6 RoHS Compliant: Yes
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	BYT28-300 BYT28-400 BYT28-500 BYT28 	Dual rectifier diodes ultrafast(超快速双整流二极
; Number of Conductors:20; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:10; Impedance:75ohm; Voltage Nom.:300V RoHS Compliant: Yes
	PHILIPS[Philips Semiconductors]
NXP Semiconductors

	2249-C-48 2249-E-240 2249-C-12 2249-C-96 2249-K-12	Pomona Stress Relieved/BNCCable Assemblies, Color: Black, Length: 48 , Contact Plating: Nickel, Contact Material: Brass, Features: BNC to BNC, weatherproof molded construction, ideal for use with test instruments INTERCONNECTION DEVICE
Connector assemblies, RF Test; Connector Type A:BNC Male; Connector Type B:BNC Male; Cable Length:20ft; Approval Bodies:CE; Body Material:Brass; Contact Material:Brass; Features:75 Ohm impedance; For Use With:RG59B/U INTERCONNECTION DEVICE
Connector assemblies, RF Test; Connector Type A:BNC Male; Connector Type B:BNC Male; Cable Length:1ft; Approval Bodies:CE; Body Material:Brass; Contact Material:Brass; For Use With:RG58C/U; Leaded Process Compatible:Yes INTERCONNECTION DEVICE
Connector; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes INTERCONNECTION DEVICE
BNC (M), RG174/U INTERCONNECTION DEVICE
BNC (M) RG223/U RoHS Compliant: Yes INTERCONNECTION DEVICE
TEST , 50R RG58 2M
	Pomona Electronics

	356004 359008 125001 125002 129002 129001 101001 1	LED Lamp; Color:Yellow; Luminous Intensity (MSCP):3.5ucd; Voltage Rating:2.1V; LED Color:Yellow; Leaded Process Compatible:No; Mounting Type:Through
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):10ucd; Voltage Rating:2.1V; LED Color:Yellow; Leaded Process Compatible:No; Mounting Type:Through
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Test Prod Wire; Conductor Size AWG:18; No. Strands x Strand Size:65 x 36; Jacket Color:Green; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:50; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape/Tinned Copper Braid; Number of Pairs:25 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:1400V RoHS Compliant: Yes
LED Lamp; Bulb Size:3mm; LED Color:Red/Red/Red/Red; Luminous Intensity:10ucd; Viewing Angle:60 ; Forward Current:10mA; Forward Voltage:2.2V
LED Lamp; LED Color:Green; Luminous Intensity:4ucd; Viewing Angle:110 ; Forward Current:20mA; Forward Voltage:2.2V; Operating Temperature Range:-55 C
LED Lamp; Bulb Size:3mm; LED Color:Red/Green-Red/Green-Red/Green-Red/Green; Luminous Intensity:5ucd; Viewing Angle:60 ; Forward Current:10mA; Forward
Coaxial Cable; Impedance:75ohm; Conductor Size AWG:27; No. Strands x Strand Size:7 x 35; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes 保险丝座和剪对于3AG保险
Fuse Blocks and Clips - For 3AG Fuses 保险丝座和剪对于3AG保险
Fuse Blocks and Clips Screw Terminal
Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:6; Leaded Process Compatible:Yes; Drop Ship:Yes RoHS Compliant: Yes 保险丝座和剪对于3AG保险
	Littelfuse, Inc.

	AAT1152IKS-1.8-T1 AAT1152IKS-1.0-T1 AAT1152IKS-3.3	850kHz 1A Synchronous Buck DC/DC Converter 850kHz 1A条同步降压DC / DC转换
Paired Cable; Number of Conductors:8; Conductor Size AWG:24; Number of Pairs:4; Jacket Color:White/Black; Leaded Process Compatible:Yes; Spool Length:1000ft RoHS Compliant: Yes
Triaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Polyvinylchloride (PVC); Capacitance:17pF/ft; Conductor Material:Copper; Jacket Color:Black RoHS Compliant: Yes
	Advanced Analogic Technologies, Inc.
ANALOGICTECH[Advanced Analogic Technologies]
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