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			HLMA-QH00-S0011 - Subminiature High Performance TS AlGaAs Red LED Lamps 超小型高性能日ts AlGaAs的红色LED Pin contact interface connectors; HRS No: 225-0021-3 00; No. of Positions: 36; Operating Temperature Range (degrees C): -55 to 85 超小型高性能铝铟镓磷化物发光二极 Subminiature High Performance AlInGaP LED Lamps 超小型高性能铝铟镓磷化物发光二极 Subminiature LED Lamps 微型发光二极 超小型高性能T型车的AlInGaP红色橙色LED灯具 Pin contact interface connectors; HRS No: 225-0022-6 00; No. of Positions: 50; Operating Temperature Range (degrees C): -55 to 85 0.3mm contact spacing, 1.0mm above the PCB, FPC connectors; HRS No: 580-1701-0 05; Contact Mating Area Plating: Gold Subminiature High Performance AS AlInGaP Red Orange LED Lamps. Gull Wing. Bulk 0.3mm contact spacing, 1.0mm above the PCB, FPC connectors; HRS No: 580-0200-9 58; Contact Mating Area Plating: Gold FPC connectors, 1.25mm of mounting height on PCB, LIF structure, Over-molding structure, Flip-lock (one-touch rotating system), Horizontal staggered pin design; SubminiatureHighPerformanceAlInGaPLEDLamps			
 SubminiatureHighPerformanceASAlInGaPRedOrangeLEDLamps.GullWing.Bulk			
 SubminiatureHighPerformanceASAlInGaPRedOrangeLEDLamps.GullWing.7inchRee..
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	Part No.	HLMA-QH00-S0011 HLMA-QH00-S0012 HLMA-QH00-S0021 HLMA-QH00-S0031 HLMA-QH00-T0011 HLMA-QH00-UW011 HLMA-QL00-TU011 HLMA-QL00-UVR11 HLMA-PG00-N0011 HLMA-PH00-N0014 HLMA-PL00-N0012 HLMA-QL00-TVB11 HLMP-7019-D001L HLMP-7019-D0011 HLMP-7019-D0031 HLMP-Q100-M0012 HLMP-7019-D0021 HLMP-7040-D0031 HLMP-7040-D0021 HLMP-7040-D001L HLMP-7040-D0011 HLMP-7040-D002L HLMP-Q105-P0011 HLMP-Q105-P001L HLMP-Q105-P0021 HLMP-Q105-P0031 HLMP-P202-F0021 HLMP-P202-F0012 HLMP-P005-F0012 HLMP-6305-L001L HLMP-6305-L0021  

	Description	Subminiature High Performance TS AlGaAs Red LED Lamps 超小型高性能日ts AlGaAs的红色LED 
 Pin contact interface connectors; HRS No: 225-0021-3 00; No. of Positions: 36; Operating Temperature Range (degrees C): -55 to 85 超小型高性能铝铟镓磷化物发光二极
Subminiature High Performance AlInGaP LED Lamps 超小型高性能铝铟镓磷化物发光二极
Subminiature LED Lamps 微型发光二极
超小型高性能T型车的AlInGaP红色橙色LED灯具
Pin contact interface connectors; HRS No: 225-0022-6 00; No. of Positions: 50; Operating Temperature Range (degrees C): -55 to 85
0.3mm contact spacing, 1.0mm above the PCB, FPC connectors; HRS No: 580-1701-0 05; Contact Mating Area Plating: Gold
Subminiature High Performance AS AlInGaP Red Orange LED Lamps. Gull Wing. Bulk
0.3mm contact spacing, 1.0mm above the PCB, FPC connectors; HRS No: 580-0200-9 58; Contact Mating Area Plating: Gold
FPC connectors, 1.25mm of mounting height on PCB, LIF structure, Over-molding structure, Flip-lock (one-touch rotating system), Horizontal staggered pin design;
SubminiatureHighPerformanceAlInGaPLEDLamps			

SubminiatureHighPerformanceASAlInGaPRedOrangeLEDLamps.GullWing.Bulk			

SubminiatureHighPerformanceASAlInGaPRedOrangeLEDLamps.GullWing.7inchRee..
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						 Samtec, Inc. 
 EPCOS AG
Amphenol, Corp.
Avago Technologies, Ltd.
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			 Related Part Number
	
					PART	Description	Maker
	HSDL-4420-011 	High-Performance IR Emitter and IR PIN Photodiode in Subminiature SMT Package
	Lite-On Technology Corporation

	HSDL-44XX HSDL-4420 HSDL-5420 HSDL-4400 HSDL-5400 	High-Performance IR Emitter and IR PIN Photodiode in Subminiature SMT Package
	HP[Agilent(Hewlett-Packard)]

	GAL16V8D-20QPI GAL16V8D-20QJI GAL16V8D-7LP GAL16V8	Aluminum Snap-In  Capacitor; Capacitance: 2700uF; Voltage: 160V; Case Size: 30x50 mm; Packaging: Bulk
High Performance E2CMOS PLD Generic Array Logic EE PLD, 25 ns, PQCC20
High Performance E2CMOS PLD Generic Array Logic EE PLD, 3.5 ns, PQCC20
High Performance E2CMOS PLD Generic Array Logic EE PLD, 7.5 ns, PDIP20
High Performance E2CMOS PLD Generic Array Logic EE PLD, 15 ns, PDIP20
High Performance E2CMOS PLD Generic Array Logic EE PLD, 7.5 ns, PDSO20
High Performance E2CMOS PLD Generic Array Logic EE PLD, 25 ns, PDIP20
High Performance E2CMOS PLD Generic Array Logic EE PLD, 15 ns, PQCC20
IC,MICROCONTROLLER,8-BIT,68HC08 CPU,CMOS,DIP,8PIN,PLASTIC RoHS Compliant: No
	Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	5962-9951901QYA 5962-9951902QYA 5962-9952001QYA 59	5V, ISR high-performance CPLDs, 64 macrocells, 125MHz
5V, ISR high-performance CPLDs, 64 macrocells, 154MHz
3.3V, ISR high-performance CPLDs, 64 macrocells, 100MHz
3.3V, ISR high-performance CPLDs, 128 macrocells, 83MHz
3.3V, ISR high-performance CPLDs, 256 macrocells, 66MHz
5V, ISR high-performance CPLDs, 512 macrocells, 100MHz
3.3V, ISR high-performance CPLDs, 512 macrocells, 66MHz
3.3V, ISR high-performance CPLDs, 64 macrocells, 143MHz
	Cypress

	HSMH-C220 HSMA-C220 HSMD-C220 HSML-C220 HSMS-C220 	Agilent HSMH-C220 High Performance ChipLED
Agilent HSMA-C220 High Performance ChipLED
Agilent HSMD-C220 High Performance ChipLED
安捷伦HSML - C220高性能采用的ChipLED
安捷伦硬件安全模 C220高性能采用的ChipLED
安捷伦HSMY - C220高性能采用的ChipLED
Agilent HSMG-C220 High Performance ChipLED 安捷伦HSMG - C220高性能采用的ChipLED
Agilent HSMS-C220 High Performance ChipLED
	Sanken Electric Co., Ltd.

	MACH111SP MACH231-14JI/1 MACH131-14JI/1 MACH131-5J	EMITTER IR 880NM 5MM SMD RADIAL
SUR ABSORBER 7MM 430V 1250A ZNR
High-Performance EE CMOS Programmable Logic EE PLD, 14 ns, PQCC44
High-Performance EE CMOS Programmable Logic EE PLD, 7.5 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 14 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC68
High-Performance EE CMOS Programmable Logic EE PLD, 10 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 7.5 ns, PQCC68
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQFP44
High-Performance EE CMOS Programmable Logic EE PLD, 10 ns, PQFP44
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC44
INDUSTRIAL TO RJ45 CAT5E PATCH CORD 15FT EE PLD, 18 ns, PQCC44
INDUSTRIAL TO INDUSTRIAL CAT6 PATCH CORD 5FT EE PLD, 18 ns, PQCC44
INDUSTRIAL TO RJ45 CAT6 PATCH CORD 20FT EE PLD, 15 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 15 ns, PQCC44
High-Performance EE CMOS Programmable Logic EE PLD, 15 ns, PQFP44
INDUSTRIAL TO RJ45 CAT5E PATCH CORD 20FT EE PLD, 18 ns, PQCC44
RES 3.32K-OHM 1% 0.1W 100PPM THICK-FILM SMD-0603 5K/REEL-7IN-PA
RJ45-DB9M (DTE)
Silver Mica Capacitor; Capacitance:62pF; Capacitance Tolerance: /- 5%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	MV6300A HLMP-6305A HLMP-Q105A HLMP-Q155A HLMP-6405	T-1 3/4 Double Heterojunction AlGaAs High Intensity Red LED Lamp
AlGaAs Red Clear Solid State LED Lamp Subminiature T-1 3/4 (1.9 mm)
Yellow Water Clear Subminiature T-3/4 LED
High Efficiency Red Clear Lens T-1 3/4 Solid State Lamp
Green Water Clear Subminiature T-3/4 LED
High Efficiency Red Rectangular Solid State Lamp
Yellow High Contrast T-1 3/4 Solid State Lamp
SUBMINIATURE T-3/4 LED DIFFUSED and CLEAR LAMPS T-3/4 SINGLE COLOR LED, HIGH EFFICIENCY RED, 1.75 mm
(MV6x00A) SUBMINIATURE T-3/4 LED DIFFUSED and CLEAR LAMPS
   SUBMINATURET-3/4 LED DIFFUSED AND CLEAR LAMPS
	Fairchild Semiconductor, Corp.
Fairchild Semiconductor Corporation
http://
Everlight Electronics C...

	ATF1500A ATF1500A-10AI ATF1500A-10JC ATF1500A-10JI	High Performance E2 PLD FLASH PLD, 20 ns, PQCC44
High Performance E2 PLD FLASH PLD, 12 ns, PQCC44
High Performance E2 PLD FLASH PLD, 10 ns, PQCC44
Connector Cover; Enclosure Material:Thermoplastic; For Use With:Amphenol Tuchel Ecomate Male Receptacles RoHS Compliant: Yes
Crimp Pin Contact; Series:44; Operating Temperature Range  /-:-40 C to  125 C; Voltage Rating:205V RoHS Compliant: Yes
	Atmel, Corp.
Atmel Corp.
ATMEL[ATMEL Corporation]

	FRT250T 7100.1125.XX 7100.1017.XX 7100.1117.XX 710	TIME LAG BLOW ELECTRIC FUSE, 0.5A, 250VAC, 250VDC, 35A (IR), THROUGH HOLE
Subminiature Fuse, 11.5 x 5 mm, Tr?e T
Subminiature Fuse, 11.5 x 5 mm, Tr庐e T
Subminiature Fuse, 11.5 x 5 mm, Tr盲ge T
	Schurter Inc.

	SP202E SP202ECN SP202ECP SP202ECT SP202EEN SP202EE	DUAL LINE TRANSCEIVER, PDIP16
High-Performance RS-232 Line Drivers/Receivers
 5V High Performance RS232 Transceivers
High Speed, Low Power Quad RS-422 Differential Line Receiver
High Speed,  3.3V Quad RS-422 Differential Line Driver
	EXAR CORP
SIPEX[Sipex Corporation]

	AAT3218IJS-3.5-T1 AAT3218 AAT3218IGV-1.2-T1 AAT321	150mA MicroPower High Performance LDO
150mA MicroPower垄芒 High Performance LDO
150mA MicroPower⑩ High Performance LDO
	Advanced Analogic Technologies
AAT[Advanced Analog Technology, Inc.]
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