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			TC9309F-011 - Metal Dust Cap; For Use With:Amphenol PCD FW Field TV Jam Nut Receptacles; Body Plating:Olive Drab Cadmium; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No SINGLE CHIP DTS MICRO CONTROLLER (DTS-10) From old datasheet system 
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	Part No.	TC9309F-011 TC9309F-01 E005503   

	Description	Metal Dust Cap; For Use With:Amphenol PCD FW Field TV Jam Nut Receptacles; Body Plating:Olive Drab Cadmium; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 
 SINGLE CHIP DTS MICRO CONTROLLER (DTS-10)
From old datasheet system
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 TOSHIBA[Toshiba Semiconductor]
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: TC9309F-006
	Maker: TOSHIBA(东芝)
	Pack: QFP/L80P
	Stock: 3212
	Unit price 
									for :
	    
									50: $5.54
	  
									100: $5.26
	1000: 
									$4.98
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			 Related Part Number
	
					PART	Description	Maker
	TC9309F-011 TC9309F-01 E005503 	Metal Dust Cap; For Use With:Amphenol PCD FW Field TV Jam Nut Receptacles; Body Plating:Olive Drab Cadmium; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
SINGLE CHIP DTS MICRO CONTROLLER (DTS-10)
From old datasheet system
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	PE6024 	Non-Shorting Dust Cap for SMA Male
	Pasternack Enterprises, Inc.

	PE6006 	Shorting SMA Male Dust Cap
	Pasternack Enterprises, Inc.

	PE6117 	Non-Shorting Dust Cap for SC Male With 4 Inch Chain
	Pasternack Enterprises, Inc.

	PE6130 	Shorting N Female With 4 Inch Chain Dust Cap
	Pasternack Enterprises, Inc.

	PE6110 	Non-Shorting Dust Cap for C Female With 3.5 Inch Chain
	Pasternack Enterprises, Inc.

	PE6122 	Non-Shorting Dust Cap for SMB Jack With 2.5 Inch Chain
	Pasternack Enterprises, Inc.

	PE6132 	Shorting Dust Cap for SMA Female With 2.5 Inch Chain
	Pasternack Enterprises, Inc.

	GP2U06 	Compact and Thin Type Dust Sensor for Detecting Particles
High Sensitivity Dust Sensor
	SHARP[Sharp Electrionic Components]

	BTS409L1 BTS409-L1 BTS409-L1E3043 BTS409-L1E3062A 	Smart High Side Power Switch
Smart High Side Switches - 5-34V, 200m?2,3A TO 220
Smart Highside Power Switch (Overload protection Current limitation Short circuit protection Thermal shutdown)
From old datasheet system
Transient Voltage Suppressor Diodes
Smart Power High-Side-Switch(智能化电源高边开 9.5 A BUF OR INV BASED PRPHL DRVR, PSFM5
Connector Dust Cap; For Use With:USB TV Harsh Environment Square Flange Receptacles; Body Material:Metal; Body Plating:Nickel 智能阻抗高侧电源开关（过载保护电流限制，短路保护过热关机）
	Infineon
SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	LT1575CN8-2.8 LT1577CS-ADJ/ADJ LT1575CS8-3.5 LT157	Ultrafast Transient Response, Low Dropout Regulators Adjustable and Fixed
CAP ELECT 22UF 35V HC SMD 3.3 V FIXED POSITIVE LDO REGULATOR, PDIP8
CAP 3.3UF 50V ELECT VS BI-POLAR 2.8 V FIXED POSITIVE LDO REGULATOR, PDSO8
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
CAP ELECT 220UF 35V HC SMD
CAP 100UF 10V ELECT TG SMD
CAP 220UF 10V ELECT TG SMD
Circular Connector; MIL SPEC:MIL-DTL-38999 Series I; Body Material:Metal; Series:LJT; No. of Contacts:19; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight RoHS Compliant: No
CAP ELECT 47UF 25V HC SMD
	http://
Linear Technology, Corp.
固定正电压单路输出LDO稳压
Linear Technology Corporation
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