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			 Related Part Number
	
					PART	Description	Maker
	TC1121EOA TC1121EPA TC1121EUA TC1121COA TC1121 TC1	The TC1121 is a charge pump converter with 100mA output current capability. It converts a 2.4V to 5.5V input to a corresponding negative ...
The TC1121 is a charge pump converter with 100mA output current capability. It converts a 2.4V to 5.5V input to a corresponding negative output voltage. As with all charge pump converters, the TC1121 uses no inductors saving cost, size, an
100mA Charge Pump Voltage Converter with Shutdown
	MICROCHIP[Microchip Technology]

	MC74HC354DW MC54_74HC354 ON1412 MC54HC354 MC74HC35	8-Input Data Selector/Multiplexer With Data and Address Latches and 3-State Outputs
8-INPUT DATA SELECTOR/MULTLPLEXER WLTH DATA AND ADDRESS LATCHER AND 3-STATE OUTPUTS
From old datasheet system
	Motorola, Inc.
ON Semi
MOTOROLA[Motorola, Inc]

	MC74HC158 MC74HC158D MC74HC158N MC54_74HC158A ON13	Quad 2-Input Data Selector/Multiplexer
QUAD 2-INPUT DATA SELECTORS/MULTLPTEXERS
From old datasheet system
	Motorola, Inc
ON Semi

	DSD-40BCD-RS DSD-40BCD DSD-40BCD-GS DSD-40BCD-RL 	Miniature 4 1/2 Digit, BCD Input Slave LED Display
	List of Unclassifed Manufacturers
ETC[ETC]

	MCP2122 MCP2140 MCP2155 MCP2120 MCP2150 	Converts serial data from UART bitstreams to IrDA standard bitstreams (encodes) and from IrDA standard bitstreams to UART bitstreams ...
Infrared Encoder/Decoder
	MICROCHIP[Microchip Technology]

	TC7660S TC7660SEOA TC7660SEPA TC7660SMJA TC7660SCP	SUPER CHARGE PUMP DC-TO-DC VOLTAGE CONVERTER
The TC7660S is a pin-compatible upgrade to the Industry standard TC7660 charge pump voltage converter. It converts a  1.5V to  12V input to a corresponding -1.5V to -12V output using only two low-cost capacitors, eliminating inductors and
	MICROCHIP[Microchip Technology]

	MC54-74HC251 MC74HC251 MC74HC251D MC74HC251N MC54_	10631029
8-Input Data Selector/Multiplexer with 3-State Outputs
8-INPUT DATA SELECTOR/MULTLPLEXER WLTH 3-STATE OUTPUTS
From old datasheet system
	Motorola, Inc.
ON Semi
MOTOROLA[Motorola, Inc]

	AM27S291 AM27S29125BLA AM27S29125DC AM27S29125DCB 	16384-BIT (2048 x 8) BIPOLAR PROM
16/384-BIT (2048 x 8) BIPOLAR PROM
CMOS Dual 4-Input AND Gate 14-SO -55 to 125
CMOS Quad 2-Input AND Gate 14-CDIP -55 to 125
SWITCH, SPDT, LATCHING; Switch function type:SPDT Latching; Voltage, contact AC max:250V; Voltage, contact DC max:30V; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Diameter, panel cut-out:6.4mm; Length / Height, RoHS Compliant: Yes
Dual Retriggerable Monostable Multivibrators 16-PDIP 0 to 70
BCD-to-Seven-Segment Decoders/Drivers 16-SOIC 0 to 70
Octal Buffers With 3-State Outputs 20-SOIC 0 to 70
CMOS Quad 2-Input AND Gate 14-SO -55 to 125
CMOS Quad 2-Input AND Gate 14-PDIP -55 to 125
CMOS Quad 2-Input AND Gate 14-SOIC -55 to 125
CMOS Quad 2-Input AND Gate 14-TSSOP -55 to 125
4-Line BCD To 10-Line Decimal Decoders 16-SOIC 0 to 70
Guide Housing for PP75 (Black)
Octal Buffers and Line Drivers with 3-State Outputs 20-SO 0 to 70
SWITCH, SPDT, MOM; Switch function type:SPDT Mom; Voltage, contact AC max:250V; Voltage, contact DC max:30V; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Diameter, panel cut-out:6.4mm; Length / Height, external:39.5mm; RoHS Compliant: Yes
8-Bit Binary Counters With Output Registers And 3-State Outputs 16-PDIP 0 to 70
BCD-to-Seven-Segment Decoders/Drivers 16-PDIP 0 to 70
8-Bit Binary Counters With Input Registers 16-SOIC 0 to 70
Dual Retriggerable Monostable Multivibrators 16-SOIC 0 to 70
Quad tridirectional bus transceivers 20-PDIP 0 to 70
Quadruple 2-Input Multiplexers With Storage 16-SO 0 to 70
4-Line BCD To 10-Line Decimal Decoders 16-PDIP 0 to 70
CMOS Dual 4-Input AND Gate 14-TSSOP -55 to 125 16,384位（2048 × 8）双极胎膜早
CMOS Dual 4-Input AND Gate 14-CDIP -55 to 125 16,384位（2048 × 8）双极胎膜早
16,384-BIT (2048 x 8) BIPOLAR PROM 16,384位（2048 × 8）双极胎膜早
Octal Buffers With 3-State Outputs 20-PDIP 0 to 70 16,384位（2048 × 8）双极胎膜早
CMOS Dual 4-Input AND Gate 14-SOIC -55 to 125 16,384位（2048 × 8）双极胎膜早
CMOS Dual 2-Wide 2-Input AND-OR-INVERT Gate 14-SOIC -55 to 125 16,384位（2048 × 8）双极胎膜早
CMOS Dual 2-Wide 2-Input AND-OR-INVERT Gate 14-PDIP -55 to 125 16,384位（2048 × 8）双极胎膜早
IC SWITCH OFF-LINE MDCM/CCM 8SMD
CMOS Dual 4-Input AND Gate 14-PDIP -55 to 125
   16,384-BIT (2048 x 8) BIPOLAR PROM
	AMD[Advanced Micro Devices]
http://
Advanced Micro Devices, Inc.

	NB6L11 NB6L11DTR2 NB6L11D NB6L11DR2 NB6L11DT 	2.5V / 3.3V MULTILEVEL INPUT TO DIFFERENTIAL LVPECL/LVNECL 1:2 CLOCK OR DATA FANOUT BUFFER / TRANSLATOR 6L SERIES, LOW SKEW CLOCK DRIVER, 2 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
6GHz 2.5V/3.3V Multilevel Input to Differential LVNECL/LVPECL 1:2 Clock or Data Fanout Buffer/Transl
From old datasheet system
	ONSEMI[ON Semiconductor]

	5962-9656301QEA 5962-9656301QEC 5962-9656301QEX 59	RadHard MSI: SMD. Dual 2-line to 4 decoder/demultiplexer. Class Q, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Quadruple 2-input NOR gates. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Triple 3-input AND gates. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Triple 3-input NAND gates. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Look-ahead carry generator for counters. Class Q, QML. Lead finish optional. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Look-ahead carry generator for counters. Class Q, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Look-ahead carry generator for counters. Class Q, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. 4-wide AND-OR-INVERT gates. Class Q, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. 4-wide AND-OR-INVERT gates. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. 4-wide AND-OR-INVERT gates. Class Q, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Dual 4-input NOR gate. Class V, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Dual 4-input NOR gate. Class Q, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Dual 4-input NOR gate. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Quadruple S-R latches. Class V, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Quadruple S-R latches. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Quadruple S-R latches. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 4-bit up-down binary counter. Class Q, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Look-ahead carry generator for counters. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Dual 4-input multiplexer. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down clock. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down binary counter. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Quadruple 2-input NOR gates. Class Q, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Quadruple 2-input NAND gates. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Quadruple 2-input NAND gates. Class V, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Quadruple 2-input NAND gates. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Quadruple 2-input NAND gates. Class Q, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Clock & wait-state generation circuit. Class V, QML. Lead finish optional. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Clock & wait-state generation circuit. Class V, QML. Lead finish solder. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Clock & wait-state generation circuit. Class Q, QML. Lead finish optional. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Clock & wait-state generation circuit. Class Q, QML. Lead finish solder. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Clock & wait-state generation circuit. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Clock & wait-state generation circuit. Class V, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Clock & wait-state generation circuit. Class Q, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Clock & wait-state generation circuit. Class Q, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Dual 4-input multiplexer w/three-state outputs. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Octal transparent latches w/three-state outputs. Class Q, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Look-ahead carry generator for counters. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Dual 4-input multiplexer. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down clock. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down binary counter. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 4-bit up-down binary counter. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. 8-bit parallel shift register. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. 4-bit synchronous counter. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Quadruple 2 to 1 multiplexer. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Dual 4-input multiplexer w/three-state outputs. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. 1 of 8 data selector/multiplexer. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. 3-line to 8-line decoder/demultiplexer. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. 4-bit comparator. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Quadruple S-R latches. Class V, QML. Lead finish optional. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Quadruple S-R latches. Class V, QML. Lead finish solder. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Quadruple S-R latches. Class Q, QML. Lead finish optional. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Quadruple S-R latches. Class Q, QML. Lead finish solder. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Hex inverter. Class V, QML. Lead finish gold. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Hex inverter. Class Q, QML. Lead finish optional. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Hex inverter. Class Q, QML. Lead finish solder. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Synchronous 4-bit up-down BCD counter. Class Q, QML. Lead finish solder. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Synchronous 4-bit up-down BCD counter. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down BCD counter. Class V, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down BCD counter. Class Q, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down BCD counter. Class Q, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down BCD counter. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down BCD counter. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down BCD counter. Class Q, QML. Lead finish gold. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Hex inverter. Class Q, QML. Lead finish gold. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Hex inverter. Class V, QML. Lead finish solder. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Hex inverter. Class V, QML. Lead finish optional. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Quadruple S-R latches. Class Q, QML. Lead finish gold. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Quadruple S-R latches. Class V, QML. Lead finish gold. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Quadruple 2-input NAND schmitt trigger. Class V, QML. Lead finish solder. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Dual J-K flip-flop. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Dual 2-line to 4 decoder/demultiplexer. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down binary counter. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Synchronous 4-bit up-down clock. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Dual 4-input multiplexer. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Look-ahead carry generator for counters. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. 4-bit comparator. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Dual J-K flip-flop. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 3-line to 8-line decoder/demultiplexer. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Dual 2-line to 4 decoder/demultiplexer. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 1 of 8 data selector/multiplexer. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Dual 4-input multiplexer w/three-state outputs. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Quadruple 2 to 1 multiplexer. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 4-bit synchronous counter. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 8-bit parallel shift register. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 4-bit up-down binary counter. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Dual 4-input multiplexer w/three-state outputs. Class Q, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Dual 4-input multiplexer w/three-state outputs. Class Q, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Dual 4-input multiplexer w/three-state outputs. Class V, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Clock & wait-state generation circuit. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Clock & wait-state generation circuit. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Clock & wait-state generation circuit. Class Q, QML. Lead finish gold. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Clock & wait-state generation circuit. Class V, QML. Lead finish gold. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Quadruple 2-input NAND gates. Class Q, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Quadruple 2-input NAND gates. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 4-bit comparator. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Dual J-K flip-flop. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 3-line to 8-line decoder/demultiplexer. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Dual 2-line to 4 decoder/demultiplexer. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 1 of 8 data selector/multiplexer. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Quadruple 2 to 1 multiplexer. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 4-bit synchronous counter. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 8-bit parallel shift register. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 4-bit up-down binary counter. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 4-bit up-down binary counter. Class Q, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. 4-bit up-down binary counter. Class V, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Quadruple S-R latches. Class Q, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Quadruple S-R latches. Class Q, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Quadruple S-R latches. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Dual 4-input NOR gate. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. Dual 4-input NOR gate. Class Q, QML. Lead finish solder. Total dose 1E6 rads(Si).
RadHard MSI: SMD. 4-wide AND-OR-INVERT gates. Class V, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 4-wide AND-OR-INVERT gates. Class Q, QML. Lead finish gold. Total dose none.
RadHard MSI: SMD. 4-wide AND-OR-INVERT gates. Class V, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Look-ahead carry generator for counters. Class Q, QML. Lead finish solder. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Look-ahead carry generator for counters. Class V, QML. Lead finish solder. Total dose none.
RadHard MSI: SMD. Look-ahead carry generator for counters. Class Q, QML. Lead finish gold. Total dose 1E6 rads(Si).
RadHard MSI: SMD. Hex inverter. Class V, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Triple 3-input AND gates. Class Q, QML. Lead finish optional. Total dose none.
RadHard MSI: SMD. Dual D flip-flops with clear & preset. Class Q, QML. Lead finish gold. Total dose none.
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