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			AP1501 - .018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换 150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换 LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3 LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm Adj, 150 Khz, 3 A PWM buck DC/DC converter 
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	Part No.	AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-12K5A AP1501-12K5L AP1501-12K5LA AP1501-12T5A AP1501-12T5L AP1501-12T5RA AP1501-33K5L AP1501-33K5LA AP1501-33T5A AP1501-33T5L AP1501-33T5R AP1501-33T5RA AP1501-50K5A AP1501-12K5 AP1501-12T5 AP1501-12T5RL AP1501-12T5RLA AP1501-33K5A AP1501-33T5RLA AP1501-50K5LA AP1501-50T5 AP1501-12T5R AP1501-33T5 AP1501-33T5LA AP1501-50K5L AP1501-50T5A AP1501-12T5LA  

	Description	.018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换 
 150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换
LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm
LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No
LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm
Adj, 150 Khz, 3 A PWM buck DC/DC converter
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						 TE Connectivity, Ltd. 
 Diodes, Inc.
Renesas Electronics, Corp.
ETC
ANACHIP[Anachip Corp]
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	Maker: ANACHIP/..
	Pack: TO-220..
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	Unit price 
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									50: $0.55
	  
									100: $0.52
	1000: 
									$0.50
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-12K5A AP1501-12K5L AP1501-12K5LA AP1501-12T5A AP150 Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-12K5A AP1501-12K5L AP1501-12K5LA AP1501-12T5A AP150 Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-12K5A AP1501-12K5L AP1501-12K5LA AP1501-12T5A AP150 Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for AP1501 ] 


					[ Price & Availability of AP1501 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : .018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换 150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换 LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3 LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm Adj, 150 Khz, 3 A PWM buck DC/DC converter   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	1507-100A 1507-200A 1507-200B 1507-200C 1507-300G 	CAP POLYPROPYLENE .0051UF 50V 1% 单在行延迟线
CAP .00056UF 50V POLYPROPYLENE 单在行延迟线
Single-In-Line Delay Lines 单在行延迟线
CAP POLYPROPYLENE .47UF 50V 1%
CAP POLYPROPYLENE .051UF 50V 1%
.00056 UFD POLYPROPYLENE CAP
CAP POLYPROPYLENE .47UF 50V 2%
CAP POLYPROPYLENE .047UF 50V 2%
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	MT150F-URC MT150F MT150F-URA MT150F-URB MARKTECHOP	CAP .0056UF 630V POLYPROPYLENE 直铅的T 1 3 / 4超高亮度LED
CAP .047UF 630V POLYPROPYLENE 直铅的T 1 3 / 4超高亮度LED
CAP .056UF 630V POLYPROPYLENE
STRAIGHT LEAD T-1 3/4 ULTRA BRIGHT LED LAMPS
	MARKTECH[Marktech Corporate]
Marktech Optoelectronics

	MAZ8180 MAZ8110 MAZ8024 MAZ8300-H MAZ8300-L MAZ830	; Capacitance:33pF; Capacitance Tolerance: /- 1 %; Working Voltage, DC:150V; Package/Case:0605; Series:SQ; Dielectric Material:Ceramic; Leaded Process Compatible:Yes; Mounting Type:PCB Surface Mount
; Capacitance:3.3pF; Capacitance Tolerance: /- 0.1 pF; Working Voltage, DC:150V; Package/Case:0605; Series:SQ; Dielectric Material:Ceramic; Leaded Process Compatible:Yes; Mounting Type:PCB Surface Mount
CAP POLYPROPYLENE .0013UF 50V 1%
Silicon planar type 27 V, 0.15 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
.00015 UFD POLYPROPYLENE CAP 4.9 V, 0.15 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
Silicon planar type 33 V, 0.15 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
CAP POLYPROPYLENE .0012UF 50V 2%
	PANASONIC[Panasonic Semiconductor]
Panasonic Corporation
Electronic Theatre Controls, Inc.
Panasonic, Corp.

	AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-1	.018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换
150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换
LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm
LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No
LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm
Adj, 150 Khz, 3 A PWM buck DC/DC converter
	TE Connectivity, Ltd.
Diodes, Inc.
Renesas Electronics, Corp.
ETC
ANACHIP[Anachip Corp]

	KKSM48U106M32 	CAP,Met Polypropylene,10uF,10-% Tol,10 % Tol CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 10 uF, CHASSIS MOUNT
	Cornell Dubilier Electronics, Inc.

	AU6367 	USB2.0 SD/MMC Flash Card Reader with UFD Controller
	List of Unclassifed Manufacturers

	BFC247944275 	CAP,POLYPROPYLENE,2.7UF,250VDC,5% -TOL,5%  TOL
	Vishay BCcomponents

	12065G473Z-MR 06033G104Z-MR 0805YG105Z-MR 1206YG22	CAP. 47NF MINIREEL 500PCS
CAP. 0.1UF MINIREEL 500PCS
CAP. 1UF MINIREEL 500PCS
CAP. 2.2UF MINIREEL 500PCS
CAP. 10UF MINIREEL 500PCS
CAP. 220NF MINIREEL 500PCS
CAP. 1000NF MINIREEL 500PCS
第470NF MINIREEL 500
CAP. 10NF MINIREEL 500PCS 第10NF MINIREEL 500
CAP. 100NF MINIREEL 500PCS
	Diodes, Inc.

	LTO030F0.01OHMJTE3 LTO030F0.02OHMJTE3 LTO030F0.03O	RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.01 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.02 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.03 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.022 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.033 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.039 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.012 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.043 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.056 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.018 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.027 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.062 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.024 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.051 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.036 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.013 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.047 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.011 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 2.25 W, 5 %, 150 ppm, 0.016 ohm, THROUGH HOLE MOUNT TO-220, ROHS COMPLIANT
	Vishay Intertechnology, Inc.

	JFT 	Metallized Polypropylene Film AC Capacitor Class-X1
This specifications cover the requirements of jb Metallized Polypropylene
	jb Capacitors Company

	MKP1840-410 MKP1840-410_404-MD MKP1840-410_404-MF 	CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 400 V, 0.15 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
Metallized Polypropylene Capacitor, Mini-Version (-M) Related Document: CECC 31 200
	Vishay Intertechnology, Inc.
Vishay Siliconix

	SA57000-25D SA57000-28D SA57000-30D SA57000-36D SA	   CapFREEE 150 mA, low-noise, low dropout regulator with thermal protection
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection 3 V FIXED POSITIVE LDO REGULATOR, 0.12 V DROPOUT, PDSO5
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection 2.5 V FIXED POSITIVE LDO REGULATOR, 0.12 V DROPOUT, PDSO5
CapFREE 150 mA / low-noise / low dropout regulator with thermal protection
CapFREE 150 mA, low-noise, low dropout regulator with thermal protection
	NXP Semiconductors N.V.
Philips Semiconductors
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