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			 Related Part Number
	
					PART	Description	Maker
	MAX6416 MAX6418 MAX6412 MAX6413UK37-T MAX6413UK38-	330MHz, Low Power, Current Feedback Video Operational Amplifier with Output Disable; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP
" Low-Power, Single/Dual-Voltage ?P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay"
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
12-Bit, 80 MSPS, High Speed Video D/A Converter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Single 16 and 8, Differential 8-Channel and 4-Channel CMOS Analog MUXs with Active Overvoltage Protection; Temperature Range: -40°C to 85°C; Package: 28-SOIC
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
Gilbert Cell UHF Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
850MHz, Low Distortion Programmable Gain Buffer Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
330MHz, Low Power, Current Feedback Video Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
10-Bit, 40MSPS A/D Converter with CMOS Outputs; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
8-Bit, 165/125/60MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Complete, 12-Bit A/D Converters with Microprocessor Interface; Temperature Range: See Datasheet; Package: 28-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
12-Bit, Low Cost, Monolithic D/A Converters; Temperature Range: 0&degC to 70&deg;C; Package: 24-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
360MHz, Low Power, Video Operational Amplifier with Output Limiting; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R
	Maxim Integrated Products, Inc.
电源管理
MAXIM INTEGRATED PRODUCTS INC

	AD8594 AD8594AR AD8594ARU AD8592 AD8592ARM AD8591A	Dual, CMOS Single Supply Rail-to-Rail Input/Output Operational Amplifier with ±250 mA Output Current and a Power-Saving Shutdown ...
Single, CMOS Single Supply Rail-to-Rail Input/Output Operational Amplifier with ±250 mA output Current and a Power-Saving Shutdown ...
CMOS Single Supply Rail-to-Rail Input/Output Operational Amplifiers with Shutdown CMOS单电源轨到轨输入/输出运算放大器，带有关断
CMOS Single Supply Rail-to-Rail Input/Output Operational Amplifiers with Shutdown QUAD OP-AMP, 30000 uV OFFSET-MAX, 2.2 MHz BAND WIDTH, PDSO16
CMOS Single Supply Rail-to-Rail Input/Output Operational Amplifiers with Shutdown OP-AMP, 30000 uV OFFSET-MAX, 2.2 MHz BAND WIDTH, PDSO6
CMOS Single Supply Rail-to-Rail Input/Output Operational Amplifiers with Shutdown DUAL OP-AMP, 30000 uV OFFSET-MAX, 2.2 MHz BAND WIDTH, PDSO10
	ANALOG DEVICES INC
AD[Analog Devices]
Analog Devices, Inc.

	AD8629 AD8628ARZ-REEL7 AD8629ARMZ-R2 AD8628AR-REEL	Zero Drift, Single-Supply, Rail-to-Rail, Input/Output Operational Amplifier
Zero-Drift, Single-Supply, Rail-to-Rail Input/Output Operational Amplifier OP-AMP, 10 uV OFFSET-MAX, 2500 MHz BAND WIDTH, PDSO8
Zero-Drift, Single-Supply, Rail-to-Rail Input/Output Operational Amplifier OP-AMP, 10 uV OFFSET-MAX, 2.5 MHz BAND WIDTH, PDSO5
Zero-Drift, Single-Supply, Rail-to-Rail Input/Output Operational Amplifier OP-AMP, 10 uV OFFSET-MAX, 2 MHz BAND WIDTH, PDSO8
AB 35C 35#16 PIN RECP
	ANADIGICS, Inc.
http://
Analog Devices, Inc.

	EDI7F2328XDNSN 	4MHz, BiMOS Operational Amplifier with MOSFET Input/CMOS Output; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-PDIP 英特夏普闪存模块
	Avago Technologies, Ltd.

	MCP6021 MCP6024 MCP6022 MCP6024T-I_ST MCP6021-E_P 	The MCP6022 dual operational amplifier (op amp) has a gain bandwidth product of 10 MHz with a low typical operating current of 1.0 ...
The MCP6021 operational amplifier (op amp) has a gain bandwidth product of 10 MHz with a low typical operating current of 1.0 mA ...
The MCP6024 quad operational amplifier (op amp) has a gain bandwidth product of 10 MHz with a low typical operating current of 1.0 ...
The MCP6023 operational amplifier (op amp) has a gain bandwidth product of 10 MHz with a low typical operating current of 1.0 mA ...
Rail-to-Rail Input/Output 10 MHz Op Amps
Rail-to-Rail Input/Output, 10 MHz Op Amps
	MICROCHIP[Microchip Technology]

	AD8638ARJZ-R2 AD8639ACPZ-R2 AD8639ARMZ AD8639ARZ-R	16 V Auto-Zero, Rail-to-Rail Output Operational Amplifier; Package: SOT-23; No of Pins: 5; Temperature Range: Industrial OP-AMP, 23 uV OFFSET-MAX, 1.35 MHz BAND WIDTH, PDSO5
16V Auto-Zero, Rail-to-Rail Output tional Amplifiers
   16V Auto-Zero, Rail-to-Rail Output tional Amplifiers
   16 V Auto-Zero, Rail-to-Rail Output Operational Amplifiers
	Analog Devices, Inc.
ANALOG DEVICES INC

	BD7561G BD7561G09 BD7561SG BD7562F BD7562FVM BD756	OP-AMP, PDSO5
High Voltage Operation CMOS Operational Amplifiers:Input/Output Full Swing
	Rohm

	AD110 AD111 AD114 AD115 AD116 AD117 AD118 AD108 AD	ECONOLINE: RD & RC - Dual Output from a Single Input Rail- 1kVDC & 2kVDC Isolation- Power Sharing on Output- Custom Solutions Available- UL94V-0
Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:11-5
SCRs 1.5 Amp/ Planar
SCRs 1.5 Amp, Planar
SCRs 1.5 Amp Planar
	MICROSEMI[Microsemi Corporation]

	LMV358G-D08-T LMV358G-S08-R LMV358G-P08-R LMV358G-	GENERAL PURPOSE, LOW VOLTAGE, RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS DUAL OP-AMP, 7000 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDSO8
GENERAL PURPOSE, LOW VOLTAGE, RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS DUAL OP-AMP, 7000 uV OFFSET-MAX, 1 MHz BAND WIDTH, DIP8
   GENERAL PURPOSE, LOW VOLTAGE, RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS
	Unisonic Technologies Co., Ltd.

	HS-1410RH 5962F9851801VXC HS9-1410RH-Q 	Radiation Hardened/ High Speed/ Low Power/ Current Feedback Op Amp with Output Disable
CAP 4-ARRAY 47000PF 16V X7R 1206
Radiation Hardened, High Speed, Low
Power, Current Feedback Op Amp with
Output Disable(抗辐射高速、低功耗电流反馈放大器（输出禁止）)
Radiation Hardened, High Speed, Low Power, Current Feedback Op Amp with Output Disable OP-AMP, PDFP10
	Intersil Corporation
Intersil, Corp.

	LT6221CS8PBF LT6221CS8TR LT6221CDDPBF 	Single/Dual/Quad 60MHz, 20V/&#181;s Low Power, Rail-to-Rail Input and Output Precision Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
1 CHANNEL, VIDEO AMPLIFIER, PDSO8
	LINEAR TECHNOLOGY CORP
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