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			T10A062 - RF Coaxial Connector Adapter; Body Material:Brass; Body Style:Straight Bulkhead Adapter, Jack-Jack; Impedance:50ohm; Leaded Process Compatible:Yes; Series:N; Contact Termination:Clamp/Solder; Frequency Max:11GHz RoHS Compliant: Yes BOX INSTRMNT LOW PROFILE 6X4X4,1 Glass passivated junction 
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	Part No.	T10A062 T10A220 T10A130 T10A180 T10A100 T10A120 T10A270 T10A T10A068 T10A200 T10A240   

	Description	RF Coaxial Connector Adapter; Body Material:Brass; Body Style:Straight Bulkhead Adapter, Jack-Jack; Impedance:50ohm; Leaded Process Compatible:Yes; Series:N; Contact Termination:Clamp/Solder; Frequency Max:11GHz RoHS Compliant: Yes 
 BOX INSTRMNT LOW PROFILE 6X4X4,1
Glass passivated junction
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						 Littelfuse, Inc. 
 LITTELFUSE[Littelfuse]
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: T1013NH
	Maker: ST
	Pack: TO-220
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.46
	  
									100: $0.44
	1000: 
									$0.42
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			 Related Part Number
	
					PART	Description	Maker
	TRU-7407-GPX 	CONNECTOR, COAXIAL, RF 2.4mm(f) TO k(f) ADAPTER, STRAIGHT
	Winchester Electronics ...

	CY2309ZI-1 CY2309SC-1 CY2309SC-1H CY2309SC-1HT CY2	LOW-COST 3.3V ZERO DELAY BUFFER 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
RF Coaxial Connector Adapter; Convert From:SMA Jack; Convert To:1.0/2.3 Jack; Body Style:Straight Adapter, Jack-Jack RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:1.0/2.3 Plug; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Solder; Body Style:Straight Bulkhead Receptacle; Body Plating:Nickel RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
RF Coaxial Connector Adapter; Body Plating:Passivated Steel; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
	Cypress Semiconductor, Corp.
Cypress Semiconductor Corp.
CYPRESS[Cypress Semiconductor]

	NJU7091 NJU7091A NJU7092A NJU7093A NJU709XAF 	RF/Coaxial Connector Adapter; RF Coax Type:N; Contact Termination:Crimp; Body Style:Right Angle Adapter, Plug-Jack; Approval Categories:UG-29A/U; Body Plating:Nickel RoHS Compliant: Yes 低功耗和低失调电压小单的C - MOS运算放大
3-V Precision Micropower Shunt Voltage Reference, 0.5% accuracy 3-SOT-23 -40 to 85
LOW-POWER AND LOW-OFFSET-VOLTAGE TINY SINGLE C-MOS OPERATIONAL AMPLIFIER
	New Japan Radio Co., Ltd.
NJRC[New Japan Radio]

	TRU-12494 	   CONNECTOR, COAXIAL 1-5/8 EIA(m) to MEIA-1625(f) ADAPTER
	Winchester Electronics ...

	TRU-11885 	   CONNECTOR, COAXIAL 13-30(m) to 7-16(f) ADAPTER
	Winchester Electronics ...

	TRU-11883 	   CONNECTOR, COAXIAL 13-30(f) to 7-16(f) ADAPTER
	Winchester Electronics ...

	TRU-11881 	   CONNECTOR, COAXIAL 13-30(m) to 13-30(m) ADAPTER
	Winchester Electronics ...

	TRU-11244 	   CONNECTOR,COAXIAL 2.4MM(F) TO 2.4MM(F) ADAPTER
	Winchester Electronics ...

	TZMB10 TZMB11 TZMB12 TZMB13 TZMB15 TZMB16 TZMB18 T	RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:55, 58, 141, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Jack; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:58, 141, 142, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210, 302 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Flanged Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
From old datasheet system
Silicon Epitaxial Planar Z-Diodes
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	RP31-10P-10SD RP31-10P-10PC RP31-10P-10SC 	Circular Connector with Coaxial Switch/Model RP31 Connector
	HIROSE[Hirose Electric]

	BNC-P-3-CF BNC-P-58U-NI-CF BNC-P-3-NICAU-CF BNC-P-	BNC style connector is one of the most popular 50 Ω coaxial connector.
	DDK Ltd.
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