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			AT59C11 - 4-Wire Serial EEPROMs 256 X 16 4-WIRE SERIAL EEPROM, PDSO8 PLUG, MICRO D, 15WAY; Connector type A:15 Way Micro-D Plug; Connector type B:Free; Length, lead:450mm; Cable type:Wire; Ways, No. of:15; Approval Bodies:; Current rating:3A; Flammability rating:UL94V-0; Material, case:Aluminium RoHS Compliant: Yes PLUG, MICRO D, 37WAY; Connector type A:37 Way Micro-D Plug; Connector type B:Free; Length, lead:450mm; Cable type:Wire; Ways, No. of:37; Approval Bodies:; Current rating:3A; Flammability rating:UL94V-0; Material, case:Aluminium RoHS Compliant: Yes PLUG, MICRO D, 25WAY; Connector type A:25 Way Micro-D Plug; Connector type B:Free; Length, lead:450mm; Cable type:Wire; Ways, No. of:25; Approval Bodies:; Current rating:3A; Flammability rating:UL94V-0; Material, case:Aluminium RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Blue; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 
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	Part No.	AT59C11 AT59C11-10PC AT59C11-10PC-2.5 AT59C11-10PC-2.7 AT59C11-10PI AT59C11-10PI-2.5 AT59C11-10PI-2.7 AT59C11W-10SC AT59C11W-10SC-2.5 AT59C11W-10SC-2.7 AT59C11W-10SI AT59C11W-10SI-2.5 AT59C11W-10SI-2.7 AT59C13 AT59C13-10PC AT59C13-10PC-2.5 AT59C13-10PC-2.7 AT59C13-10PI AT59C13-10PI-2.5 AT59C13-10PI-2.7 AT59C13W-10SC AT59C13W-10SC-2.5 AT59C13W-10SC-2.7 AT59C13W-10SI AT59C13W-10SI-2.5 AT59C13W-10SI-2.7 AT59C22W-10SI-2.7 AT59C22W-10SI-2.5 AT59C22W-10SI AT59C22W-10SC-2.7 AT59C22W-10SC-2.5  

	Description	4-Wire Serial EEPROMs 256 X 16 4-WIRE SERIAL EEPROM, PDSO8 
 PLUG, MICRO D, 15WAY; Connector type A:15 Way Micro-D Plug; Connector type B:Free; Length, lead:450mm; Cable type:Wire; Ways, No. of:15; Approval Bodies:; Current rating:3A; Flammability rating:UL94V-0; Material, case:Aluminium RoHS Compliant: Yes
PLUG, MICRO D, 37WAY; Connector type A:37 Way Micro-D Plug; Connector type B:Free; Length, lead:450mm; Cable type:Wire; Ways, No. of:37; Approval Bodies:; Current rating:3A; Flammability rating:UL94V-0; Material, case:Aluminium RoHS Compliant: Yes
PLUG, MICRO D, 25WAY; Connector type A:25 Way Micro-D Plug; Connector type B:Free; Length, lead:450mm; Cable type:Wire; Ways, No. of:25; Approval Bodies:; Current rating:3A; Flammability rating:UL94V-0; Material, case:Aluminium RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Blue; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
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	Part: AT59C11
	Maker: 
	Pack: DIP
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.92
	  
									100: $0.88
	1000: 
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 			 Full text search : 4-Wire Serial EEPROMs 256 X 16 4-WIRE SERIAL EEPROM, PDSO8 PLUG, MICRO D, 15WAY; Connector type A:15 Way Micro-D Plug; Connector type B:Free; Length, lead:450mm; Cable type:Wire; Ways, No. of:15; Approval Bodies:; Current rating:3A; Flammability rating:UL94V-0; Material, case:Aluminium RoHS Compliant: Yes PLUG, MICRO D, 37WAY; Connector type A:37 Way Micro-D Plug; Connector type B:Free; Length, lead:450mm; Cable type:Wire; Ways, No. of:37; Approval Bodies:; Current rating:3A; Flammability rating:UL94V-0; Material, case:Aluminium RoHS Compliant: Yes PLUG, MICRO D, 25WAY; Connector type A:25 Way Micro-D Plug; Connector type B:Free; Length, lead:450mm; Cable type:Wire; Ways, No. of:25; Approval Bodies:; Current rating:3A; Flammability rating:UL94V-0; Material, case:Aluminium RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Blue; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	24C128 AT24C128 AT24C128-10CC AT24C128-10CC-1.8 AT	2-WireSerialEEPROMs
128 x 64 pixel format, LED or EL Backlight available
BOX WATERTIGHT 4.70X4.70X1.1,1
Triple 3-Input Positive-NOR Gate 14-TSSOP -40 to 85
Quadruple 2-Input Positive-OR Gates 14-SOIC -40 to 85
122 x 32 pixel format, Compact LCD size
Replaced by SN74LV32A : Quadruple 2-Input Positive-OR Gate 14-SSOP -40 to 85
Replaced by SN74LV32A : Quadruple 2-Input Positive-OR Gate 14-SOIC -40 to 85
2-Wire Serial EEPROMs 16K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
2-Wire Serial EEPROMs 2线串行EEPROM
2-Wire Serial EEPROMs 16K X 8 I2C/2-WIRE SERIAL EEPROM, DSO8
2-Wire Serial EEPROMs 32K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
   2-Wire Serial EEPROMs
	http://
ATMEL[ATMEL Corporation]
ATMELCorporation
Atmel Corp.
Atmel, Corp.

	Q67100-H3220 Q67100-H3221 Q67100-H3218 Q67100-H321	1/2 KBIT 128/256 X 8 BIT SERIAL CMOS EEPROMS, I2C SYNCHRONOUS 2-WIRE BUS
	SIEMENS[Siemens Semiconductor Group]

	AT25020 AT25020-10PC AT25020-10PC-1.8 AT25020-10PC	   SPI Serial EEPROMs
High Speed CMOS Logic 3-to-8 Line Decoder Demultiplexer Inverting and Non-Inverting 16-TSSOP -55 to 125 512 X 8 SPI BUS SERIAL EEPROM, PDIP8
High Speed CMOS Logic 3-to-8 Line Decoder Demultiplexer Inverting and Non-Inverting 16-SO -55 to 125 256 X 8 SPI BUS SERIAL EEPROM, PDSO8
SPI Serial EEPROMs 256 X 8 SPI BUS SERIAL EEPROM, PDIP8
SPI Serial EEPROMs 128 X 8 SPI BUS SERIAL EEPROM, PDSO8
SPI Serial EEPROMs 128 X 8 SPI BUS SERIAL EEPROM, PDIP8
SPI Serial EEPROMs 256 X 8 SPI BUS SERIAL EEPROM, PDSO8
SPI Serial EEPROMs 512 X 8 SPI BUS SERIAL EEPROM, PDSO8
	ATMEL[ATMEL Corporation]
Atmel Corp.
PROM
Atmel, Corp.

	FM24C08U_09U FM24C16U_17U FM24C02U FM24C04U_05U FM	I2C Serial EEPROM 256 X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8
I2C Serial EEPROM 256 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
CONN HEADER .05 90POS DUAL T/H
M1 - M1 CABLE            6 FEET
2K-Bit Standard 2-Wire Bus Interface Serial EEPROM
From old datasheet system
2K--Bit Standard 2-Wire Bus Interface Serial EEPROM
	http://
Fairchild Semiconductor, Corp.
Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	AT25010A07 AT25010AN-10SQ-2.7 AT25010A-10TQ-2.7 AT	SPI Automotive Temperature Serial EEPROMs 1K (128 x 8) 2K (256 x 8) 4K (512 x 8)
	ATMEL Corporation

	AT93C46-10PU-1.8 AT93C46-10PU-2.7 AT93C66Y1-10YI-2	Three-wire Serial EEPROMs
	ATMEL[ATMEL Corporation]

	AT24C256U2-10UU-1.8 AT24C256Y1-10YU-1.8 AT24C256W-	Two-wire Serial EEPROMs
	ATMEL Corporation

	AT93C46-W2.7-11 AT93C46Y1-10YU-2.7 AT93C46Y5-10YU-	Three-wire Serial EEPROMs
	Atmel Corp.

	CAT24WC08WETE13F CAT24WC08WATE13F CAT24WC01PATE13F	   1K/2K/4K/8K/16K-Bit Serial EEPROM
256 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 GREEN, MO-187AA, MSOP-8
1K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 0.150 INCH, MS-012, SOIC-8
256 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 0.150 INCH, MS-012, SOIC-8
128 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 TSSOP-8
2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
	CATALYST[Catalyst Semiconductor]
NXP Semiconductors N.V.
TE Connectivity, Ltd.

	CTK24BC01P8 	2-Wire Serial EEPROMs 1K - 2K - 4K - 8K - 16K
	CYStech Electronics

	AT24C12807 AT24C256 AT24C128 	Two-wire Automotive Temperature Serial EEPROMs
	ATMEL[ATMEL Corporation]
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