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			DF13C-11S-125V - RS-449 CABLE, DTE DB37   MALE TO SMARTSERIAL 10FT Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes KVM EXTENDER OVER        UTP CABLE DUAL DVI AND PS KVM EXTENDER OVER UTP CABLE DUAL DVI AND PS 1.25mm间距压接连接器微 VIDEO SPLIT CBL PVC MM2 1.25mm间距压接连接器微 SMT LN X SOIC-16 1.25mm间距压接连接器微 CISCO V.35 CROSSOVER CBL DB60M TO DB60M 10FT 1.25mm间距压接连接器微 Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:25m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes 1.25mm间距压接连接器微 Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Light Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 1.25mm间距压接连接器微 Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes 1.25mm间距压接连接器微 VP Fixed Series, 200 Ohms, 50.0 W, Fixed, Wirewound Resistor 1.25mm间距压接连接器微 RTS Series - Econoline Unregulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 24V; Power: 2W; Assembly; High Power Density; Optional Continuous Short Circuit Protected; Efficiency to 85% 1.25mm间距压接连接器微 Mica Film Capacitor; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 1.25mm间距压接连接器微 1.25mm Pitch Miniature Crimping Connector 1.25mm间距压接连接器微 KVM EXTENDER OVER        MM FO CABLE DVI AND PS2 SERVSWITCH               WIZARD IP PLUS KVM EXTENDER OVER        SM FO CABLE DUAL DVI AND DVI VGA USB SM           FIBER OPTIC EXTENDER Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes CISCO IMPEDANCE ADAPT CBL75 OHM - 120 OHM X.21 CABLE, DTE DB15 MALETO SMART SERIAL, 10FT CAT5 KVM EXTENDER FOR    SUN DUAL ACCESS VERSION KVM EXTENDER OVER        UTP CABLE DUAL DVI AND US Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:14; No. Strands x Strand Size:42 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:600V RoHS Compliant: Yes WIRE, HOOK-UP, UL1007, RED, 304.8M; Area, conductor CSA:0.081mm2; Conductor make-up:7/36; Voltage rating, AC:300V; Colour, primary insulation:Red; Material, primary insulation:PVC; Diameter, External:1.19mm; Length, Reel RoHS Compliant: Yes Multiconductor Paired Instrumentation Control Cable; Number of Conductors:2; Conductor Size AWG:14; No. Strands x Strand Size:42 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes CISCO E1 CABLE Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes Multiconductor Cable; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Features:Industrial automotive and process control cable; Jacket Color:Chrome RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:5; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyolefin; Leaded Process Compatible:Yes; Temperature Max:80 C; Voltage Nom.:300V RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:3m; Color:Black; Features:IP20 Rated RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Light Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Multiconductor Paired Instrumentation Control Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes 2 #18 PVC/NYL SHLD PVC RoHS Compliant: Yes Multiple Conductor Wire; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Approval Categories:UL NEC/CUL,CEC; Leaded Process Compatible:Yes RoHS Compliant: Yes Connector assemblies, Ribbon (Flat); Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No Multiconductor Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes COMPUTERS,SERVSWITCH SERIES CAT5 KVM EXTENDERS,COMPUTERS,DROP SHIP:YES,NETWORK PRODUCTS,SERVSWITCH SERIES CAT5 KVM EXTENDERS ,BLACK BOX FIBER OPTIC KVM WITH     SERIAL AND AUDIO EXTENDER DVI VGA PS/2 MM FIBER EXR KVM EXTENDER OVER        SM FO CABLE DVI AND PS2 Computers, Network Switches Connectivity; Approval Bodies:CE; For Use With:PS/2 to USB Flash Cable (EHN428),CAT5 Unshielded, Solid, 100-MHz Bulk Cables (EYN840A) 32-Bit Microcontroller IC; Controller Family/Series:ColdFire/68K; Clock Speed:733MHz; Package/Case:360-FCCBGA; Leaded Process Compatible:No; Memory Organization - EEPROM:256k; Memory Organization - RAM :32k RoHS Compliant: No Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1007; JQA-F-; Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:1m; Color:Black; Features:IP20 Rated RoHS Compliant: Yes RG8/U TYPE COAX W/CONN RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:5m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes CISCO STACKWISE CABLE    STACKING CABLE CISCO INTERCONNECT CABLE CISCO INFINIBAND CABLE Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:600V RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:1m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:3m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:2m; Color:Black; Features:IP20 Rated RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:2m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes Silver Mica Capacitor; Capacitance:150pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No FINGER/FILTR ASM 80MM PLAS 30PPI Silver Mica Capacitor; Capacitance:18pF; Capacitance Tolerance: /- 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:100pF; Capacitance Tolerance: /- 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:39pF; Capacitance Tolerance: /- 2%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No From old datasheet system 
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	Part No.	DF13C-11S-1.25V DF13C-11S-1.25H DF13C-11S-1.25C DF13-6P-1.25H DF13C-10DP-1.25C DF13C-10DP-1.25DS DF13C-10DP-1.25H DF13C-10DS-1.25C DF13C-10DS-1.25DSA DF13C-10P-1.25C DF13C-10P-1.25DSA DF13C-10P-1.25V DF13C-10S-1.25DS DF13C-10S-1.25DSA DF13C-10S-1.25H DF13C-10DP-1.25DSA DF13C-10DP-1.25V DF13C-10DS-1.25DS DF13C-10DS-1.25H DF13C-10DS-1.25V DF13C-10P-1.25DS DF13C-10P-1.25H DF13C-10S-1.25C DF13C-10S-1.25V DF13C-11P-1.25C DF13C-11P-1.25DS DF13C-11P-1.25DSA DF13C-11P-1.25H DF13C-11P-1.25V DF13C-11S-1.25DS DF13C-11S-1.25DSA  

	Description	RS-449 CABLE, DTE DB37   MALE TO SMARTSERIAL 10FT 
 Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
KVM EXTENDER OVER        UTP CABLE DUAL DVI AND PS
KVM EXTENDER OVER UTP CABLE DUAL DVI AND PS 1.25mm间距压接连接器微
VIDEO SPLIT CBL PVC MM2 1.25mm间距压接连接器微
SMT LN X SOIC-16 1.25mm间距压接连接器微
CISCO V.35 CROSSOVER CBL DB60M TO DB60M 10FT 1.25mm间距压接连接器微
Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:25m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes 1.25mm间距压接连接器微
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Light Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 1.25mm间距压接连接器微
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes 1.25mm间距压接连接器微
VP Fixed Series, 200 Ohms, 50.0 W, Fixed, Wirewound Resistor 1.25mm间距压接连接器微
RTS Series - Econoline Unregulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 24V; Power: 2W; Assembly; High Power Density; Optional Continuous Short Circuit Protected; Efficiency to 85% 1.25mm间距压接连接器微
Mica Film Capacitor; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 1.25mm间距压接连接器微
1.25mm Pitch Miniature Crimping Connector 1.25mm间距压接连接器微
KVM EXTENDER OVER        MM FO CABLE DVI AND PS2
SERVSWITCH               WIZARD IP PLUS
KVM EXTENDER OVER        SM FO CABLE DUAL DVI AND
DVI VGA USB SM           FIBER OPTIC EXTENDER
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
CISCO IMPEDANCE ADAPT CBL75 OHM - 120 OHM
X.21 CABLE, DTE DB15 MALETO SMART SERIAL, 10FT
CAT5 KVM EXTENDER FOR    SUN DUAL ACCESS VERSION
KVM EXTENDER OVER        UTP CABLE DUAL DVI AND US
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:14; No. Strands x Strand Size:42 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:600V RoHS Compliant: Yes
WIRE, HOOK-UP, UL1007, RED, 304.8M; Area, conductor CSA:0.081mm2; Conductor make-up:7/36; Voltage rating, AC:300V; Colour, primary insulation:Red; Material, primary insulation:PVC; Diameter, External:1.19mm; Length, Reel RoHS Compliant: Yes
Multiconductor Paired Instrumentation Control Cable; Number of Conductors:2; Conductor Size AWG:14; No. Strands x Strand Size:42 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes
CISCO E1 CABLE
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes
Multiconductor Cable; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Features:Industrial automotive and process control cable; Jacket Color:Chrome RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:5; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyolefin; Leaded Process Compatible:Yes; Temperature Max:80 C; Voltage Nom.:300V RoHS Compliant: Yes
Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:3m; Color:Black; Features:IP20 Rated RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Light Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Multiconductor Paired Instrumentation Control Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes
2 #18 PVC/NYL SHLD PVC RoHS Compliant: Yes
Multiple Conductor Wire; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Approval Categories:UL NEC/CUL,CEC; Leaded Process Compatible:Yes RoHS Compliant: Yes
Connector assemblies, Ribbon (Flat); Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Multiconductor Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
COMPUTERS,SERVSWITCH SERIES CAT5 KVM EXTENDERS,COMPUTERS,DROP SHIP:YES,NETWORK PRODUCTS,SERVSWITCH SERIES CAT5 KVM EXTENDERS ,BLACK BOX
FIBER OPTIC KVM WITH     SERIAL AND AUDIO EXTENDER
DVI VGA PS/2 MM FIBER EXR
KVM EXTENDER OVER        SM FO CABLE DVI AND PS2
Computers, Network Switches Connectivity; Approval Bodies:CE; For Use With:PS/2 to USB Flash Cable (EHN428),CAT5 Unshielded, Solid, 100-MHz Bulk Cables (EYN840A)
32-Bit Microcontroller IC; Controller Family/Series:ColdFire/68K; Clock Speed:733MHz; Package/Case:360-FCCBGA; Leaded Process Compatible:No; Memory Organization - EEPROM:256k; Memory Organization - RAM :32k RoHS Compliant: No
Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1007; JQA-F-; Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:1m; Color:Black; Features:IP20 Rated RoHS Compliant: Yes
RG8/U TYPE COAX W/CONN RoHS Compliant: Yes
Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:5m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes
CISCO STACKWISE CABLE    STACKING CABLE
CISCO INTERCONNECT CABLE
CISCO INFINIBAND CABLE
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:600V RoHS Compliant: Yes
Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:1m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes
Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:3m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes
Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:2m; Color:Black; Features:IP20 Rated RoHS Compliant: Yes
Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:2m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:150pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No
FINGER/FILTR ASM 80MM PLAS 30PPI
Silver Mica Capacitor; Capacitance:18pF; Capacitance Tolerance: /- 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:100pF; Capacitance Tolerance: /- 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:39pF; Capacitance Tolerance: /- 2%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No
From old datasheet system
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 			 Full text search : RS-449 CABLE, DTE DB37   MALE TO SMARTSERIAL 10FT Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes KVM EXTENDER OVER        UTP CABLE DUAL DVI AND PS KVM EXTENDER OVER UTP CABLE DUAL DVI AND PS 1.25mm间距压接连接器微 VIDEO SPLIT CBL PVC MM2 1.25mm间距压接连接器微 SMT LN X SOIC-16 1.25mm间距压接连接器微 CISCO V.35 CROSSOVER CBL DB60M TO DB60M 10FT 1.25mm间距压接连接器微 Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:25m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes 1.25mm间距压接连接器微 Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Light Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 1.25mm间距压接连接器微 Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes 1.25mm间距压接连接器微 VP Fixed Series, 200 Ohms, 50.0 W, Fixed, Wirewound Resistor 1.25mm间距压接连接器微 RTS Series - Econoline Unregulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 24V; Power: 2W; Assembly; High Power Density; Optional Continuous Short Circuit Protected; Efficiency to 85% 1.25mm间距压接连接器微 Mica Film Capacitor; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 1.25mm间距压接连接器微 1.25mm Pitch Miniature Crimping Connector 1.25mm间距压接连接器微 KVM EXTENDER OVER        MM FO CABLE DVI AND PS2 SERVSWITCH               WIZARD IP PLUS KVM EXTENDER OVER        SM FO CABLE DUAL DVI AND DVI VGA USB SM           FIBER OPTIC EXTENDER Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes CISCO IMPEDANCE ADAPT CBL75 OHM - 120 OHM X.21 CABLE, DTE DB15 MALETO SMART SERIAL, 10FT CAT5 KVM EXTENDER FOR    SUN DUAL ACCESS VERSION KVM EXTENDER OVER        UTP CABLE DUAL DVI AND US Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:14; No. Strands x Strand Size:42 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:600V RoHS Compliant: Yes WIRE, HOOK-UP, UL1007, RED, 304.8M; Area, conductor CSA:0.081mm2; Conductor make-up:7/36; Voltage rating, AC:300V; Colour, primary insulation:Red; Material, primary insulation:PVC; Diameter, External:1.19mm; Length, Reel RoHS Compliant: Yes Multiconductor Paired Instrumentation Control Cable; Number of Conductors:2; Conductor Size AWG:14; No. Strands x Strand Size:42 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes CISCO E1 CABLE Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes Multiconductor Cable; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Features:Industrial automotive and process control cable; Jacket Color:Chrome RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:5; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyolefin; Leaded Process Compatible:Yes; Temperature Max:80 C; Voltage Nom.:300V RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:3m; Color:Black; Features:IP20 Rated RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Light Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Multiconductor Paired Instrumentation Control Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes 2 #18 PVC/NYL SHLD PVC RoHS Compliant: Yes Multiple Conductor Wire; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Approval Categories:UL NEC/CUL,CEC; Leaded Process Compatible:Yes RoHS Compliant: Yes Connector assemblies, Ribbon (Flat); Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No Multiconductor Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes COMPUTERS,SERVSWITCH SERIES CAT5 KVM EXTENDERS,COMPUTERS,DROP SHIP:YES,NETWORK PRODUCTS,SERVSWITCH SERIES CAT5 KVM EXTENDERS ,BLACK BOX FIBER OPTIC KVM WITH     SERIAL AND AUDIO EXTENDER DVI VGA PS/2 MM FIBER EXR KVM EXTENDER OVER        SM FO CABLE DVI AND PS2 Computers, Network Switches Connectivity; Approval Bodies:CE; For Use With:PS/2 to USB Flash Cable (EHN428),CAT5 Unshielded, Solid, 100-MHz Bulk Cables (EYN840A) 32-Bit Microcontroller IC; Controller Family/Series:ColdFire/68K; Clock Speed:733MHz; Package/Case:360-FCCBGA; Leaded Process Compatible:No; Memory Organization - EEPROM:256k; Memory Organization - RAM :32k RoHS Compliant: No Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1007; JQA-F-; Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:1m; Color:Black; Features:IP20 Rated RoHS Compliant: Yes RG8/U TYPE COAX W/CONN RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:5m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1569; CSA Types TR-64, TRSR-64; JQA-F-; Passes VW-1 Flame Test RoHS Compliant: Yes CISCO STACKWISE CABLE    STACKING CABLE CISCO INTERCONNECT CABLE CISCO INFINIBAND CABLE Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:600V RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:1m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:3m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:2m; Color:Black; Features:IP20 Rated RoHS Compliant: Yes Category 5e Cable Assembly; Connector Type A:RJ45 Plug; Connector Type B:RJ45 Plug; Cable Length:2m; Color:Black; Features:IP67 Rated RoHS Compliant: Yes Silver Mica Capacitor; Capacitance:150pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No FINGER/FILTR ASM 80MM PLAS 30PPI Silver Mica Capacitor; Capacitance:18pF; Capacitance Tolerance: /- 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:100pF; Capacitance Tolerance: /- 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:39pF; Capacitance Tolerance: /- 2%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No From old datasheet system   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	UPD23C16040BLGY-MJH UPD23C16080BLGY-MKH UPD23C1608	Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:12; No. Strands x Strand Size:19 x 25; Jacket Material:Polyvinylchloride (PVC); Capacitance:83pF/ft; Conductor Material:Copper RoHS Compliant: Yes
; Connector Type A:DB9 Male; Connector Type B:DB9 Female; Cable Length:25ft; Approval Bodies:UL; Approval Categories:UL Style 2464 (300V 80 deg C -- cable only); Color:Chrome; For Use With:RS-449 Applications RoHS Compliant: Yes
16M-BIT MASK-PROGRAMMABLE ROM 2M-WORD BY 8-BIT (BYTE MODE) / 1M-WORD BY 16-BIT (WORD MODE) PAGE ACCESS MODE 1,600位掩膜可编程ROM00万字位（字节模式 100万字6位（字模式）页面访问模式
	NEC Corp.
NEC, Corp.

	16RIA100S90 16RIA100M 16RIA100MS90 16RIA10M 16RIA1	CAT5E 350MHZ PATCH CORD, 5 FT BLUE 中功率晶闸管
DVI-D MALE TO DVI-D MALE CABLE 50 FT 中功率晶闸管
MEDIUM POWER THYRISTORS 中功率晶闸管
DVI-A MALE TO HD15 MALE CABLE 10 FT 中功率晶闸管
HDMI (M) TO DVI (M) W/   3 METER CABLE ON DVI SIDE
DVI MALE TO DVI FEMALE   EXTENSION CABLE 6 FT
DVI CABLE                DVI-A(M) TO VGA DB15HD(M)
CAT6 S210P4 TO RJ45      (568B) 7 FEET
DVI-D MALE TO DVI-D MALE CABLE 6 FT
DVI-A MALE TO HD15 MALE  CABLE 6-FT
Connector assemblies, Network cables;
400V 16A Phase Control SCR in a TO-208AA (TO-48) package
600V 16A Phase Control SCR in a TO-208AA (TO-48) package
100V 16A Phase Control SCR in a TO-208AA (TO-48) package
1000V 16A Phase Control SCR in a TO-208AA (TO-48) package
1200V 16A Phase Control SCR in a TO-208AA (TO-48) package
1600V 35A Phase Control SCR in a TO-208AA (TO-48) package
800V 16A Phase Control SCR in a TO-208AA (TO-48) package
	International Rectifier, Corp.
IRF[International Rectifier]

	3365-26 3365-25 3365-15 3365-20 535356 3365-16 336	RIBBON CABLE 26 WAY 30.5M
RIBBON CABLE 15 WAY 30.5M
RIBBON CABLE 20 WAY 30.5M
RIBBON CABLE 10 WAY 30.5M
RIBBON CABLE 16 WAY 30.5M
RIBBON CABLE 14 WAY 30.5M
Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µP Reset
RIBBON CABLE 40 WAY 30.5M
RIBBON CABLE 60 WAY 30.5M
Intel&#174; Server Spare APP3STDBEZEL, Bezel with Door. For SC5295DP, SC5295BRP and SC5295WS 带状电缆每平方米25未来
RIBBON CABLE 15 WAY PER M 带状电缆每平方米15未来
RIBBON CABLE 34 WAY 30.5M 带状电缆34未来0.5
RIBBON CABLE 60 WAY PER M 带状电缆每平方米60未来
RIBBON CABLE 25 WAY 30.5M 带状电缆25未来30.5
RIBBON CABLE 50 WAY 30.5M 带状电缆50未来30.5
	Jameco Electronics
Molex, Inc.
KEMET Corporation
Amphenol, Corp.
GE Measurement ?Control Solutions

	PE36676-24 PE36676-12 PE36676-18 PE36676-30 PE3667	50 GHz FLEXIBLE CABLE ASSEMBLY, PE-LL095P 1,85mm MALE TO 2.4mm MALE
50 GHz FLEXIBLE CABLE ASSEMBLY PE-LL095P 1,85mm MALE TO 2.4mm MALE
50 GHz FLEXIBLE CABLE ASSEMBLY 50 GHz FLEXIBLE CABLE ASSEMBLY
50 GHz FLEXIBLE CABLE ASSEMBLYM PE-LL095P 1,85mm MALE TO 2,4mm MALE
50 GHz FLEXIBLE CABLE ASSEMBLY PE-LL095P 1,85mm MALE TO 2,4mm MALE
50 GHz FLEXIBLE CABLE ASSEMBLY, PE-LL095P 1,85mm MALE to 2,4mm MALE
50 GHz FLEXIBLE CABLE ASSEMBLY PE-LL095P,1,85mm MALE TO 2.4mm MALE
50 GHz FLEXIBLE CABLE ASSSEMBLY, PE-LL095P,1,85mm MALE TO 2.4mm MALE
50 GHz FLEXIBLE CABLE ASSEMBLY PE-LL095P, 1,85mm MALE TO 2,4mm MALE
	Pasternack Enterprises,...

	PE3058LF 	CABLE ASSEMBLY RG178B/U SSMA MALE TO SMA MALE(LEAD FREE
	Pasternack Enterprises,...

	PE36531LF 	CABLE ASSEMBLY, RG405/U, 1.85MM MALE TO 2.92MM MALE (LEAD FREE)
	Pasternack Enterprises, Inc.

	PE36141LF 	CABLE ASSEMBLY, RG59B/U-BLACK, F MALE TO F MALE (LEAD FREE)
	Pasternack Enterprises, Inc.

	PE3C2007-200CM 	SMA Male to 7/16 DIN Male LSZH Jacketed Cable 200 CM
	Pasternack Enterprises, Inc...

	MT7402A-UR MT1302A-RG MT7302A-UR MT1402A-RG MT2302	CABLE ASSEMBLY; LEAD-FREE SOLDER; MINI UHF MALE TO MINI UHF MALE; 50 OHM, RG58C/U COAX; 108" CABLE LENGTH
KJL 3C 3#20 SKT RECP
Marktech Axial Leaded Lensed Version LEDs
Axial Leaded LED Lamps
	Marktech Optoelectronics
MARKTECH[Marktech Corporate]
N.A.

	PE35028-12 	N Male to N Male Precision Cable 12 Inch Length Using 165 Series Coax, RoHS
	Pasternack Enterprises, Inc.

	PE33232-24 	N Male to N Male Precision Cable 24 Inch Length Using 150 Series Coax, RoHS
	Pasternack Enterprises, Inc.
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