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			HA4-5221883 - Low Noise, Wideband, Precision Operational Amplifier OP-AMP, 1500 uV OFFSET-MAX, 40 MHz BAND WIDTH, CDIP8 Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FRPE - Flame Retardant Polyethylene; Leaded Process Compatible:Yes; Capacitance:27uF; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FRPE - Flame Retardant Polyethylene; Leaded Process Compatible:Yes; Capacitance:17uF; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 
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	Part No.	HA4-5221_883 HA7-5221_883 5962-9163401M2A 5962-9163401MPA HA-5221_883 HA-5221883 HA-5221/883 HA4-5221/883 HA7-5221/883   

	Description	Low Noise, Wideband, Precision Operational Amplifier OP-AMP, 1500 uV OFFSET-MAX, 40 MHz BAND WIDTH, CDIP8 
 Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FRPE - Flame Retardant Polyethylene; Leaded Process Compatible:Yes; Capacitance:27uF; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FRPE - Flame Retardant Polyethylene; Leaded Process Compatible:Yes; Capacitance:17uF; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes


	File Size	111.00K  / 
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						 Intersil, Corp. 
 INTERSIL[Intersil Corporation]
 
						










	
						
						




						

	Homepage	
						
	Download	[ 
						HA4-5221_883 HA7-5221_883 5962-9163401M2A 5962-9163401MPA HA-5221_883 HA-5221883 HA-5221/883 HA4-522 Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						HA4-5221_883 HA7-5221_883 5962-9163401M2A 5962-9163401MPA HA-5221_883 HA-5221883 HA-5221/883 HA4-522 Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[HA4-5221_883 HA7-5221_883 5962-9163401M2A 5962-9163401MPA HA-5221_883 HA-5221883 HA-5221/883 HA4-522 Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for HA4-5221883 ] 


					[ Price & Availability of HA4-5221883 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Low Noise, Wideband, Precision Operational Amplifier OP-AMP, 1500 uV OFFSET-MAX, 40 MHz BAND WIDTH, CDIP8 Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FRPE - Flame Retardant Polyethylene; Leaded Process Compatible:Yes; Capacitance:27uF; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FRPE - Flame Retardant Polyethylene; Leaded Process Compatible:Yes; Capacitance:17uF; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AD883B2 AD883B3 AD600AQ AD602 AD602A AD602AQ AD602	Dual/ Low Noise/ Wideband Variable Gain Amplifiers
connectors 双通道，低噪声，宽带可变增益放大器
Dual, Low Noise, Wideband Variable Gain Amplifiers
	Analog Devices, Inc.
ANALOG DEVICES INC

	LT1028A LT1128A LT1028CSW 	Ultralow Noise Precision High Speed Op Amps
Unity Gain Stable Ultra-Low Noise Precision High Speed Op Amp
Ultra Low Noise Precision High Speed Op Amps
	Linear Technology

	LT1127A LT1126A LT1127 LT1126 	Dual Decompensated Low Noise, High Speed Precision Op Amps(双路，低噪声，无校正高速精密运算放大器)
From old datasheet system
Dual/Quad Decompensated Low Noise, High Speed Precision Op Amps
Dual Decompensated Low Noise, High Speed Precision Operational Amplifier
Quad Decompensated Low Noise, High Speed Precision Operational Amplifier
	Linear Technology Corporation

	OP27EJ OP27GS OP27EP OP37AJ OP37AZ OP37BJ OP37BZ O	Low Noise Precision Operational Amplifiers
Low-Noise Precision Operaional Amplifiers OP-AMP, 60 uV OFFSET-MAX, 8 MHz BAND WIDTH, CDIP8
Low-Noise Precision Operaional Amplifiers OP-AMP, 140 uV OFFSET-MAX, 8 MHz BAND WIDTH, PDIP8
Low-Noise Precision Operaional Amplifiers OP-AMP, 220 uV OFFSET-MAX, 8 MHz BAND WIDTH, BCY8
Low-Noise Precision Operaional Amplifiers OP-AMP, 60 uV OFFSET-MAX, 63 MHz BAND WIDTH, BCY8
	MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]
Analog Devices
Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	LT1124A LT1125A 11245FAS LT1125 LT1125AC LT1125ACN	Dual/Quad Low Noise/ High Speed Precision Op Amps
Dual/Quad Low Noise High Speed Precision Op Amps
Dual/Quad Low Noise, High Speed Precision Op Amps
From old datasheet system
Quad Low Noise, High Speed Precision Operational Amplifier
Dual Low Noise, High Speed Precision Operational Amplifier
	Linear Technology Corporation
LINER[Linear Technology]

	ISL55211 ISL55211IRTZ ISL55211IRTZ-EVAL1Z 	Wideband, Low Noise, Low Distortion, Fixed Gain, Differential Amplifier
	Intersil Corporation

	AGB3312 AGB3312S24Q1 	50 High Linearity Low Noise Internally Biased Wideband Gain Block
50?/a> High Linearity Low Noise Internally Biased Wideband Gain Block
Gain Block Amplifiers
50з High Linearity Low Noise Internally Biased Wideband Gain Block
	ANADIGICS[ANADIGICS, Inc]

	AD8663ACPZ-R2 AD8663ACPZ-RL 	16V, 180A Low Power, Low Noise, Single Precision CMOS Rail-to-Rail Output Operational Amplifiers
16V, 180レA Low Power, Low Noise, Single Precision CMOS Rail-to-Rail Output Operational Amplifiers OP-AMP, 350 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO8
	Analog Devices, Inc.
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