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			HDSP-70 -    17.3 mm (0.68 inch) General Purpose 5 x 7 Dot Matrix Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-23 RoHS Compliant: No HDSP-713G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-713A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-711G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-711E · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-711A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-703G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-703E · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-703A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-701G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-701E · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-701A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays MB 4C 4#12 PIN PLUG Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug Shielded Multiconductor Cable; Number of Conductors:37; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyolefin; Leaded Process Compatible:Yes; Drop Ship:Yes; Temperature Max:80 C; Voltage Nom.:300V RoHS Compliant: Yes MB 41C 27#20 14#16 SKT PLUG MB 41C 41#20 SKT PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No 26481143 MB 55C 55#20 SKT PLUG RoHS Compliant: No Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes MB 5C 5#16 PIN PLUG RoHS Compliant: No Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1200uF; Voltage: 25V; Case Size: 12.5x25 mm; Packaging: Bulk MB 5C 5#16 SKT PLUG RoHS Compliant: No MB 14C 14#4 SKT PLUG RoHS Compliant: No Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 820uF; Voltage: 16V; Case Size: 10x25 mm; Packaging: Bulk Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes MB 9C 5#20 4#12 SKT PLUG Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1000uF; Voltage: 25V; Case Size: 12.5x25 mm; Packaging: Bulk Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1800uF; Voltage: 35V; Case Size: 16x31.5 mm; Packaging: Bulk 387506312 Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 2200uF; Voltage: 25V; Case Size: 12.5x40 mm; Packaging: Bulk Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1200uF; Voltage: 35V; Case Size: 12.5x35.5 mm; Packaging: Bulk Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1500uF; Voltage: 35V; Case Size: 12.5x40 mm; Packaging: Bulk Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes MB 12C 12#12 SKT PLUG Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper; Jacket Color:Chrome RoHS Compliant: Yes Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No MB 19C 19#20 PIN PLUG Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-41 RoHS Compliant: No MB 19C 19#20 SKT PLUG RoHS Compliant: No MB 15C 14#20 1#16 PIN PLUG MB 18C 18#20 PIN PLUG Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 17.3 mm (0.68 inch) General Purpose 5 x 7 Dot Matrix 17.3毫米.68英寸）通用5 × 7点阵 17.3 mm (0.68 inch) General Purpose 5 x 7 Dot Matrix 17.3毫米0.68英寸）通用5 × 7点阵 MB 4C 4#12 SKT PLUG RoHS Compliant: No 17.3毫米.68英寸）通用5 × 7点阵 Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 
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	Part No.	HDSP-70 HDSP-701A-00000 HDSP-701A-II000 HDSP-701A-IJ000 HDSP-701A-JJ000 HDSP-701E-00000 HDSP-701E-E0000 HDSP-701E-EH000 HDSP-701E-FF000 HDSP-701E-FH000 HDSP-701E-G0000 HDSP-701E-GE000 HDSP-701E-GF000 HDSP-701E-GG000 HDSP-701E-EG000 HDSP-701A-0I000 HDSP-701A-0J000 HDSP-701A-I0000 HDSP-701A-J0000 HDSP-701A-JI000 HDSP-701E-0E000 HDSP-701E-0F000 HDSP-701E-0G000 HDSP-701E-0H000 HDSP-701E-EE000 HDSP-701E-EF000 HDSP-701E-F0000 HDSP-701E-FE000 HDSP-701E-FG000 HDSP-713G-LL500 HDSP-701G-KL000  

	Description	   17.3 mm (0.68 inch) General Purpose 5 x 7 Dot Matrix 
 Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-23 RoHS Compliant: No
HDSP-713G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-713A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-711G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-711E · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-711A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-703G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-703E · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-703A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-701G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-701E · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-701A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
MB 4C 4#12 PIN PLUG
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug
Shielded Multiconductor Cable; Number of Conductors:37; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyolefin; Leaded Process Compatible:Yes; Drop Ship:Yes; Temperature Max:80 C; Voltage Nom.:300V RoHS Compliant: Yes
MB 41C 27#20 14#16 SKT PLUG
MB 41C 41#20 SKT PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No
26481143
MB 55C 55#20 SKT PLUG RoHS Compliant: No
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
MB 5C 5#16 PIN PLUG RoHS Compliant: No
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1200uF; Voltage: 25V; Case Size: 12.5x25 mm; Packaging: Bulk
MB 5C 5#16 SKT PLUG RoHS Compliant: No
MB 14C 14#4 SKT PLUG RoHS Compliant: No
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 820uF; Voltage: 16V; Case Size: 10x25 mm; Packaging: Bulk
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
MB 9C 5#20 4#12 SKT PLUG
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1000uF; Voltage: 25V; Case Size: 12.5x25 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1800uF; Voltage: 35V; Case Size: 16x31.5 mm; Packaging: Bulk
387506312
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 2200uF; Voltage: 25V; Case Size: 12.5x40 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1200uF; Voltage: 35V; Case Size: 12.5x35.5 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1500uF; Voltage: 35V; Case Size: 12.5x40 mm; Packaging: Bulk
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
MB 12C 12#12 SKT PLUG
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper; Jacket Color:Chrome RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No
MB 19C 19#20 PIN PLUG
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-41 RoHS Compliant: No
MB 19C 19#20 SKT PLUG RoHS Compliant: No
MB 15C 14#20 1#16 PIN PLUG
MB 18C 18#20 PIN PLUG
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
17.3 mm (0.68 inch) General Purpose 5 x 7 Dot Matrix 17.3毫米.68英寸）通用5 × 7点阵
17.3 mm (0.68 inch) General Purpose 5 x 7 Dot Matrix 17.3毫米0.68英寸）通用5 × 7点阵
MB 4C 4#12 SKT PLUG RoHS Compliant: No 17.3毫米.68英寸）通用5 × 7点阵
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
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									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: HDSP-7301
	Maker: HP(惠普)
	Pack: DIP
	Stock: 25
	Unit price 
									for :
	    
									50: $1.55
	  
									100: $1.47
	1000: 
									$1.40
	
									Email: oulindz@gmail.com
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 			 Full text search :    17.3 mm (0.68 inch) General Purpose 5 x 7 Dot Matrix Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-23 RoHS Compliant: No HDSP-713G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-713A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-711G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-711E · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-711A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-703G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-703E · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-703A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-701G · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-701E · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays HDSP-701A · 17.3 mm (0.68 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays MB 4C 4#12 PIN PLUG Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug Shielded Multiconductor Cable; Number of Conductors:37; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyolefin; Leaded Process Compatible:Yes; Drop Ship:Yes; Temperature Max:80 C; Voltage Nom.:300V RoHS Compliant: Yes MB 41C 27#20 14#16 SKT PLUG MB 41C 41#20 SKT PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No 26481143 MB 55C 55#20 SKT PLUG RoHS Compliant: No Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes MB 5C 5#16 PIN PLUG RoHS Compliant: No Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1200uF; Voltage: 25V; Case Size: 12.5x25 mm; Packaging: Bulk MB 5C 5#16 SKT PLUG RoHS Compliant: No MB 14C 14#4 SKT PLUG RoHS Compliant: No Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 820uF; Voltage: 16V; Case Size: 10x25 mm; Packaging: Bulk Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes MB 9C 5#20 4#12 SKT PLUG Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1000uF; Voltage: 25V; Case Size: 12.5x25 mm; Packaging: Bulk Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1800uF; Voltage: 35V; Case Size: 16x31.5 mm; Packaging: Bulk 387506312 Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 2200uF; Voltage: 25V; Case Size: 12.5x40 mm; Packaging: Bulk Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1200uF; Voltage: 35V; Case Size: 12.5x35.5 mm; Packaging: Bulk Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1500uF; Voltage: 35V; Case Size: 12.5x40 mm; Packaging: Bulk Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes MB 12C 12#12 SKT PLUG Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper; Jacket Color:Chrome RoHS Compliant: Yes Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No MB 19C 19#20 PIN PLUG Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-41 RoHS Compliant: No MB 19C 19#20 SKT PLUG RoHS Compliant: No MB 15C 14#20 1#16 PIN PLUG MB 18C 18#20 PIN PLUG Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 17.3 mm (0.68 inch) General Purpose 5 x 7 Dot Matrix 17.3毫米.68英寸）通用5 × 7点阵 17.3 mm (0.68 inch) General Purpose 5 x 7 Dot Matrix 17.3毫米0.68英寸）通用5 × 7点阵 MB 4C 4#12 SKT PLUG RoHS Compliant: No 17.3毫米.68英寸）通用5 × 7点阵 Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes   
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