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			 Related Part Number
	
					PART	Description	Maker
	ZM33164-3 ZM331643C ZM331643G ZM331643N8 ZM33164-3	IC-SM-SUPPLY MONITOR SOT223 集成电路钐电源监视器的SOT223
SUPPLY VOLTAGE MONITOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
IC-SUPPLY MONITOR 集成电路电源监视
SUPPLY VOLTAGE MONITOR 电源电压监视
IC-SM-SUPPLY MONITOR 集成电路钐电源监视器
	Zetex Semiconductor PLC
Zetex Semiconductors

	TX10005JASLPLNH TX1000 TX10005BASLPLNH TX10005CASL	1000 Watt. AC/DC power supply. Output voltage 2.5V, output current 200A
1000 Watt. AC/DC power supply. Output voltage 18.0V, output current 56A
1000 Watt. AC/DC power supply. Output voltage 24.0V, output current 42A
1000 Watt. AC/DC power supply. Output voltage 28.0V, output current 36A
1000 Watt. AC/DC power supply. Output voltage 3.3V, output current 182A
1000 Watt. AC/DC power supply. Output voltage 15.0V, output current 67A
1000 Watt. AC/DC power supply. Output voltage 48.0V, output current 21A
1000 Watt. AC/DC power supply. Output voltage 36.0V, output current 28A
1000 WATT AC/DC POWER SUPPLY
1000 Watt. AC/DC power supply. Output voltage 20.0V, output current 50A
	CANDD[C&D Technologies]

	DB101 DB102 	:6.3A; Supply Voltage Max:76V; Supply Voltage Min:36V; Package/Case:Half Brick
   SINGLE PHASE 1.0 AMP BRIDGE RECTIFIERS
	Bytes

	CA3420 	Op Amp, BiMOS, Low Supply Voltage, Low Input Current, 0.5MHz, V to 0V Supply Voltage
	Intersil

	S595TXRW 	MOSMIC? for TV-Tuner Prestage with 5 V Supply Voltage
MOSMIC庐 for TV-Tuner Prestage with 5 V Supply Voltage
MOSMIC㈢ for TV-Tuner Prestage with 5 V Supply Voltage
	Vishay Siliconix

	ZSM300_06 ZSM300 ZSM300C ZSM300G ZSM30006 SM300C 	1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3
SUPPLY VOLTAGE MONITOR
	ZETEX PLC
ZETEX[Zetex Semiconductors]

	SST89C54-33-AC-NJ SST89C58-33-AC-NJ SST89C54-33-AI	Voltage Regulator IC; Output Current:150mA; Output Voltage:3.3V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:3.3V
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No
Replaced by PT78ST133 : 3.3Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85
Voltage Regulator IC; Output Current:150mA; Output Voltage:2.6V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:2.6V
Linear Voltage Regulator IC; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No; Reel Quantity:3000; Voltage Regulator Type:Low Dropout (LDO) RoHS Compliant: No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:2.85V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:3V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:1.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Output Current:500mA; Output Voltage:1.215V; Package/Case:8-MLP33; Supply Voltage Max:6V; Current Rating:500mA; Leaded Process Compatible:No; Output Current Max:500mA; Output Voltage Max:1.215V
FlashFlex51 MCU FlashFlex51单片
	Silicon Storage Technology, Inc.
SILICON STORAGE TECHNOLOGY INC

	CS4353-CNZ 	Audio D/A Converter IC; Resolution (Bits):24; No. of DACs:1; Data Interface:Serial; Output Type:Analog; Supply Voltage Min:3.13V; Supply Voltage Max:3.47V; Termination Type:SMD; Package/Case:24-QFN; SERIAL INPUT LOADING, 24-BIT DAC, QCC24
	Cirrus Logic, Inc.

	MAX4736EUB MAX4736EGC MAX4736 	Automotive Catalog 3.3-V CAN Transceivers 8-SOIC -40 to 125
0.8 Low-Voltage Single-Supply Dual SPDT Analog Switch
"0.8|?, Low-Voltage, Single- Supply, Dual SPDT Analog Switch"
0.8, Low-Voltage, Single-Supply, Dual SPDT Analog Switch
From old datasheet system
0.8з, Low-Voltage, Single-Supply, Dual SPDT Analog Switch
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	LZ0P3800 	Safety Light Curtain; Control Output Type:2PNP OSSD; Number of Beams:80; Protection Height:600mm; Sensing Range Max:6m; Supply Voltage Max:24VDC; Supply Voltage:24VDC
1/4-type Built-in Lens Color CMOS Image Sensor with 110 k Pixels
	Sharp Corporation
SHARP[Sharp Electrionic Components]

	FXLA102L8X12 FXLA10212 	Low-Voltage Dual-Supply 2-Bit Voltage Translator with Configurable Voltage Supplies and Signal Levels, 3-State Outputs, and Auto Direction Sensing
	Fairchild Semiconductor

	FXLA104 FXLA104UMX 	Low-Voltage Dual-Supply 4-Bit Voltage Translator with Configurable Voltage Supplies and Signal Levels, 3-State Outputs, and Auto Direction Sensing
	Fairchild Semiconductor
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