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			H1084E - Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TV06; No. of Contacts:24; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 5A LOW DROPOUT POSITIVE VOLTAGE REGULATOR 
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	Part No.	H1084E H1084-3.3E   

	Description	Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TV06; No. of Contacts:24; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 
 5A LOW DROPOUT POSITIVE VOLTAGE REGULATOR


	File Size	56.05K  / 
						5 Page	 
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						 HSMC CORP. 
 Hi-Sincerity Mocroelectronics
Hi-Sincerity Microelectronics
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									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: H1081T
	Maker: PULSE
	Pack: SOP
	Stock: 304
	Unit price 
									for :
	    
									50: $2.99
	  
									100: $2.84
	1000: 
									$2.69
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			 Related Part Number
	
					PART	Description	Maker
	05A7 05A5 05A6 05A1 05A2 05A3 05A4 	   SURFACE MOUNT SILICON RECTIFIER
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:16
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:16
PT 8C 8#16 SKT PLUG
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-26
	RECTRON[Rectron Semiconductor]
RECTRON LTD

	A-301SR-11 A-311E A-301G-11 A-301H-11 C-311Y A-301	Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-41; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
EMC® MILITARY TEST JACK
60 POS IMAGE SENSOR SOCKT
SINGLE DIGIT DISPLAY 单位显示
	List of Unclassifed Manufacturers
PARA Light
ETC[ETC]
Electronic Theatre Controls, Inc.

	464 046406.3 04641.25 04643.15 046401.6 046402.5 0	DC-DC Converter; Supply Voltage:48V; Output Voltage:12V; Number of Outputs:1; Power Rating:300W; Mounting Type:PC Board; Efficiency:94%; External
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Circular Connector; No. of Contacts:4; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:12-4
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle 表面贴装保险超小型表面贴
	Littelfuse, Inc.

	FAN431 FAN431A FAN431AZXA FAN431L FAN431LZXA FAN43	Adjustable/2.5V, 2% Tolerance Shunt Regulator
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-41; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
Programmable Shunt Regulator 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 2.495 V, PBCY3
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.

	0805YC103JAT7A 0805YC103JAT4A 08051C103JAT9A 08051	TV 16C 16#16 SKT PLUG RECP
TIMER MINI-MULTI TIME RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:54; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:14; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:3; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:20-26
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:20-26
GT 12C 12#12 PIN RECP BOX
Fixed bridge, 10-pos. - FB 10- RTK
GT 4C 4#4 PIN RECP BOX
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:30; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Separating plate, width: 0.8 mm, color: gray - TS-GSK
CONN RECEPT HM R/A 2MM 110POS
CONN, RA FEMALE, SHIELDED
TV 16C 16#16 PIN PLUG
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:35; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
SB 2-RTK CAPACITOR, CERAMIC, MULTILAYER, 25 V, X7R, 0.01 uF, SURFACE MOUNT, 0805
General Specifications 一般规
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:4; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
   General Specifications
	AVX Corporation
AVX, Corp.

	IR2E46U6 IR2E47U6 IR2E48U6 GM1HD55200A GL5CU44 GL5	HIGH-LUMINOSITY LED LAMP 高亮度发光二极管
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
INDU : 1H 10% MAGNETICALLY SHIELDED(WIREBOUND)
KK 100 HDR FLAT RTAN 8CKT TIN
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket
CONNECTOR ACCESSORY
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-41
	http://
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
List of Unclassifed Man...

	EBE41RE4AAHA-5C-E 	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:5; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Square Flange Receptacle; Body Style:Straight
	Elpida Memory, Inc.

	L9219A LUCL9219AAR-DT 	CAP CER 390PF 3.15KVDC R3 RAD
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:2; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Square Flange Receptacle; Body Style:Straight
	Agere Systems

	GL6ZV27 	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
DEVICE SPECIFICATION FOR Light Emitting Diode
	Sharp Corporation
SHARP[Sharp Electrionic Components]

	EL7300Q-110 EL7300Q-140 EL7300Q-160 	Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
highly integrated single chip solution for the Flat Panel Display applications
	Etron Technology, Inc
Etron Technology  Inc.

	TYN416 TYN0516 TYNX16RG TN16 TN1625-1000G TN1625-1	IBM AT-AT NULL MODEM CABL6FT FF
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3116; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug RoHS Compliant: No
71-301422-55J
From old datasheet system
16A SCRs
	意法半导
STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics
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