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			MV60539MP5 - Variable Frequency Drive Composite Cable; Composite Conductor Types:3 Conductors   1 Pair; Number of Conductors:5; Conductor Size AWG:16-10; No. Strands x Strand Size:26 x 30, 105 x 30; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes RECTIFIER SCHOTTKY DUAL 15A 30V 150A-ifsm 0.84V-vf 0.1mA-ir TO-220AB 50/TUBE N-Channel MOSFETs (20V…250V); Package: PG-TO263-3; Package: D2PAK (TO-263); VDS (max): 100.0 V; RDS (on) (max) (@10V): 33.0 mOhm; RDS (on) (max) (@4.5V): -; ID  (max): 27.0 A; TRANS PREBIASED PNP 200MW SOT23 Circular Connector; No. of Contacts:55; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:17-35 Circular Connector; No. of Contacts:26; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:17-26 PC PARALLEL ADAPTER, DB25F N-Channel MOSFETs (20V…250V); Package: PG-TO263-3; Package: D2PAK (TO-263); VDS (max): 100.0 V; RDS (on) (max) (@10V): 33.0 mOhm; RDS (on) (max) (@4.5V): -; ID  (max): 27.0 A; SLIMLINE DIN 8 M TO      DB9 MALE PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, YELLOW, 5 mm PCB MOUNT LED INDICATORS T-1 3/4 DUAL COLOR LED ARRAY, RED/GREEN, 5 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, GREEN, 3 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm PTSE 5C 5#16 PIN PLUG T-1 SINGLE COLOR LED, RED, 3 mm PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 3 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, GREEN, 5 mm TV 26C 26#20 PIN WALL RECP T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, RED, 5 mm PCB MOUNT LED INDICATORS T-1 DUAL COLOR LED ARRAY, BRIGHT RED/GREEN, 3 mm CAP POLYPROPYLENE .0082UF 50V 2% T-1 3/4 SINGLE COLOR LED, RED, 5 mm RECTIFIER SCHOTTKY DUAL 10A 80V 120A-ifsm 0.85V-vf 0.1mA-ir TO-220AB 50/TUBE T-1 3/4 SINGLE COLOR LED, RED, 5 mm RECTIFIER SCHOTTKY SINGLE 16A 30V 150A-ifsm 0.63V-vf 0.2mA-ir TO220AC 50/TUBE T-1 3/4 SINGLE COLOR LED, RED, 5 mm PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED ARRAY, YELLOW, 3 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, HIGH EFFICIENCY RED, 5 mm PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, YELLOW, 3 mm Filter Unit Analog P/H/G 400 cfm 115VAC RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED ARRAY, RED, 5 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, RED, 5 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, HIGH EFFICIENCY RED, 5 mm Variable Frequency Drive Composite Cable; Composite Conductor Types:3 Conductors  1 Pair; Number of Conductors:5; Conductor Size AWG:16-12; No. Strands x Strand Size:26 x 30, 65 x 30; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes    PCB MOUNT LED INDICATORS 
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	Part No.	MV60539.MP5 MV60539.MP6 MV60539.MP7 MV60539.MP8 MV60539.MP8A MV60539.MP8B MV5364.MP4A MV5064.MP4A MV5064.MP4B MV5464.MP4B MV54919.MP5 MV54919.MP7 MV54919.MP8 MV54919.MP91 MV54919.MP8A MV54919.MP8B MV54919.MP6 MV5364.MP4B MV67538.MP7 HLMP-47409.MP5 HLMP-47409.MP6 HLMP-47409.MP7 HLMP-1700.MP4A HLMP-1700.MP4B HLMP-K150.MP4A HLMP-K150.MP4B HLMP-D1509.MP5 HLMP-D1509.MP6 HLMP-D1509.MP7 HLMP-47199.MP5 HLMP-47199.MP6  

	Description	Variable Frequency Drive Composite Cable; Composite Conductor Types:3 Conductors   1 Pair; Number of Conductors:5; Conductor Size AWG:16-10; No. Strands x Strand Size:26 x 30, 105 x 30; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 
 RECTIFIER SCHOTTKY DUAL 15A 30V 150A-ifsm 0.84V-vf 0.1mA-ir TO-220AB 50/TUBE
N-Channel MOSFETs (20V…250V); Package: PG-TO263-3; Package: D2PAK (TO-263); VDS (max): 100.0 V; RDS (on) (max) (@10V): 33.0 mOhm; RDS (on) (max) (@4.5V): -; ID  (max): 27.0 A;
TRANS PREBIASED PNP 200MW SOT23
Circular Connector; No. of Contacts:55; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:17-35
Circular Connector; No. of Contacts:26; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:17-26
PC PARALLEL ADAPTER, DB25F
N-Channel MOSFETs (20V…250V); Package: PG-TO263-3; Package: D2PAK (TO-263); VDS (max): 100.0 V; RDS (on) (max) (@10V): 33.0 mOhm; RDS (on) (max) (@4.5V): -; ID  (max): 27.0 A;
SLIMLINE DIN 8 M TO      DB9 MALE
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, YELLOW, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 DUAL COLOR LED ARRAY, RED/GREEN, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, GREEN, 3 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm
PTSE 5C 5#16 PIN PLUG T-1 SINGLE COLOR LED, RED, 3 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 3 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, GREEN, 5 mm
TV 26C 26#20 PIN WALL RECP T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 DUAL COLOR LED ARRAY, BRIGHT RED/GREEN, 3 mm
CAP POLYPROPYLENE .0082UF 50V 2% T-1 3/4 SINGLE COLOR LED, RED, 5 mm
RECTIFIER SCHOTTKY DUAL 10A 80V 120A-ifsm 0.85V-vf 0.1mA-ir TO-220AB 50/TUBE T-1 3/4 SINGLE COLOR LED, RED, 5 mm
RECTIFIER SCHOTTKY SINGLE 16A 30V 150A-ifsm 0.63V-vf 0.2mA-ir TO220AC 50/TUBE T-1 3/4 SINGLE COLOR LED, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED ARRAY, YELLOW, 3 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, HIGH EFFICIENCY RED, 5 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, YELLOW, 3 mm
Filter Unit Analog P/H/G 400 cfm 115VAC RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED ARRAY, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, HIGH EFFICIENCY RED, 5 mm
Variable Frequency Drive Composite Cable; Composite Conductor Types:3 Conductors  1 Pair; Number of Conductors:5; Conductor Size AWG:16-12; No. Strands x Strand Size:26 x 30, 65 x 30; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
   PCB MOUNT LED INDICATORS
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						 FAIRCHILD[Fairchild Semiconductor] 
 Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.
QT Optoelectronics
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 			 Full text search : Variable Frequency Drive Composite Cable; Composite Conductor Types:3 Conductors   1 Pair; Number of Conductors:5; Conductor Size AWG:16-10; No. Strands x Strand Size:26 x 30, 105 x 30; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes RECTIFIER SCHOTTKY DUAL 15A 30V 150A-ifsm 0.84V-vf 0.1mA-ir TO-220AB 50/TUBE N-Channel MOSFETs (20V…250V); Package: PG-TO263-3; Package: D2PAK (TO-263); VDS (max): 100.0 V; RDS (on) (max) (@10V): 33.0 mOhm; RDS (on) (max) (@4.5V): -; ID  (max): 27.0 A; TRANS PREBIASED PNP 200MW SOT23 Circular Connector; No. of Contacts:55; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:17-35 Circular Connector; No. of Contacts:26; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:17-26 PC PARALLEL ADAPTER, DB25F N-Channel MOSFETs (20V…250V); Package: PG-TO263-3; Package: D2PAK (TO-263); VDS (max): 100.0 V; RDS (on) (max) (@10V): 33.0 mOhm; RDS (on) (max) (@4.5V): -; ID  (max): 27.0 A; SLIMLINE DIN 8 M TO      DB9 MALE PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, YELLOW, 5 mm PCB MOUNT LED INDICATORS T-1 3/4 DUAL COLOR LED ARRAY, RED/GREEN, 5 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, GREEN, 3 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm PTSE 5C 5#16 PIN PLUG T-1 SINGLE COLOR LED, RED, 3 mm PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 3 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, GREEN, 5 mm TV 26C 26#20 PIN WALL RECP T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, RED, 5 mm PCB MOUNT LED INDICATORS T-1 DUAL COLOR LED ARRAY, BRIGHT RED/GREEN, 3 mm CAP POLYPROPYLENE .0082UF 50V 2% T-1 3/4 SINGLE COLOR LED, RED, 5 mm RECTIFIER SCHOTTKY DUAL 10A 80V 120A-ifsm 0.85V-vf 0.1mA-ir TO-220AB 50/TUBE T-1 3/4 SINGLE COLOR LED, RED, 5 mm RECTIFIER SCHOTTKY SINGLE 16A 30V 150A-ifsm 0.63V-vf 0.2mA-ir TO220AC 50/TUBE T-1 3/4 SINGLE COLOR LED, RED, 5 mm PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED ARRAY, YELLOW, 3 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, HIGH EFFICIENCY RED, 5 mm PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, YELLOW, 3 mm Filter Unit Analog P/H/G 400 cfm 115VAC RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED ARRAY, RED, 5 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, RED, 5 mm PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, HIGH EFFICIENCY RED, 5 mm Variable Frequency Drive Composite Cable; Composite Conductor Types:3 Conductors  1 Pair; Number of Conductors:5; Conductor Size AWG:16-12; No. Strands x Strand Size:26 x 30, 65 x 30; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes    PCB MOUNT LED INDICATORS   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	GMD81400 GMF11201 GMF10201 GMF90201 GMF10601 GMF10	CAPACITOR, VARIABLE, MICA, 250 V, 380 pF - 1300 pF, HORIZONTAL ADJUSTER, THROUGH HOLE MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 880 pF - 2330 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 15 pF - 130 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 2000 V, 10 pF - 48 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 275 pF - 970 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 550 pF - 1600 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 65 pF - 340 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 450 pF - 1390 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 1300 pF - 2830 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 115 pF - 550 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 1150 pF - 2605 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 45 pF - 280 pF, HORIZONTAL ADJUSTER, THROUGH HOLE MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 350 pF - 1180 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 190 pF - 760 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 780 pF - 2110 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 650 pF - 1890 pF, PANEL MOUNT
	Sprague-Goodman Electronics, Inc.

	ATV71HC20N4D 	variable speed drive ATV71 - 200kW - 300HP - 480 V - EMC filer
	schneider

	LB11965M 	12 V Single-phase Bipolar Drive Variable Speed Fan Motor Driver
	Sanyo Semiconductor

	MC33463-D 	Variable Frequency Micropower DC-to-DC Converter
	ON Semiconductor

	MC33463H-33LT1 MC33463H-30LT1 	VARIABLE FREQUENCY MICROPOWER DC-to-DC CONVERTER
	MOTOROLA[Motorola Inc]

	MC33468 MC33468SN-20ATR ON1063 	From old datasheet system
FIXED FREQUENCY PWM MICROPOWER DC-to-DC CONVERTER
VARIABLE FREQUENCY MICROPOWER DC-to-DC CONVERTER
	ONSEMI[ON Semiconductor]

	BL8548 	Max. 3MHz, Variable Frequency Step-up DC-DC Converter
	SHANGHAI BELLING CO., L...

	1503 1503J 1503-100A 1503-100B 1503-100C 1503-120B	Max delay 35 ns, Mechanically variable delay line
Max delay 250 ns, Mechanically variable delay line
Max delay 150 ns, Mechanically variable delay line
Max delay 130 ns, Mechanically variable delay line
Max delay 80 ns, Mechanically variable delay line
Max delay 60 ns, Mechanically variable delay line
Max delay 50 ns, Mechanically variable delay line
Max delay 40 ns, Mechanically variable delay line
Max delay 30 ns, Mechanically variable delay line
Max delay 25 ns, Mechanically variable delay line
Max delay 20 ns, Mechanically variable delay line
Max delay 200 ns, Mechanically variable delay line
Max delay 160 ns, Mechanically variable delay line
Max delay 15 ns, Mechanically variable delay line
Max delay 140 ns, Mechanically variable delay line
Max delay 120 ns, Mechanically variable delay line
Max delay 100 ns, Mechanically variable delay line
Mechanically variable passive delay line
	Data Delay Devices Inc

	GDE25-1-13 	Switchmode/High Frequency Gate Drive Transformers
	TRIAD MAGNETICS

	PCZ33781EKR2 PCZ33781EK 	Quad DSI 2.02 Master with Differential Drive and Frequency Spreading
	Freescale Semiconductor, Inc

	MC33780EG/R2 	Dual DBUS Master with Differential Drive and Frequency Spreading
	Freescale Semiconductor, Inc
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