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			PCN11F-24S-254PFB-2 -    PCN10F Series (Product Compliant with DIN Standard: Coaxial and High Current Contact Composite Type) Dual SPDT IC SW SPDT DUAL 10-TQFN 3.0V, SOTiny, 0.4-Ohm SPDT Analog Switch Portable Cordage; Number of Conductors:2; Conductor Size AWG:18; Jacket Material:Rubber; Approval Bodies:UL, CSA; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Spool Length:50ft; Voltage Nom.:300V RoHS Compliant: Yes Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:45ohm RoHS Compliant: Yes T&R   /  ACCU-F/P RoHS Compliant: Yes CAP 2200PF 10V 10% X7R SMD-0402 TR-7 PLATED-NI/SN CABLE, 8451, 1PAIR, 30.5M; Cores, No. of:2; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:3.43mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Black; RoHS Compliant: Yes CAP 15PF 10V 1% THIN-FILM SN90/PB10/NI 60PPM TR-7-PA CAP 8.2PF 10V  /-0.1PF THIN-FILM SN90/PB10/NI 30PPM TR-7-PA CAP 12PF 10V 1% THIN-FILM SN90/PB10/NI 30PPM TR-7-PA PCN10F Series (Product Compliant with DIN Standard: Coaxial and High Current Contact Composite Type) PCN10F系列（产品符合符合DIN标准：同轴和高电流跟复合型） 
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	Part No.	PCN11F-24S-2.54PFB-2 PCN11F-24S-2.54WB-2 PCN11F-42S-2.54PFB-2 PCN11F-42S-2.54WB-2 PCN11F-60S-2.54PFB-2 PCN11F-60S-2.54WB-2 PCN11F-78S-2.54PFB-2 PCN11F-78S-2.54WB-2 PCN11FA-24S-2.54PFB-2 PCN11FA-24S-2.54WB-2 PCN11FA-42S-2.54PFB-2 PCN11FA-42S-2.54WB-2 PCN11FA-60S-2.54PFB-2 PCN11FA-60S-2.54WB-2 PCN11FA-78S-2.54PFB-2 PCN11FA-78S-2.54WB-2 PCN11FB-24S-2.54PFB-2 PCN11FB-24S-2.54WB-2 PCN11FB-42S-2.54PFB-2 PCN11FB-42S-2.54WB-2 PCN11FB-78S-2.54WB-2 PCN10F-24P-2.54DS PCN10F-24S-2.54DS PCN10F-24S-2.54DSA PCN10F-24S-2.54WA PCN10F-24S-2.54WB PCN10F-42P-2.54DS PCN10F-42S-2.54DS PCN10F-42S-2.54DSA PCN10F-42S-2.54WA PCN10F-42S-2.54WB  

	Description	   PCN10F Series (Product Compliant with DIN Standard: Coaxial and High Current Contact Composite Type) 
 Dual SPDT
IC SW SPDT DUAL 10-TQFN
3.0V, SOTiny, 0.4-Ohm SPDT Analog Switch
Portable Cordage; Number of Conductors:2; Conductor Size AWG:18; Jacket Material:Rubber; Approval Bodies:UL, CSA; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Spool Length:50ft; Voltage Nom.:300V RoHS Compliant: Yes
Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:45ohm RoHS Compliant: Yes
T&R   /  ACCU-F/P RoHS Compliant: Yes
CAP 2200PF 10V 10% X7R SMD-0402 TR-7 PLATED-NI/SN
CABLE, 8451, 1PAIR, 30.5M; Cores, No. of:2; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:3.43mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Black; RoHS Compliant: Yes
CAP 15PF 10V 1% THIN-FILM SN90/PB10/NI 60PPM TR-7-PA
CAP 8.2PF 10V  /-0.1PF THIN-FILM SN90/PB10/NI 30PPM TR-7-PA
CAP 12PF 10V 1% THIN-FILM SN90/PB10/NI 30PPM TR-7-PA
PCN10F Series (Product Compliant with DIN Standard: Coaxial and High Current Contact Composite Type) PCN10F系列（产品符合符合DIN标准：同轴和高电流跟复合型）
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			 Related Part Number
	
					PART	Description	Maker
	09-0332-00-12 09-0330-00-08 09-0340-00-16 09-0320-	EINBAUDOSE LOETANSCHLUSS 680 16POL
EINBAUDOSE LOETANSCHLUSS 680 5S POL
EINBAUSTECKER LOETANSCHLUSS 680 12POL
EINBAUDOSE LOETANSCHLUSS 680 8POL
SC70/µDFN, Single/Dual Low-Voltage, Low-Power µP Reset Circuits
KUPPLUNG SERIE 680 5S POL
EINBAUSTECKER LOETANSCHLUSS 680 7POL
EINBAUDOSE LOETANSCHLUSS 680 2POL
STECKER SERIE 680 7POL
EINBAUSTECKER LOETANSCHLUSS 680 16POL
EINBAUSTECKER LOETANSCHLUSS 680 6POL
STECKER SERIE 680 12POL
KUPPLUNG SERIE 680 7POL
STECKER SERIE 680 5S POL
SC70/&#181;DFN, Single/Dual Low-Voltage, Low-Power &#181;P Reset Circuits KUPPLUNG系列680 8POL
EINBAUSTECKER LOETANSCHLUSS 680 5S POL EINBAUSTECKER LOETANSCHLUSS油料680 5
EINBAUDOSE LOETANSCHLUSS 680 12POL EINBAUDOSE LOETANSCHLUSS 680 12POL
KUPPLUNG SERIE 680 12POL KUPPLUNG系列680 12POL
EINBAUDOSE LOETANSCHLUSS 680 4POL EINBAUDOSE LOETANSCHLUSS 680 4POL
EINBAUDOSE LOETANSCHLUSS 680 7POL
	TE Connectivity, Ltd.
ITT, Corp.

	PVENT 	Grilles daeration - Serie PW
	Hammond Manufacturing Ltd.
Hammond Manufacturing L...

	PW755430 PW654425 PW534320 PWP6544 PWP5343 PWPA433	Panneau interieur - Serie PW
	Hammond Manufacturing Ltd.
Hammond Manufacturing L...

	PBEH 	Charnieres extérieures - Serie PB
	Hammond Manufacturing L...

	PVW2423CC 	Hublots dinspection grand format - Serie PW
	Hammond Manufacturing Ltd.

	MIC702 	Interface serie pour afficheur LCD standard
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	69112770 	SERIE 127B - 5,0mm Vertical Entry with Stamping Clamp
	Wurth Elektronik GmbH & Co. KG, Germany.

	691213600001 691213600002 691213600101 	   Serie 2136 - 10.16 mm Vertical Entry w. Rising Cage Clamp WR-TBL
	Wurth Elektronik GmbH &...
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