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			 Related Part Number
	
					PART	Description	Maker
	D2W202F D2W203F D2W203F-11 	2-3.5 Amps 120/240 Vac AC Output SIP
	List of Unclassifed Manufacturers
ETC[ETC]
N.A.

	SX100U-12S SX100U-24S SX100U SX100U-05S SX100U-15S	100 & 150 Watt, 120 VAC Input Fully Enclosed Switching Power Supply
100 & 150 Watttt,, 120 VAC IInputt Fulllly Encllosed Swiittchiing Powerr Supplly
	List of Unclassifed Manufacturers
ETC[ETC]
Volgen Kaga Electronics Inc.

	GP102B-AC110-B GP102B-AC110-L GP102B-AC110-LB GP10	Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 1B. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
	Global Components & Controls

	AQW210HLAX AQW210HLAZ AQW210HL AQW210HLA 	PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Surface-mount. Tape and reel packing style. Picked from the 4/5
PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Surface-mount. Tube packing style.
PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Surface-mount. Tape and reel packing style. Picked from the 1/2
PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Trough hole terminal. Tube packing style.
GU (General Use) Type 2-Channel (Form A) Current Limit Function Type
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	D21110 4A1210EFPGH-10 D24125 D2410 A24125 	panel mount
Series 1 240 VAC
	Crydom Inc.,

	EF-0772-6B 	Operating Voltage= 115/240 Vac OperatingCurrentMax= 6 amp
	JMK Inc.

	H12WD4850 H12WD4890 H12WD48125 H12WD4825 H12WD4875	25-125Amp  480 Vac  AC Output
25-125 Amp 480 Vac AC Output
	List of Unclassifed Manufacturers
ETC[ETC]
N/A

	ST711083 	RATING: 1A @250VAC, 3A @120 VAC OR 28 VDC
	E-SWITCH

	BE-500G-1 	BE-500G-1 3PST N.O., 50 Amps, 120 VAC
	Tyco Electronics

	H12CD4850 	50-90Amp  480 Vac  AC Output
25-125Amp 480 Vac AC Output
	http://
ETC[ETC]
N.A.

	B-461 	B-461 3PDT, Center Off, 250 Amps,120/208 VAC, 400 Hz
	Tyco Electronics

	D2W201LE18 D2W101LD D2W101LE D2W201LD D2W201LD18 D	1 Arms 120,240 Vrms
	NIEC[Nihon Inter Electronics Corporation]
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