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			 Related Part Number
	
					PART	Description	Maker
	LED1200-35M32 	Stem type LED with high output powe
	List of Unclassifed Manufacturers

	PS9121-F3-AX PS9821-1-A PS9121-A PS9121-AX PS9121-	HIGH CMR, 15 Mbps OPEN COLLECTOR OUTPUT TYPE 5-PIN SOP (SO-5) 3.3 V PHOTOCOUPLER
The PS9121 is an optically coupled high-speed, active low type isolator containing a GaAlAs LED on the input side
	Duracell
California Eastern Labs

	AQV254RAX AQV254RAZ 	PhotoMOS relay, HE (high-function economy) type [1-channel (form A) type] - with LED display. Output rating: load voltage 400 V, load current 150 mA. Surface-mount terminal, tape and reel packing style, picked from the 1/2/3/-pin side.
PhotoMOS relay, HE (high-function economy) type [1-channel (form A) type] - with LED display. Output rating: load voltage 400 V, load current 150 mA. Surface-mount terminal, tape and reel packing style, picked from the 4/5/6/-pin side.
PhotoMOS relay, HE (high-function economy) type [1-channel (form A) type] - with LED display. Output rating: load voltage 400 V, load current 150 mA. Surface-mount terminal. Tube packing style.
	Matsushita Electric Works(Nais)

	PS9611 PS9611L PS9611L-E3 PS9611L-E4 	High speed Totem-Pole Output photocoupler(高速光光隔离器)
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:White/Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
HIGH NOISE REDUCTION/HIGH-SPEED 10 Mbps / TOTEM-POLE OUTPUT TYPE 8-PIN DIP PHOTOCOUPLER
HIGH NOISE REDUCTION/HIGH-SPEED 10 Mbps, TOTEM-POLE OUTPUT TYPE 8-PIN DIP PHOTOCOUPLER
HIGH NOISE REDUCTION/HIGH-SPEED 10 Mbps TOTEM-POLE OUTPUT TYPE 8-PIN DIP PHOTOCOUPLER
	NEC Corp.
NEC[NEC]

	PS9817-2-V-F3 PS9817-2-V-F4 PS9817-1-V-F3 PS9817-1	Power Resistor; Series:MK; Resistance:10ohm; Resistance Tolerance: /- 1 %; Power Rating:0.75W; Voltage Rating:400V; Temperature Coefficient: /-50 ppm; Mounting Type:Through Hole; Operating Temp. Min:0 C; Terminal Type:Radial Leaded
NECs HIGH CMR, 10Mbps OPEN COLLECTOR OUTPUT TYPE 8-PIN SSOP (SO-8) HIGH-SPEED OPTOCOUPLER 邻舍高CMR10Mbps的集电极开路输出型8引脚SSOP（以SO - 8）高速光电耦合
SWITCH, REED SPST 20.5MM 邻舍高CMR0Mbps的集电极开路输出型8引脚SSOP（以SO - 8）高速光电耦合
NECs HIGH CMR, 10Mbps OPEN COLLECTOR OUTPUT TYPE 8-PIN SSOP (SO-8) HIGH-SPEED OPTOCOUPLER 邻舍高CMR0Mbps的集电极开路输出型8引脚SSOP（以SO - 8）高速光电耦合
	California Eastern Laboratories, Inc.

	RL-7766 RL-7771 	STEM LEVELER
	Bud Industries, Inc.

	SLA-370MT SLA-370 SLA-370LT 	High Brightness Type PI 3.1 Circular Type LED Lamps 高亮度型有价证券投资3.1环型LED灯具
From old datasheet system
	Rohm Co., Ltd.
Rohm CO.,LTD.
ROHM[Rohm]

	PQ3RF33 PQ3RF23 PQ3RF23_01 PQ3RF2301 	3.3V Output, High Output Current(2A, 3.5A)Type Low Power-loss Voltage Regulators
	SHARP[Sharp Electrionic Components]

	VYPY1105W VYBG1105W VFR1105W VUB1105W VYPY1105W-TR	Single Color Dome Lens Type (High Reliability type, V-Series)
SINGLE COLOR LED, YELLOW GREEN, 1.6 mm 3.20 X 1.60 MM, 1.85 MM HEIGHT, ROHS COMPLIANT PACKAGE-2
SINGLE COLOR LED, GREEN, 1.6 mm 3.20 X 1.60 MM, 1.85 MM HEIGHT, ROHS COMPLIANT PACKAGE-2
Single Color Ultra High Brightness Type
	STANLEY ELECTRIC CO.,LTD.
Linear Technology, Corp.
STMicroelectronics N.V.

	DF31NAGTR DF31PAUTR DF32PAUTR DF33PAUTR DF32NAUTR 	Horizontal SMT Detector Switches with Side Stem
	GREATECS

	2SC4679 	TRANSISTOR SILICON NPN EPITAXIAL TYPE  HDTV CHROMA OUTPUT APPLICATIONS, VIDEO OUTPUT STAGE IN HIGH RESOLUTION DISPLAY
	TOSHIBA
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