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	Part No.	SN74LS55D SN74LS55N SN54LS55 SN54LS55J   

	Description	1A, 15V,±4% Tolerance, Negative Voltage Regulator, Ta = 0°C to  125°C; Package: TO-220, SINGLE GAUGE; No of Pins: 3; Container: Rail; Qty per Container: 50 
 2-WIDE 4-INPUT AND-OR-INVERT GATE
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			 Related Part Number
	
					PART	Description	Maker
	NTE5232A NTE5174A NTE5191A NTE5191AK NTE5205AK NTE	Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 170V. Zener test current Izt = 15mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 150V. Zener test current Izt = 17mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 130V. Zener test current Izt = 19mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 110V. Zener test current Izt = 23mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 100V. Zener test current Izt = 25mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 87V. Zener test current Izt = 29mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 68V. Zener test current Izt = 37mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 60V. Zener test current Izt = 43mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 51V. Zener test current Izt = 50mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 47V. Zener test current Izt = 55mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 43V. Zener test current Izt = 60mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 36V. Zener test current Izt = 70mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 30V. Zener test current Izt = 85mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 27V. Zener test current Izt = 95mA.
Zener Diode, 10 Watt ±5% Tolerance
Zener Diode, 10 Watt 【5% Tolerance
Zener Diode 10 Watt 5% Tolerance
Zener Diode / 10 Watt 5% Tolerance
Zener Diode, 10 Watt % Tolerance
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 28V. Zener test current Izt = 90mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 33V. Zener test current Izt = 75mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 39V. Zener test current Izt = 65mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 45V. Zener test current Izt = 55mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 50V. Zener test current Izt = 50mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 56V. Zener test current Izt = 45mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 62V. Zener test current Izt = 40mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 75V. Zener test current Izt = 33mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 91V. Zener test current Izt = 28mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 105V. Zener test current Izt = 25mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 120V. Zener test current Izt = 20mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 140V. Zener test current Izt = 18mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 160V. Zener test current Izt = 16mA.
	NTE[NTE Electronics]
NTE Electronics, Inc.
Sony, Corp.

	ATV30C100J-G ATV30C100JB-G ATV30C101J-G ATV30C101J	Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=10V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=110V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=12V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=120V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=13V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=130V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=7.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=7V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=64V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=6.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=70V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=75V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=400V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=43V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=40V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=48V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=20V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=3000Watts, V-RWM=85V, Tolerance=5%
	Comchip Technology

	ATV04A360J-HF ATV04A360JB-HF ATV04A580J-HF ATV04A5	Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=400Watts, V&ltsub&gtRWM</sub>=36V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=7V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=7.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=140V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=110V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=8.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=130V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=33V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=30V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=300V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=78V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=10V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=60V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=64V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=6.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=16V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=17V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=18V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=20V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=51V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=54V, Tolerance=5%
	Comchip Technology

	CHF1206CNT500LW 	RESISTOR, 50 OHM 20W DC-3GHZ; Series:CHF1206; Resistance:50R; Tolerance,  resistance: /-5%; Power rating:20W; Resistor element type:Thick Film; Case style:1206; Length / Height, external:3.048mm; Tolerance,  :5%; Tolerance, -:5%; RoHS Compliant: Yes
	BOURNS INC

	ATV30C100J-HF ATV30C100JB-HF ATV30C101J-HF ATV30C1	Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=10V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=100V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=11V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=110V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=120V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=13V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=130V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=7.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=7V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=6.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=64V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=75V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=70V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=48V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=400V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=45V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=20V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=9V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=85V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=8.5V, Tolerance=5%
	Comchip Technology

	VN920-B5 VN920SOTR-E 	SINGLE CHANNEL HIGH SIDE SOLID STATE RELAY
INDUCTOR, AXIAL, 12UH; Inductor type:Choke; Inductance:12uH; Tolerance, inductance: /-20%; Resistance:0.04R; Current, DC max:4A; Frequency, resonant
INDUCTOR, AXIAL, 22UH; Inductor type:Choke; Inductance:22uH; Tolerance, inductance: /-20%; Resistance:0.07R; Current, DC max:3A; Frequency, resonant:110MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes
	STMicroelectronics
意法半导

	SGW10N60RUF 	FEEDTHRU CAPACITOR, 220PF 0.5A 100VFEEDTHRU CAPACITOR, 220PF 0.5A 100V; Capacitance:0.22nF; Voltage rating, DC:100V; Capacitor dielectric type:Ceramic Multi-Layer; Tolerance,  :50%; Tolerance, -:20%; Temp, op. max:125(degree C);
Short Circuit Rated IGBT
	FAIRCHILD SEMICONDUCTOR CORP
FAIRCHILD[Fairchild Semiconductor]

	ZL50073NBSP ZL50073 ZL50073GAC 	32 K Channel Digital Switch with High Jitter Tolerance, Rate Conversion per Group of 4 Streams (8, 16, 32 or 64 Mbps)
From old datasheet system
32 K Channel Digital Switch with High Jitter Tolerance, SONET/SDH Clock Multiplier PLL
	ZARLINK[Zarlink Semiconductor Inc]

	8230-90-RC 8230-94-RC 8230-78-RC 8230-76-RC 8230-5	Inductor; Series:8230; Inductance:820uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:3.8MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 820 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:100nH; Inductance Tolerance: /- 10 %; Q Factor:40; Self Resonant Frequency:690MHz; Core Material:Phenolic; Leaded Process Compatible:Yes 1 ELEMENT, 0.1 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:270uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:8MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 270 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:220uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:9MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 220 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:39uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:22MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 39 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:15uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:35MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 15 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:18uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:32MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 18 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:27uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:22MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 27 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:2.7uH; Inductance Tolerance: /- 10 %; Q Factor:37; Self Resonant Frequency:100MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 2.7 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:560nH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:300MHz; Core Material:Phenolic; Leaded Process Compatible:Yes 1 ELEMENT, 0.56 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:6.8uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:60MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 6.8 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:1.5uH; Inductance Tolerance: /- 10 %; Q Factor:28; Self Resonant Frequency:140MHz; Core Material:Iron; Leaded Process Compatible:Yes
Inductor; Series:8230; Inductance:4.7uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:75MHz; Core Material:Iron; Leaded Process Compatible:Yes
Inductor; Series:8230; Inductance:3.3uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:90MHz; Core Material:Iron; Leaded Process Compatible:Yes
	Bourns, Inc.
BOURNS INC

	RF3375 RF337XPCBA-41X 	CAPACITOR, 100UF 16VCAPACITOR, 100UF 16V; Capacitance:100uF; Voltage rating, DC:16V; Capacitor dielectric type:; Series:SVP; Temp, op. max:105(degree C); Temp, op. min:-55(degree C); Tolerance,  :20%; Tolerance, -:20%; Current,
GENERAL PURPOSE AMPLIFIER
	RF Micro Devices, Inc.

	0805HS-120TKLC 	OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance.
	COILCRAFT INC

	IHLP-2525CZ-07 	5 % DCR Tolerance, Low Profile, IHLP? Power Inductor
5 % DCR Tolerance, Low Profile, IHLP庐 Power Inductor
5 % DCR Tolerance, Low Profile, IHLP㈢ Power Inductor
	Vishay Siliconix
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