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			ASM3P2760AG-08TT - Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight RIBBON CABLE, RND/FLAT, 15WAY,  PER M; Cores, No. of:15; Conductor make-up:7/36AWG; Impedance:75R; Pitch:1.27mm; Voltage rating, AC:300V; Colour:Grey; Approval Bodies:UL, CSA; Area, conductor CSA:0.072mm2; Cable UL style number:UL RoHS Compliant: Yes Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight LJT 21C 21#16 PIN WALL RECP Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Octal Bus Transceivers With 3-State Outputs 20-SOIC -40 to 85 RIBBON CABLE, RND/FLAT, 20WAY,  PER M; Cores, No. of:20; Conductor make-up:7/36AWG; Impedance:75R; Pitch:1.27mm; Voltage rating, AC:300V; Colour:Grey; Approval Bodies:UL, CSA; Area, conductor CSA:0.072mm2; Cable UL style number:UL RoHS Compliant: Yes Low Power Peak EMI Reducing Solution 
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	Part No.	ASM3P2760AG-08TT ASM3I2760A-06OR ASM3I2760A-08SR ASM3I2760A-08ST ASM3I2760A-08TR ASM3I2760A-08TT ASM3I2760AF-06OR ASM3I2760AF-08SR ASM3I2760AF-08ST ASM3I2760AF-08TR ASM3I2760AF-08TT ASM3I2760AG-06OR ASM3I2760AG-08SR ASM3I2760AG-08ST ASM3I2760AG-08TR ASM3I2760AG-08TT ASM3P2760A ASM3P2760A-08SR ASM3P2760A-08ST ASM3P2760A-08TR ASM3P2760A-08TT ASM3P2760AF-06OR ASM3P2760AF-08SR ASM3P2760AF-08ST ASM3P2760AF-08TR ASM3P2760AF-08TT ASM3P2760AG-06OR ASM3P2760AG-08SR ASM3P2760AG-08ST ASM3P2760AG-08TR ASM3P2760A-06OR  

	Description	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 
 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
RIBBON CABLE, RND/FLAT, 15WAY,  PER M; Cores, No. of:15; Conductor make-up:7/36AWG; Impedance:75R; Pitch:1.27mm; Voltage rating, AC:300V; Colour:Grey; Approval Bodies:UL, CSA; Area, conductor CSA:0.072mm2; Cable UL style number:UL RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
LJT 21C 21#16 PIN WALL RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Octal Bus Transceivers With 3-State Outputs 20-SOIC -40 to 85
RIBBON CABLE, RND/FLAT, 20WAY,  PER M; Cores, No. of:20; Conductor make-up:7/36AWG; Impedance:75R; Pitch:1.27mm; Voltage rating, AC:300V; Colour:Grey; Approval Bodies:UL, CSA; Area, conductor CSA:0.072mm2; Cable UL style number:UL RoHS Compliant: Yes
Low Power Peak EMI Reducing Solution
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 			 Full text search : Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight RIBBON CABLE, RND/FLAT, 15WAY,  PER M; Cores, No. of:15; Conductor make-up:7/36AWG; Impedance:75R; Pitch:1.27mm; Voltage rating, AC:300V; Colour:Grey; Approval Bodies:UL, CSA; Area, conductor CSA:0.072mm2; Cable UL style number:UL RoHS Compliant: Yes Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight LJT 21C 21#16 PIN WALL RECP Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Octal Bus Transceivers With 3-State Outputs 20-SOIC -40 to 85 RIBBON CABLE, RND/FLAT, 20WAY,  PER M; Cores, No. of:20; Conductor make-up:7/36AWG; Impedance:75R; Pitch:1.27mm; Voltage rating, AC:300V; Colour:Grey; Approval Bodies:UL, CSA; Area, conductor CSA:0.072mm2; Cable UL style number:UL RoHS Compliant: Yes Low Power Peak EMI Reducing Solution   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	FX6A-80S-0.8SV2 FX6-100P-0.8SV FX6-100P-0.8SV1 FX6	0.8mm Pitch Stacking Height 5 to 9mm Connector 0.8mm节距堆叠高度5毫米连接
Circular Connector; No. of Contacts:16; Series:; Body Material:Aluminum; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:20-16; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	FJAF4210 FJAF4210O FJAF4210R FJAF4210Y 	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; Connector Shell Size:10SL; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight; Circular Contact Gender:Socket
BJT
AUDIO POWER AMPLIFIER
	Fairchild Semiconductor Corporation

	AA106-86 	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:6; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight; Circular Contact Gender:Pin
GaAs IC 5 Bit Digital Attenuator 0.5 dB LSB Positive Control 0.5-2.0 GHz
	Alpha Industries, Inc.
ALPHA[Alpha Industries]

	HI-5701/883 	Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3122; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
	Intersil Corporation

	BUZ35 C67078-A1014-A2 	Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3124; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle RoHS Compliant: No
MAIN RATINGS
	SIEMENS AG
Siemens Semiconductor Group

	ABR2510 ABR2508 ABR2506 ABR2500 ABR2501 ABR2504 AB	AVALANCHE BRIDGE RECTIFIERS
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:2; Connector Shell Size:24; Connecting Termination:Solder; Body Style:Right Angle; Circular Contact Gender:Pin; Gender:Male
	EIC discrete Semiconduc...
EIC[EIC discrete Semiconductors]
Electronics Industry Public Company Limited

	2DI100Z-120 	POWER TRANSISTOR MODULE
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3122; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
	FUJI ELECTRIC HOLDINGS CO., LTD.

	IR2E46U6 IR2E47U6 IR2E48U6 GM1HD55200A GL5CU44 GL5	HIGH-LUMINOSITY LED LAMP 高亮度发光二极管
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
INDU : 1H 10% MAGNETICALLY SHIELDED(WIREBOUND)
KK 100 HDR FLAT RTAN 8CKT TIN
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket
CONNECTOR ACCESSORY
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-41
	http://
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
List of Unclassifed Man...

	FMS2016QFN-1 FMS2016-005 FMS2016-005-EB FMS2016QFN	Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3124; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle RoHS Compliant: No
High Power Reflective GaAs SP4T Switch
	FILTRONIC[Filtronic Compound Semiconductors]

	ESJA82-10A 	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:7; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
High Voltage Silicon Diode
	FUJI ELECTRIC HOLDINGS CO., LTD.
FUJI[Fuji Electric]

	HCF4007UB HCF4007UBC1 HCF4007UBEY HCF4007UBM1 HCC4	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
DUAL COMPLEMENTARY PAIR PLUS INVERTER
	意法半导
STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics
SGS Thomson Microelectronics

	EL7300Q-110 EL7300Q-140 EL7300Q-160 	Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
highly integrated single chip solution for the Flat Panel Display applications
	Etron Technology, Inc
Etron Technology  Inc.
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