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			 Related Part Number
	
					PART	Description	Maker
	FLC-453232-R56M 	FLC-453232-R56M
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	HC5513 HC5513BIM HC5513BIP 	TR909 DLC/FLC SLIC with Low Power Standby
	INTERSIL[Intersil Corporation]

	HC5513_03 HC5513BIP 	TR909 DLC/FLC SLIC with Low Power Standby
	INTERSIL[Intersil Corporation]

	MAX6400-BMAX6405 MAX6400-MAX6405 MAX6405BS__-T MAX	100MHz Current Feedback Video Amplifier With Disable; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
57MHz, Wideband, Four Quadrant, Voltage Output Analog Multiplier; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC
Low Power UniSLIC14 Family; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA4
110MHz, High Slew Rate, High Output Current Buffer; Temperature Range: 0&degC to 70&deg;C; Package: 8-CerDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA4
Dual 125MHz Video Current Feedback Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA4
3.2 Microsecond Sample and Hold Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA4
Precision Quad Comparators; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA4
1 Microsecond Precision Sample and Hold Amplifier; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA4
Low Power UniSLIC14 Family; Temperature Range: 0&degC to 70&deg;C; Package: 28-PLCC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA4
&#181;P Supervisory Circuits in 4-Bump (2 x 2) Chip-Scale Package 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA4
120MHz, Low Power, 8x8 Video Crosspoint Switch; Temperature Range: 0&degC to 70&deg;C; Package: 44-PLCC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA4
350MHz, 4x1 Video Crosspoint Switch with Synchronous Controls; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R
400MHz, 4x1 Video Crosspoint Switch; Temperature Range: 0&degC to 70&deg;C; Package: 16-QSOP T&amp;R
Low Power UniSLIC14 Family; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC T&amp;R
480MHz, Video Buffer with Output Disable; Temperature Range: 0&degC to 70&deg;C; Package: 6-SOT-23 T&amp;R
330MHz, 4x1 Video Crosspoint Switch With Tally Outputs; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R
480MHz, Video Buffer with Output Disable; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R
Low Cost SLIC For Large Telecom Switches; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R
Low Power UniSLIC14 Family; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC T&amp;R
400MHz, 4x1 Video Crosspoint Switch; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC T&amp;R
Low Cost SLIC For Large Telecom Switches; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
Low Power UniSLIC14 Family; Temperature Range: -40°C to 85°C; Package: 28-SOIC
480MHz, Video Buffer with Output Disable; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
TR909 DLC/FLC SLIC With Low Power Standby; Temperature Range: -40°C to 85°C; Package: 28-PLCC
μP Supervisory Circuits in 4-Bump (2 x 2) Chip-Scale Package
渭P Supervisory Circuits in 4-Bump (2 x 2) Chip-Scale Package
レP Supervisory Circuits in 4-Bump (2 x 2) Chip-Scale Package
µP Supervisory Circuits in 4-Bump (2 x 2) Chip-Scale Package
	MAXIM INTEGRATED PRODUCTS INC
电源管理
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
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