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			 Related Part Number
	
					PART	Description	Maker
	ECK-DNA222ME ECKDNA221 ECKDNA221KB ECKDNA222 ECKDN	Ceramic Disc Capacitors for Safety Regulations The Type NS-A is recognized by UL and CSA
	Panasonic Semiconductor
Panasonic Battery Group

	R463F310050M1M 	Capacitor, film, 0.1 uF,  /-20% Tol, -40/ 110C, Safety: X2, 310 VAC, Lead Spacing=10 mm
	Kemet Corporation

	R413W41004000M 	Capacitor, film, 1 uF,  /-20% Tol, -40/ 110C, Safety:X1/Y2, 300 VAC, Lead Spacing=37.5 mm
	Kemet Corporation

	F863RT106K310Z 	Film, Metallized Polypropylene, Safety, F863, 10 uF, 10%, 310 V, 110C, Lead Spacing = 37.5mm
	Kemet Corporation

	F863DE474K310ALW0L 	Film, Metallized Polypropylene, Safety, F863, 0.47 uF, 10%, 310 V, 110C, Lead Spacing = 22.5mm
	Kemet Corporation

	R46KF233040P0M 	Capacitor, film, 0.033 uF,  /-20% Tol, -40/ 110C, Safety: X2, 275 VAC, Lead Spacing=10 mm
	Kemet Corporation

	R46KF215040H1M 	Capacitor, film, 0.015 uF,  /-20% Tol, -40/ 125C, Safety: X2, 275 VAC, Lead Spacing=10 mm
	Kemet Corporation

	R474R410050A1K 	Capacitor, film, Metallized Polypropylene, 1 uF,  /-10% Tol, -40/ 110C, Safety: X1, 440 VAC, Lead Spacing=27.5 mm
	Kemet Corporation

	R474R34705001K 	Capacitor, film, Metallized Polypropylene, 0.47 uF,  /-10% Tol, -40/ 110C, Safety: X2, 440 VAC, Lead Spacing=27.5 mm
	Kemet Corporation

	R474I31005001K 	Capacitor, film, Metallized Polypropylene, 0.1 uF,  /-10% Tol, -40/ 110C, Safety: X2, 440 VAC, Lead Spacing=15 mm
	Kemet Corporation
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