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			 Related Part Number
	
					PART	Description	Maker
	PI1024HSN PI0000HSN PI0256HSN PI0512HSN 	25-μm-Pitch Wide Aperture Spectroscopic Photodiode Arrays
25-レm-Pitch Wide Aperture Spectroscopic Photodiode Arrays
	AMI[AMI SEMICONDUCTOR]

	PI0512WS 	512-Pixel 50-mm-Pitch Wide Aperture Spectroscopic Photodiode Array
	AMI[AMI SEMICONDUCTOR]

	KT872N15 KT872N55 KT872P51 KT872P55 KT872T55 KT872	Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches. Electrical parameter A lead spacing .320 inches. Aperture width in front of sensor .010 inches. Aperture width in front of emitter .
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture in front of sensor .050inches. Aperture width in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320inches. Aperture in front of sensor .050inches. Aperture in front of emitter .050i
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture width in front of sensor .050inches. Aperture in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture  in front of sensor .010 inches. Aperture in front of emitter .0
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
	Optek Technology

	2867002302 	67 MULTI-APERTURE CORE
	Fair-Rite Products Corp.

	2861010002 	61 MULTI-APERTURE CORE
	Fair-Rite Products Corp.

	2861006802 	61 MULTI-APERTURE CORE
	Fair-Rite Products Corp.

	2867000102 	67 MULTI-APERTURE CORE
	Fair-Rite Products Corp.

	2873001702 	73 MULTI-APERTURE CORE
	Fair-Rite Products Corp.

	2867002702 	67 MULTI-APERTURE CORE
	Fair-Rite Products Corp.

	2861002402 	61 MULTI-APERTURE CORE
	Fair-Rite Products Corp.

	7427057 	Multi-Aperture EMI Suppression Core
	Wurth Elektronik GmbH & Co. KG, Germany.

	510-1-01 	Extended Aperture Vertical Log-Periodic Antenna
	TCI International, Inc.
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