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			 Related Part Number
	
					PART	Description	Maker
	S6846 S10053 S6809 	MOSFET, Switching; VDSS (V): 600; ID (A): 11; Pch : -; RDS (ON) typ. (ohm) @10V: 0.58; RDS (ON) typ. (ohm) @4V[4.5V]: -; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 1450; toff (µs) typ: -; Package: LDPAK (S)- (1)
Light modulation photo IC 光调制照片集成电
	Hamamatsu Photonics

	S4707-01 	MOSFET, Switching; VDSS (V): 600; ID (A): 21; Pch : 150; RDS (ON) typ. (ohm) @10V: 0.315; RDS (ON) typ. (ohm) @4V[4.5V]: -; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 2600; toff (µs) typ: 0.107; Package: TO-3P
	Hamamatsu Photonics

	UPSD3433E-40T6 UPSD3453E-40U6T UPSD3453E-40T6T UPS	MOSFET, Switching; VDSS (V): 40; ID (A): 40; Pch : 25; RDS (ON) typ. (ohm) @10V: 0.0038; RDS (ON) typ. (ohm) @4V[4.5V]: -; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 2280; toff (µs) typ: 0.041; Package: LFPAK
MOSFET, Switching; VDSS (V): 30; ID (A): 60; Pch : 30; RDS (ON) typ. (ohm) @10V: 0.0025; RDS (ON) typ. (ohm) @4V[4.5V]: [0.003]; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 7600; toff (µs) typ: 0.065; Package: LFPAK
MOSFET, Switching; VDSS (V): 20; ID (A): 60; Pch : 30; RDS (ON) typ. (ohm) @10V: 0.0021; RDS (ON) typ. (ohm) @4V[4.5V]: [0.0028]; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 7750; toff (µs) typ: 0.065; Package: LFPAK
MOSFET, Switching; VDSS (V): 450; ID (A): 0.7; Pch : -; RDS (ON) typ. (ohm) @10V: 5.5; RDS (ON) typ. (ohm) @4V[4.5V]: -; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 140; toff (µs) typ: -; Package: SOP-8
MOSFET, Switching; VDSS (V): 12; ID (A): 3.5; Pch : 0.9; RDS (ON) typ. (ohm) @10V: -; RDS (ON) typ. (ohm) @4V[4.5V]: [0.026]; RDS (ON) typ. (ohm) @2.5V: 0.034; Ciss (pF) typ: 770; toff (µs) typ: 0.036; Package: CMFPAK-6
MOSFET, Switching; VDSS (V): 80; ID (A): 30; Pch : 25; RDS (ON) typ. (ohm) @10V: 0.01; RDS (ON) typ. (ohm) @4V[4.5V]: [0.0115]; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 3520; toff (&#181;s) typ: -; Package: WPAK Turbo Plus系列高速涡032 USB和可编程逻辑控制
Turbo Plus Series Fast Turbo 8032 MCU with USB and Programmable Logic Turbo Plus系列高速涡032 USB和可编程逻辑控制
MOSFET, Switching; VDSS (V): 100; ID (A): 25; Pch : 30; RDS (ON) typ. (ohm) @10V: 0.012; RDS (ON) typ. (ohm) @4V[4.5V]: -; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 4350; toff (&#181;s) typ: 0.037; Package: LFPAK Turbo Plus系列高速涡032 USB和可编程逻辑控制
	意法半导
STMicroelectronics N.V.

	S3921 S3921-512Q S3921-128Q 	NMOS linear image sensor Voltage output type with current-integration readout circuit and impedance conversion circuit
MOSFET, Switching; VDSS (V): 500; ID (A): 12; Pch : 30; RDS (ON) typ. (ohm) @10V: 0.515; RDS (ON) typ. (ohm) @4V[4.5V]: -; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 1100; toff (µs) typ: 0.077; Package: TO-220FN
	Hamamatsu Photonics

	1SS302 	Low forward voltage:VF(3) = 0.9 V(Typ) Fast reverse recovery time:trr = 1.6 ns (Typ)
	TY Semiconductor Co., Ltd

	CY7C1362B-166AI CY7C1362B-166AC CY7C1360B-200BGC C	CONNECTOR ACCESSORY 256K X 36 CACHE SRAM, 3.5 ns, PQFP100
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 256K X 36 CACHE SRAM, 2.8 ns, PQFP100
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 256K X 36 CACHE SRAM, 3 ns, PQFP100
MOSFET, Switching; VDSS (V): 30; ID (A): 30; Pch : 30; RDS (ON) typ. (ohm) @10V: 0.01; RDS (ON) typ. (ohm) @4V[4.5V]: [0.02]; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 1500; toff (µs) typ: 0.11; Package: DPAK (S)
MOSFET, Switching; VDSS (V): 30; ID (A): 30; Pch : 30; RDS (ON) typ. (ohm) @10V: 0.01; RDS (ON) typ. (ohm) @4V[4.5V]: [0.02]; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 1500; toff (µs) typ: 0.11; Package: DPAK (L)- (2)
	Cypress Semiconductor, Corp.
Cypress Semiconductor Corp.

	2N5754 2N5755 2N5756 2N5757 	2.5-A silicon triac. Voltage(typ) 600 V.
2.5-A silicon triac. Voltage(typ) 400 V.
2.5-A silicon triac. Voltage(typ) 200 V.
2.5-A silicon triac. Voltage(typ) 100 V.
2.5-A Silicon Triacs
	General Electric Solid State
Solid State Optronic
N.A.

	2SC3583 	NF 1.2 dB TYP. f = 1.0 GHz Ga 13 dB TYP. f = 1.0 GHz
NPN Silicon Epitaxial Transistor
	TY Semiconductor Co., L...
TY Semicondutor

	VTS3181 VTS3183 VTS3184 VTS3083 	Process photodiode. Isc = 1.50 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K.
Process photodiode. Isc = 0.64 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K.
Process photodiode. Isc = 0.33 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K.
	PerkinElmer Optoelectronics

	CL-260TLY CL-270TLY CL-201SYG CL-201TLY CL-201TD C	LED of super-luminance. Lighting color top high lemon yellow. Typ. wave length 590 nm.
LED of super-luminance. Lighting color super yellow green. Typ. wave length 574 nm.
LED of super-luminance. Lighting color top high orange. Typ. wave length 612 nm.
LED of super-luminance. Lighting color top high red. Typ. wave length 624 nm.
	CITILED

	NX6508GK51 NX6508GH47 NX6508GH51 NX6508GH59 NX6508	InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1510 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1470 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1590 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1570 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1490 nm (typ).
	NEC
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