

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						NCV317BT			ICL3207			VP0216N3			W9144XN			MCY1210N			22AGA1			6N138			STM32F			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			SK100EP111 - Low-Voltage 1:10 Differential ECL/PECL/HSTL Clock Driver 



		
			
					
						
						[image: SK100EP111_1309567.PDF Datasheet]



					
				
					 		
	Part No.	SK100EP111   

	Description	Low-Voltage 1:10 Differential ECL/PECL/HSTL Clock Driver 
 

	File Size	93.67K  / 
						4 Page	 
	

						Maker	
						

						 SEMTECH[Semtech Corporation] 
  
						










	
						
						




						

	Homepage	
						
	Download	[ 
						SK100EP111  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						SK100EP111  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[SK100EP111  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for SK100EP111 ] 


					[ Price & Availability of SK100EP111 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Low-Voltage 1:10 Differential ECL/PECL/HSTL Clock Driver   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MC100LVE210 MC100LVE210FNR2 MC100E210 MC100E210FNR	Low Voltage Dual 1:4, 1:5 Differential Fanout Buffer 100E SERIES, LOW SKEW CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQCC28
Low Voltage Dual 1:4, 1:5 Differential Fanout Buffer 100LVE SERIES, LOW SKEW CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQCC28
Low Voltage Dual 1:4 / 1:5 Differential Fanout Buffer
MARKING DIAGRAM
Low Voltage Dual 1:4 1:5 Differential Fanout Buffer
From old datasheet system
	ONSEMI[ON Semiconductor]

	1M110ZS10 1M120ZS10 1M130ZS10 1M150ZS10 1M160ZS10 	1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 1% tolerance.
1.0 WATT SURMETIC 30 SILICON ZENER DIODES
4 PR #24 DATATWIST PVC
1701A CMP 4BP24 BK 1000F REELEX
1701A CMP 4BP24 GY 1000F SP 1.0瓦SURMETIC 30硅稳压二极管
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 250 的低电流运算，低反向泄露，低噪声稳压二极
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -2% tolerance.
	MOTOROLA[Motorola, Inc]
MOTOROLA[Motorola Inc]
Motorola, Inc.
Motorola Mobility Holdings, Inc.

	5KP5.0 5KP40 5KP6.0 5KP75 5KP48 5KP70 5KP90CA 5KP 	GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0 to 110 Volts 玻璃钝化结瞬态电压抑制电压为110伏特.0
GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0 to 110 Volts 玻璃钝化结瞬态电压抑制电压为110伏特5.0
CABLE ASSEMBLY; SHV PLUG TO SHV PLUG ; 93 OHM, RG62A/U COAX 玻璃钝化结瞬态电压抑制电压为110伏特.0
	http://
SURGE[Surge Components]
Surge Components, Inc.

	PCK111 PCK111_3 	Low voltage 1:10 differential
From old datasheet system
	Philips

	LCK4802 	Low-Voltage PECL Differential Clock
	AGERE[Agere Systems]

	LCK4801 	Low-Voltage HSTL Differential Clock
	AGERE[Agere Systems]

	PCK210 PCK210_2 	Low voltage dual 1:5 differential
From old datasheet system
	Philips

	TDA8920C09 TDA8920C TDA8920CJ TDA8920CTH TDA8920CJ	2 垄楼 110 W class-D power amplifier
2 麓 110 W class-D power amplifier
2 ′ 110 W class-D power amplifier
2 x 110 W class-D power amplifer, SOT411-1 (DBS23P), Tube 110 W, 2 CHANNEL, AUDIO AMPLIFIER, PZFM23
2 X 110 W class-D power amplifier
   2 ′ 110 W class-D power amplifier
   2 X 110 W class-D power amplifier
	NXP Semiconductors N.V.

	MC100LVEL11 MC100LVEL11D ON0515 	From old datasheet system
Low Voltage 1:2 Differential Fanout Buffer
	ONSEMI[ON Semiconductor]
Motorola, Inc

	MC100EP223 MC100EP223TC 	Low-Voltage 1:22 Differential PECL/HSTL Clock Driver
	Motorola, Inc

	MC100EP223 	Low Voltage 1:22 Differential PECL/HSTL Clock Driver
	Motorola Semiconductor

	MC100ES611 	Low Voltage 2.5/3.3V Differential Ecl/lvpecl/hstl Fanout Buffer
	MOTOROLA
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