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			 Related Part Number
	
					PART	Description	Maker
	DN8897SE DN8897TE 	Hall IC(Operating Temperature Range Topr=-40 to  -100C, Operating in Alternative Magnetic Field)
	Panasonic

	NJM41030 	Operating Voltage Operating temperature range Small Package
	New Japan Radio

	DN8897 DN8897S DN8897SE DN8897TE 	Hall IC(Operating Temperature Range Topr=-40 to  -100°C, Operating in Alternative Magnetic Field)
Hall IC(Operating Temperature Range Topr=-40 to  -100∑C, Operating in Alternative Magnetic Field)
	Panasonic Semiconductor

	OCO-M36CEH12 OCO-M36CEH5 OCO-M36CEH 	Through hole OCXO HCMOS Wide operating temperature range: -40 up to  85 掳C
Through hole OCXO HCMOS Wide operating temperature range: -40 up to  85 °C
	QUARTZCOM the communications company

	HKE65SC13D-3 HKE65SC03D-3 HKE65SC03C-4 HKE65SC103C	Right angle, Two-piece for fine coaxial cable, Discrete wire connectors; HRS No: 687-1700-0 00; No. of Positions: 20; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Pull tab
Internal power supply connectors (C-UL, TUV), Discrete wire connectors; HRS No: 680-1212-1 00; No. of Positions: 5; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Retainer 8位微处理
8-Bit Microprocessor 8位微处理
Board-to-board stacking height of 1.5mm, Board-to-FPC, Two-piece connector; HRS No: 688-0809-0 92; Contact Mating Area Plating: Gold 8位微处理
Internal power supply connectors (C-UL, TUV), Discrete wire connectors; HRS No: 680-1209-7 00; No. of Positions: 2; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Retainer 8位微处理
Internal power supply connectors (C-UL, TUV), Discrete wire connectors; HRS No: 680-1211-9 00; No. of Positions: 4; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Retainer 8位微处理
Board-to-board stacking height of 1.5mm, Board-to-FPC, Two-piece connector; HRS No: 688-0507-0 61; Contact Mating Area Plating: Gold 8位微处理
Internal power supply connectors (C-UL, TUV), Discrete wire connectors; HRS No: 680-1203-0 00; No. of Positions: 5; Current Rating(Amps)(Max.): 15; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Retainer 8位微处理
	TE Connectivity, Ltd.
RECOM Electronic GmbH
Bourns, Inc.
Molex, Inc.
HIROSE ELECTRIC Co., Ltd.
Vishay Semiconductors
Microsemi, Corp.
Sullins Connector Solutions, Inc.
Glenair, Inc.
Amphenol, Corp.

	PE83503_06 83503-00 83503-21 83503-22 PE83503 PE83	3.5 GHz Low Power UltraCMOS Divide-by-8 Prescaler Military Operating Temperature Range
	Peregrine Semiconductor...
PEREGRINE[Peregrine Semiconductor Corp.]

	HL01R05S15Y HL01R05S15Y/H HL01R12D05Y HL01R12D05Y/	0.4mm contact spacing, 0.9mm stacking height PCB to PCB, PCB to FPC connectors; HRS No: 684-1170-9 00; No. of Positions: 80; Stack Height (mm): 0.9; Operating Temperature Range (degrees C): -35 to 85; General Description: Only Insulation housing
0.4mm contact spacing, 0.9mm stacking height PCB to PCB, PCB to FPC connectors; HRS No: 684-1293-9 00; No. of Positions: 40; Operating Temperature Range (degrees C): -35 to 85; General Description: Only Insulation housing
0.4mm contact spacing, 0.9mm stacking height PCB to PCB, PCB to FPC connectors; HRS No: 684-1274-4 81; Contact Mating Area Plating: Gold
3.3mm contact spacing internal power supply small connectors; HRS No: 676-1011-0 00; No. of Positions: 4; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Double row retainer 模拟IC
Analog IC 模拟IC
3.3mm contact spacing internal power supply small connectors; HRS No: 676-1030-5 00; No. of Positions: 6; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Single row retainer
	SCHURTER AG
Electronic Theatre Controls, Inc.

	MBM29F800TA MBM29F800TA-70 MBM29F800TA-90PF MBM29F	LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:45ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:12ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes
0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-SOIC 0 to 85
Replaced by TPS2045A : 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-PDIP -40 to 85
122 x 32 pixel format, Compact LCD size
LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:500mcd; Viewing Angle:25 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-25 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
8M (1M X 8/512K X 16) BIT
	FUJITSU LTD
Fujitsu Limited
http://
Fujitsu Component Limited.

	KM641003A KM641003A-15 KM641003A-12 KM641003A-20 	256KX4 HIGH SPEED STATIC RAM(5V OPERATING), REVOLUTIONARY PIN OUT OPERATED AT COMMERCIAL AND INDUSTRIAL TEMPERATURE RANGE
	SAMSUNG SEMICONDUCTOR CO. LTD.



				
	 
	 Related keyword From Full Text Search System
	

					
						SK2111AXFT corp	
						SK2111AXFT data	
						SK2111AXFT Control	
						SK2111AXFT digital	
						SK2111AXFT prezzo baumer
	
						SK2111AXFT device	
						SK2111AXFT texas	
						SK2111AXFT Description	
						SK2111AXFT ghz	
						SK2111AXFT C代码


				
	 



		 


	
		
Price & Availability of SK2111AXFT 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.43986201286316















