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			 Related Part Number
	
					PART	Description	Maker
	HLMP-AM86 HLMP-AM8X-XX0ZZ HLMP-AB86 HLMP-AB86-MQ0X	HLMP-AM87-TW0ZZ · Agilent 5mm Mini Oval Precision Optical Performance for Green
HLMP-AM87-TW0DD · Agilent 5mm Mini Oval Precision Optical Performance for Green
HLMP-AM87-TW000 · Agilent 5mm Mini Oval Precision Optical Performance for Green
HLMP-AM86-TW0ZZ · Agilent 5mm Mini Oval Precision Optical Performance for Green
HLMP-AB87-MQ0ZZ · Agilent 5mm Mini Oval Precision Optical Performance for Blue
HLMP-AB87-MQ0DD · Agilent 5mm Mini Oval Precision Optical Performance for Blue
HLMP-AB87-MQ000 · Agilent 5mm Mini Oval Precision Optical Performance for Blue
HLMP-AB86-MQ0ZZ · Agilent 5mm Mini Oval Precision Optical Performance for Blue
; Number of Conductors:48; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyolefin; Number of Pairs:24; Approval Bodies:NEC; Conductor Material:Copper; Impedance:50ohm; Leaded Process Compatible:No RoHS Compliant: Yes
5mm Mini Oval Precision Optical Performance Red, Blue and Green LEDs. 5毫米迷你椭圆形精密光学性能红色，蓝色和绿色发光二极管
	http://
Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]
Avago Technologies, Ltd.

	PS7112-1A PS7112L PS7112L-1A PS7112L-1A-E3 PS7112L	6-PIN DIP, 200 mA CONTINUOUS LOAD CURRENT 1-ch Optical Coupled MOS FET 6引脚DIP00毫安的连续负载电1通道光学耦合场效应晶体管
Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Solid State Relay(固态继电器)
6-PIN DIP / 200 mA CONTINUOUS LOAD CURRENT 1-ch Optical Coupled MOS FET
6-PIN DIP 200 mA CONTINUOUS LOAD CURRENT 1-ch Optical Coupled MOS FET
	NEC, Corp.
NEC Corp.
NEC[NEC]

	AEDR-8310-V AEDR-8300 AEDR-8300-1K0 AEDR-8300-1K1 	LJT 4C 4#16 SKT RECP 安捷伦的AEDR - 8300系列编码器反射式表面贴装光学编码
Agilent AEDR-8300 Series Encoders Reflective Surface Mount Optical Encoder 安捷伦的AEDR - 8300系列编码器反射式表面贴装光学编码
Circular Connector; No. of Contacts:6; Series:MS27466; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:11; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:10; Series:MS27466; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:4; Series:MS27466; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:22; Series:MS27466; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
AEDR-8300-1P0 · Reflective Optical Encoder
AEDR-8310-1V0 · Reflective optical encoder
AEDR-8300-1K0 · Reflective Optical Encoder
AEDR-8310-1K0 · Reflective Optical Encoder
AEDR-8300-1P1 · Reflective Optical Encoder
AEDR-8300-1P2 · Reflective Optical Encoder
AEDR-8310-1V1 · Reflective optical encoder
AEDR-8310-1V2 · Reflective optical encoder
AEDR-8300-1Q0 · Reflective Optical Encoder
AEDR-8300-1K1 · Reflective Optical Encoder
AEDR-8300-1Q1 · Reflective optical encoder
AEDR-8300-1Q2 · Reflective Optical Encoder
AEDR-8310-1K1 · Reflective Optical Encoder
	Avago Technologies, Ltd.
HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)

	LC9998G 	1/5 Optical Size PAL Color Solid-State Image Sensor
	SANYO[Sanyo Semicon Device]

	ADL-65077SU 	Super slim DVD/Combo OPU Mini size optical modules Laser sensor
	Roithner LaserTechnik G...

	291C4220F600AB 291C4220F600AA 291C4220F624AA 291C4	Precision, Long-life Compact 12mm Size Optical Encoder
   Precision, Long-life Compact 12mm Size Optical Encoder
	CTS Corporation

	G7881-21 G7881-22 G7881-23 G7881-32 G7881-44 G8339	Supply voltage:0.3-5.5V; InGaAs PIN photodiode with preamp: receptacle type, 1.3/1.55um, 156, 622Mbps/1.25, 2.5Gbps. For optical fiber communications, fiber channel, gigabit enthernet, HDTV, SDH
Aluminum Snap-In Capacitor; Capacitance: 100uF; Voltage: 400V; Case Size: 20x30 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 6800uF; Voltage: 25V; Case Size: 25x25 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 390uF; Voltage: 400V; Case Size: 35x30 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 150uF; Voltage: 400V; Case Size: 20x40 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 680uF; Voltage: 400V; Case Size: 35x45 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 100uF; Voltage: 400V; Case Size: 22x25 mm; Packaging: Bulk 铟镓砷PIN光电二极管和前置放大
Aluminum Snap-In Capacitor; Capacitance: 390uF; Voltage: 400V; Case Size: 25x50 mm; Packaging: Bulk 铟镓砷PIN光电二极管和前置放大
Aluminum Snap-In Capacitor; Capacitance: 470uF; Voltage: 250V; Case Size: 30x25 mm; Packaging: Bulk 铟镓砷PIN光电二极管和前置放大
FIBER OPTIC RECEIVER, 1250Mbps, PANEL MOUNT, LC CONNECTOR
Aluminum Snap-In Capacitor; Capacitance: 68uF; Voltage: 400V; Case Size: 20x25 mm; Packaging: Bulk
	HAMAMATSU[Hamamatsu Corporation]
Hamamatsu Photonics K.K.

	HEDL-6442-AP01 HEDL-6442-AP02 HEDL-6402-AP01 HEDL-	Optical Incremental Housed Encoders 光电编码器增量外
IND 3.3UH SMD 10% SHLD
Inductor; Inductor Type:Power; Inductance:10uH; Inductance Tolerance: /- 10 %; Current Rating:279mA; Series:ISC; Package/Case:1812; Core Material:Powdered Iron; Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
HEDL-6442-IP01 · Three channel encoder with 512 cpr and 2 mm shaft size
HEDL-6442-IP02 · Three channel encoder with 512 cpr and 3 mm shaft size
HEDL-6442-IT01 · Three channel encoder with 512 cpr and 2 mm shaft size
HEDL-6442-IT02 · Three channel encoder with 512 cpr and 3 mm shaft size
HEDL-6402-AT01 · Two channel encoder with 500 cpr and 2 mm shaft size
HEDL-6402-AT02 · Two channel encoder with 500 cpr and 3 mm shaft size
HEDL-6402-AT11 · Two channel encoder with 500 cpr and 4 mm shaft size
HEDL-6402-IT01 · Two channel encoder with 512 cpr and 2 mm shaft size
HEDL-6402-IT02 · Two channel encoder with 512 cpr and 3 mm shaft size
HEDL-6403-IT01 · Two channel encoder with 512 cpr and 2 mm shaft size
HEDL-6403-IT02 · Two channel encoder with 512 cpr and 3 mm shaft size
HEDL-6443-IT01 · Three channel encoder with 512 cpr and 2 mm shaft size
HEDL-6443-IT02 · Three channel encoder with 512 cpr and 3 mm shaft size
HEDL-6403-AT01 · Two channel encoder with 500 cpr and 2 mm shaft size
HEDL-6403-AT02 · Two channel encoder with 500 cpr and 3 mm shaft size
HEDL-6403-AT11 · Two channel encoder with 500 cpr and 4 mm shaft size
HEDL-6443-AT01 · Three channel encoder with 500 cpr and 2 mm shaft size
HEDL-6443-AT02 · Three channel encoder with 500 cpr and 3 mm shaft size
HEDL-6402-IP01 · Two channel encoder with 512 cpr and 2 mm shaft size
HEDL-6402-IP02 · Two channel encoder with 512 cpr and 3 mm shaft size
HEDL-6403-IP01 · Two channel encoder with 512 cpr and 2 mm shaft size
HEDL-6403-IP02 · Two channel encoder with 512 cpr and 3 mm shaft size
HEDL-6443-IP01 · Three channel encoder with 512 cpr and 2 mm shaft size
HEDL-6443-IP02 · Three channel encoder with 512 cpr and 3 mm shaft size
HEDL-6442-AT01 · Three channel encoder with 500 cpr and 2 mm shaft size
HEDL-6442-AT02 · Three channel encoder with 500 cpr and 3 mm shaft size
HEDL-6403-IT11 · Two channel encoder with 512 cpr and 4mm shaft size
HEDL-6402-IT11 · Two channel encoder with 512 cpr and 4mm shaft size
HEDL-6402-AP01 · Two channel encoder with 500 cpr and 2 mm shaft size
HEDL-6402-AP02 · Two channel encoder with 500 cpr and 3 mm shaft size
HEDL-6402-AP11 · Two channel encoder with 500 cpr and 4 mm shaft size
HEDL-6403-AP01 · Two channel encoder with 500 cpr and 2 mm shaft size
HEDL-6403-AP02 · Two channel encoder with 500 cpr and 3 mm shaft size
HEDL-6403-AP11 · Two channel encoder with 500 cpr and 4 mm shaft size
HEDL-6403-IP11 · Two channel encoder with 512 cpr and 4 mm shaft size
HEDL-6402-IP11 · Two channel encoder with 512 cpr and 4 mm shaft size
HEDL-6442-AP01 · Three channel encoder with 500 cpr and 2 mm shaft size
HEDL-6442-AP02 · Three channel encoder with 500 cpr and 3 mm shaft size
HEDL-6443-AP01 · Three channel encoder with 500 cpr and 2 mm shaft size
HEDL-6443-AP02 · Three channel encoder with 500 cpr and 3 mm shaft size
	Avago Technologies, Ltd.
HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)

	PS7113 PS7113-1A PS7113-2A PS7113L-1A PS7113L-1A-E	Solid State Relay(固态继电器) 固态继电器（固态继电器
6, 8-PIN DIP, 350 mA CONTINUOUS LOAD CURRENT 1-ch, 2-ch Optical Coupled MOS FET 6引脚DIP50毫安的连续负载电通道2通道光学耦合场效应晶体管
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
6 / 8-PIN DIP / 350 mA CONTINUOUS LOAD CURRENT 1-ch / 2-ch Optical Coupled MOS FET
	NEC, Corp.
NEC Corp.
NEC[NEC]

	DV40400 	CHARACTER LCD MODULE display format: 40x4   ; module size: 190.0x54.0x10.5; viewing size: 147.0x29.5; dot size: 0.50x0.55; character size: 3.54x4.89;
	Data International CO.LTD.

	DV16100 	CHARACTER LCD MODULE display format: 16x1; module size: 80.0x36.0x10.0; viewing size: 64.5x13.8; dot size: 0.56x0.75; character size: 3.07x6.56;
	Data International CO.LTD.

	DV16235 	CHARACTER LCD MODULE display format: 16x2; module size: 85.0x35.0x10.0; viewing size: 62.2x17.9; dot size: 0.55x0.65; character size: 2.95x5.55;
	Data International CO.LTD.
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