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			WJ1142CS59VDC50 - SUPER MK RELAY MSM19 RI SF 5 A @125VAC BL 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 MS3108A24-10S 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Vandal Resistant Pushbutton Switch; Actuator Diameter:15.8mm; Circuitry:SPST-NO SPST-NC; Switch Operation:(On); Contact Current Max:0.1A 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Panel Kit; Contents Of Kit:Top panel; For Use With:R-120 Protective equipment case 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Switching capacity 16A, Small size suitable for high density mounting, PC board mounting, UL/CUL certified 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 AB 9C 6#16 3#12 SKT PLUG AUTO  ADC 32K FLASH MSM22 PI SF 5A@030VDC BL SWITCH 250 V,GN PT ILL, 19 MM ; Switch function type: PUSH-BUTTON; Voltage, contact AC max:250V; Voltage, contact DC max:250V; Temp, op. max:85(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Length / Height, BATTERY CLIP Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-120 Protective equipment case O RING FOR R120 BOX Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-300 Protective equipment case AB 4C 2#8 2#16 ANGLE PIN PLUG SWITCH, CAPACITIVE UNDERGLASSSWITCH, CAPACITIVE UNDERGLASS; Switch function type:Momentary; Voltage, contact DC max:24V; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Length / Height, external:4mm; Width, SWITCH, CAPACITIVE RED ILLUMINATIONSWITCH, CAPACITIVE RED ILLUMINATION; Switch function type:3 wire NPN; Temp, op. max:85(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; Colour:Red; Current, supply:20mA; SWITCH, CAPGREEN ILLUMINATIONSWITCH, CAPGREEN ILLUMINATION; Switch function type:Momentary; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Colour:Green; Current, switching DC max:175mA; Depth, behind panel:13mm; IP Vandal Resistant Switch CONNECTOR ACCESSORY MSMLA SWITCH,250V,22 MM,ILLUM-BLUE MCORE GPS CONTROLLER CIT SWTICH 
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	Part No.	WJ1142CS59VDC5.0 WJ114 WJ1141AS1012VDC3.5 WJ1141AS1012VDC5.0 WJ1141AS1015VDC3.5 WJ1141AS1015VDC5.0 WJ1141AS1024VDC3.5 WJ1141AS103VDC3.5 WJ1141AS103VDC5.0 WJ1141AS105VDC3.5 WJ1141AS105VDC5.0 WJ1141AS106VDC3.5 WJ1141AS106VDC5.0 WJ1141AS109VDC3.5 WJ1141AS109VDC5.0 WJ1141AS1612VDC3.5 WJ1141AS1612VDC5.0 WJ1141AS1615VDC3.5 WJ1141AS1624VDC3.5 WJ1141AS163VDC3.5 WJ1141AS163VDC5.0 WJ1141AS165VDC3.5 WJ1141AS165VDC5.0 WJ1141AS166VDC3.5 WJ1141AS166VDC5.0 WJ1141AS169VDC3.5 WJ1141AS169VDC5.0 WJ1141AS512VDC3.5 WJ1141AS512VDC5.0 WJ1141AS515VDC3.5 WJ1141AS515VDC5.0  

	Description	SUPER MK RELAY 
 MSM19 RI SF 5 A @125VAC BL 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
MS3108A24-10S 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Vandal Resistant Pushbutton Switch; Actuator Diameter:15.8mm; Circuitry:SPST-NO SPST-NC; Switch Operation:(On); Contact Current Max:0.1A 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Panel Kit; Contents Of Kit:Top panel; For Use With:R-120 Protective equipment case 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Switching capacity 16A, Small size suitable for high density mounting, PC board mounting, UL/CUL certified 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
AB 9C 6#16 3#12 SKT PLUG
AUTO  ADC 32K FLASH
MSM22 PI SF 5A@030VDC BL
SWITCH 250 V,GN PT ILL, 19 MM ; Switch function type: PUSH-BUTTON; Voltage, contact AC max:250V; Voltage, contact DC max:250V; Temp, op. max:85(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Length / Height,
BATTERY CLIP
Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-120 Protective equipment case
O RING FOR R120 BOX
Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-300 Protective equipment case
AB 4C 2#8 2#16 ANGLE PIN PLUG
SWITCH, CAPACITIVE UNDERGLASSSWITCH, CAPACITIVE UNDERGLASS; Switch function type:Momentary; Voltage, contact DC max:24V; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Length / Height, external:4mm; Width,
SWITCH, CAPACITIVE RED ILLUMINATIONSWITCH, CAPACITIVE RED ILLUMINATION; Switch function type:3 wire NPN; Temp, op. max:85(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; Colour:Red; Current, supply:20mA;
SWITCH, CAPGREEN ILLUMINATIONSWITCH, CAPGREEN ILLUMINATION; Switch function type:Momentary; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Colour:Green; Current, switching DC max:175mA; Depth, behind panel:13mm; IP
Vandal Resistant Switch
CONNECTOR ACCESSORY
MSMLA SWITCH,250V,22 MM,ILLUM-BLUE
MCORE GPS CONTROLLER
CIT SWTICH


	File Size	150.40K  / 
						2 Page	 
	

						Maker	
						

						 Electronic Theatre Controls, Inc. 
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 			 Full text search : SUPER MK RELAY MSM19 RI SF 5 A @125VAC BL 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 MS3108A24-10S 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Vandal Resistant Pushbutton Switch; Actuator Diameter:15.8mm; Circuitry:SPST-NO SPST-NC; Switch Operation:(On); Contact Current Max:0.1A 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Panel Kit; Contents Of Kit:Top panel; For Use With:R-120 Protective equipment case 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 Switching capacity 16A, Small size suitable for high density mounting, PC board mounting, UL/CUL certified 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证 AB 9C 6#16 3#12 SKT PLUG AUTO  ADC 32K FLASH MSM22 PI SF 5A@030VDC BL SWITCH 250 V,GN PT ILL, 19 MM ; Switch function type: PUSH-BUTTON; Voltage, contact AC max:250V; Voltage, contact DC max:250V; Temp, op. max:85(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Length / Height, BATTERY CLIP Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-120 Protective equipment case O RING FOR R120 BOX Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-300 Protective equipment case AB 4C 2#8 2#16 ANGLE PIN PLUG SWITCH, CAPACITIVE UNDERGLASSSWITCH, CAPACITIVE UNDERGLASS; Switch function type:Momentary; Voltage, contact DC max:24V; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Length / Height, external:4mm; Width, SWITCH, CAPACITIVE RED ILLUMINATIONSWITCH, CAPACITIVE RED ILLUMINATION; Switch function type:3 wire NPN; Temp, op. max:85(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; Colour:Red; Current, supply:20mA; SWITCH, CAPGREEN ILLUMINATIONSWITCH, CAPGREEN ILLUMINATION; Switch function type:Momentary; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Colour:Green; Current, switching DC max:175mA; Depth, behind panel:13mm; IP Vandal Resistant Switch CONNECTOR ACCESSORY MSMLA SWITCH,250V,22 MM,ILLUM-BLUE MCORE GPS CONTROLLER CIT SWTICH   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	NTE30115 	LED − Triple Color 5mm Super Fresh Red/Super Green/Super Blue
	NTE Electronics

	RIF-2-RSC-LV-120AC 	Pre-assembled relay module with screw connection, consisting of: relay base, power contact relay, plug-in display/interference suppression module, and retaining bracket.
	PHOENIX CONTACT

	PS7801C-1A-F3-A PS7801C-1A-F3 PS7801C-1A-A 	TRANSISTOR OUTPUT SOLID STATE RELAY, 500 V ISOLATION-MAX
4-PIN ULTRA SMALL FLAT-LEAD, SUPER LOW OUTPUT CAPACITANCE, 1-ch Optical Coupled MOS FET
	NEC

	RIF-0-RSC-24DC 	Pre-assembled relay module with screw connection, consisting of: relay base with ejector and multi-layer gold contact relay. Contact type: 1 N/O contact. Input voltage: 24 V DC
	PHOENIX CONTACT

	731XXX110AC 731ZXX230AC 731ZXX24DC 731ZXX12DC 731Z	RELAY SPNO 110VAC
RELAY SPCO 24VDC
RELAY SPCO 12VDC
Dual/Quad/Single, High-Speed, Ultra-Low-Power, Single-Supply TTL Comparators 继电器SPNO北京中立
	RECOM Electronic GmbH

	ARE13A03Z 	2.6GHz Relay, 1 Form C, 0.5A 30VDC Relay, 75ohms, SMD RF RELAY, SPDT, MOMENTARY, 0.067A (COIL), 3VDC (COIL), 200mW (COIL), 0.01A (CONTACT), 24VDC (CONTACT), 2600MHz, SURFACE MOUNT-STRAIGHT
	Panasonic, Corp.

	LG5411-NR LG5411-Q LG5411-QT LG5411-R LG5411-S LO5	5 mm T1 3/4 LED/ Non Diffused Super-Bright LED
SUPERBRIGHT T1(5mm) LED LAMP
5 mm T1 3/4 LED / Non Diffused Super-Bright LED
5 mm T1 3/4 LED Non Diffused Super-Bright LED
5 mm T1 3/4 LED, Non Diffused Super-Bright LED 5毫米T1 3 / 4的LED，非扩散超高亮度发光二极
5 mm T1 3/4 LED, Non Diffused Super-Bright LED T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
	http://
SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	MIC5156 MIC5156-3.3BM MIC5156-3.3BN MIC5156-5.0BM 	Super LDO?/a> Regulator Controller
Super LDO⑩ Regulator Controller
Super LDORegulator Controller
Super LDO Regulator Controller(瓒????樊绋冲??ㄦ??跺?)
Replaced by PTN78060W :
	MICREL[Micrel Semiconductor]
Micrel Semiconductor,Inc.
MICREL INC

	PVA33 	Photovoltaic Relay Microelectronic Power IC Relay Single-Pole, 130mA, 0-300V AC/DC
	http://
International Rectifier

	PT3S7TD0 PT5S8LB2 PT5S7SB5 PT5S7TD0 PT5S7LB2 PT5S7	Relay package consisting of PT relay, DIN-rail socket, plastic
	Tyco Electronics
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