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			 Related Part Number
	
					PART	Description	Maker
	TC54VC1101ECBTR TC54VC1101ECTTR TC54VC1101EMBTR TC	Voltage detector, Nch open drain, 4.1V,  /-1%
Voltage detector, Nch open drain, 4.0V,  /-1%
Voltage detector, Nch output, 2.1V,  /-1%
Voltage detector, Nch open drain, 2.0V,  /-1%
Voltage detector, Nch output, 6.0V,  /-2%
Voltage detector, Nch open drain, 6.0V,  /-1%
Voltage detector, Nch output, 5.0V,  /-1%
Voltage detector, Nch open drain, 7.3V,  /-2%
Voltage detector, Nch output, 7.2V,  /-2%
Voltage detector, Nch open drain, 7.1V,  /-2%
Voltage detector, Nch output, 6.9V,  /-2%
1-CHANNEL POWER SUPPLY SUPPORT CKT, PSSO3
1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Voltage Detector 电压检测器
Voltage detector, Nch output, 1.8V,  /-1%
Voltage detector, Nch open drain, 1.8V,  /-1%
Voltage detector, Nch open drain, 7.0V,  /-2%
Voltage detector, Nch output, 7.0V,  /-2%
Voltage detector, Nch output, 7.1V,  /-2%
Voltage detector, Nch open drain, 7.2V,  /-2%
Voltage detector, Nch output, 7.3V,  /-2%
Voltage detector, Nch open drain, 5.0V,  /-1%
Voltage detector, Nch output, 2.0V,  /-1%
Voltage detector, Nch open drain, 2.1V,  /-1%
Voltage detector, Nch output, 4.0V,  /-1%
	http://
MICROCHIP[Microchip Technology]
Microchip Technology Inc.
Microchip Technology, Inc.

	MA8121K 	On-Chip Clock Source to replace external 12Mhz external crystal Integrated 5V to 3.3V/1.8V Voltage Regulator
	List of Unclassifed Man...

	MAX8211IPA MAX8212CTY/HR MAX8211CTY/HR MAX8211MJA/	Voltage Detector 1-CHANNEL POWER SUPPLY SUPPORT CKT, UUC5
Voltage Detector 电压检测器
	Maxim Integrated Products, Inc.

	1SV230 	FILTER, INLET, IEC, 6A, DPST; Voltage rating, AC:250V; Current rating:6A; Phases, No. of:1; Length / Height, external:24mm; Width, external:57.5mm
VARIABLE CAPACITANCE DIODE (CATV CONVERTER 1st OSC TUNING)
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	R3111Q091A R3111Q091A-T1 R3111Q091A-TR R3111Q091A-	Low voltage detector. Detector threshold (-Vdet) 5.5V. Output type: CMOS. Standard taping specification TR
Low voltage detector. Detector threshold (-Vdet) 4.4V. Output type: Nch open drain. Standard taping specification TR
Low voltage detector. Detector threshold (-Vdet) 3.8V. Output type: Nch open drain. Standard taping specification TR
LOW VOLTAGE DETECTOR R3111XXX1A/C SERIES
Low voltage detector. Detector threshold (-Vdet) 3.8V. Output type: CMOS. Standard taping specification TR
Low voltage detector. Detector threshold (-Vdet) 4.4V. Output type: CMOS. Standard taping specification TR
Low voltage detector. Detector threshold (-Vdet) 5.6V. Output type: CMOS. Standard taping specification TR
	RICOH[RICOH electronics devices division]

	E.FL-R-SMT E.FL-LP-040 E.FL-LP-066 E.FL-LR-SMT E.F	DISPLAY   BUTTONSDISPLAY   BUTTONS; Depth, external:21mm; Length / Height, external:86.5mm; Width, external:86.5mm 大肠杆菌佛罗里达州同轴连接器与世界上最小的足迹
IP65 DISPLAY REPEATER FOR EASY 800 ; 大肠杆菌佛罗里达州同轴连接器与世界上最小的足迹
CPU WITHOUT NETWORKCPU WITHOUT NETWORK; Depth, external:29.5mm; Length / Height, external:90mm; Width, external:107.5mm
CPU WITH NETWORKCPU WITH NETWORK; Depth, external:29.5mm; Length / Height, external:90mm; Width, external:107.5mm
CABLE ; Connector type A:MFD-Titan; Connector type B:MFD-Titan; Length, lead:5m
E.FL Coaxial Connectors with World Smallest Footprint
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	HSMS-B2825 HSMS-B2825-TR2G HSMS-2820-BLKG HSMS-282	HSMS-282P · RF mixer/detector diode
HSMS-282K · RF mixer/detector diode
Surface Mount RF Schottky Barrier Diodes
HSMS-282F · RF mixer/detector diode
HSMS-2829 · RF mixer/detector diode
HSMS-282R · RF mixer/detector diode
HSMS-2825 · RF mixer/detector diode
HSMS-2823 · RF mixer/detector diode
HSMS-2822 · RF mixer/detector diode
HSMS-2824 · RF mixer/detector diode
HSMS-2820 · RF mixer/detector diode
HSMS-282L · RF mixer/detector diode
	Agilent(Hewlett-Packard...
http://
HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)

	BTB16-600BRG BTB16-600BW BTB16-600BWRG BTB16-600C 	16A TRIACS
ROTARY LEVER, SQUARE; Approval Bodies:BEAB, CSA, VDE, UL; Colour:Black; Current, contact @ contact voltage AC max:6A; Depth, external:42mm; IP rating:IP65; Length / Height, external:18mm; Material, contact:Silver; Operations, RoHS Compliant: Yes
16 A Triac
	??????浣?
ST Microelectronics
STMicroelectronics
意法半导

	MB3828PFV-G-BND 	BOX, POLYCARBONATE IP67 CLEAR LIDBOX, POLYCARBONATE IP67 CLEAR LID; Length / Height, external:65mm; Width, external:230mm; Depth, external:80mm; Material:Polycarbonate; Colour:Grey; Approval Bodies:GL, CSA, Fimko, Gost R, EN 50298
Pentium DC/DC Converter IC
	Fujitsu Limited
Fujitsu Component Limited.

	3602 	Enclosure; Enclosure Material:Aluminum; External Height:3"; External Width:2.63"; External Depth:1.65"; Enclosure Color:Blue; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
	POMONA ELECTRONICS

	MIT-5A116 5A116 	MCCB, 200A, 50KA, 3P, MOTOR PROTECT; Voltage rating, AC:415V ac; Current rating:200A; Poles, No. of:3; Current, breaking capacity AC:50kA; Mounting type:DIN Rail; Length / Height, external:145mm; Width, external:90mm; Depth, RoHS Compliant: Yes
Interrupters (Optical Switch)
SLOTTED PHOTOINTERRUPTER
	Unity Opto Technology
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