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			SP5730AKGMP1S - RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Panel Flanged Jack RoHS Compliant: Yes PLL FREQUENCY SYNTHESIZER, 1300 MHz, PDSO16 RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Bulkhead Jack RoHS Compliant: Yes PLL FREQUENCY SYNTHESIZER, 1300 MHz, PDSO16 1.3 GHz Low Phase Noise Frequency Synthesiser PLL FREQUENCY SYNTHESIZER, 1300 MHz, PDSO16 
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	Description	RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Panel Flanged Jack RoHS Compliant: Yes PLL FREQUENCY SYNTHESIZER, 1300 MHz, PDSO16 
 RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Bulkhead Jack RoHS Compliant: Yes PLL FREQUENCY SYNTHESIZER, 1300 MHz, PDSO16
1.3 GHz Low Phase Noise Frequency Synthesiser PLL FREQUENCY SYNTHESIZER, 1300 MHz, PDSO16
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			 Related Part Number
	
					PART	Description	Maker
	R694251117 	RF/Coaxial Connector; RF Coax Type:Subminiature; Body Style:Right Angle Plug; Leaded Process Compatible:Yes RoHS Compliant: Yes
	RADIALL S A

	SP5730A_KG_MP1S SP5730A_KG_MP1T SP5730A_KG_MP2S SP	RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Panel Flanged Jack RoHS Compliant: Yes PLL FREQUENCY SYNTHESIZER, 1300 MHz, PDSO16
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Bulkhead Jack RoHS Compliant: Yes PLL FREQUENCY SYNTHESIZER, 1300 MHz, PDSO16
1.3 GHz Low Phase Noise Frequency Synthesiser PLL FREQUENCY SYNTHESIZER, 1300 MHz, PDSO16
	Zarlink Semiconductor, Inc.
Infineon Technologies AG
Zarlink Semiconductor Inc.

	09N4268 	RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Straight Jack; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
	Electronic Theatre Controls, Inc.

	ZM33064 ZM33064C ZM33064G ZM33064N8 	RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:8, 9, 87A, 213, 214, 225; Body Material:Brass; Body Plating:Nickel; Connector Retention Style:Clamp RoHS Compliant: Yes
SUPPLY VOLTAGE MONITOR
	ZETEX[Zetex Semiconductors]
http://

	PCN10-90S-2.54WA PCN10-90S-2.54WB PCN10-50S-2.54WB	Product Compliant to DIN41612/IEC603-2 Standard 产品符合标准的DIN41612/IEC603-2
KPT 6C 6#20 PIN PLUG
KPT 6C 6#20 SKT PLUG
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:N Jack RoHS Compliant: Yes
CAP 220PF 50V CERAMIC MONO 5%
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
KPT 18C 18#20 SKT PLUG
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Panel Flanged Jack; Series:SMA RoHS Compliant: Yes
	http://
HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.

	BYW52 BYW53 BYW56 BYW55 BYW54 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes 硅梅萨整流器
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Low-Loss Serial Analog & Digital Video Coax Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid RoHS Compliant: Yes 硅梅萨整流器
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Low-Loss Serial Analog & Digital Video Coax Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor
From old datasheet system
Silicon Mesa Rectifiers
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
Vishay Telefunken

	MDR200A50 MDR200A40 MDR200A30 MDF200A50 MDF200A40 	BNC (M) TO F (F) ADAPTER
BNC (F) TO TNC (M) ADAPTER
RF/Coaxial Connector; RF Coax Type:QMA; Contact Termination:Press-Fit; Impedance:50ohm; Body Style:Straight Jack; Body Material:Brass; Body Plating:White Bronze Over Nickel; Connector Mounting:PC Board RoHS Compliant: Yes
DIODE MODULE
From old datasheet system
DIODE(NON-ISOLATED TYPE)
Diode with flat mounting base which is designed for use in various rectifier applications, 200A, 500V
	SANREX[SanRex Corporation]

	NJU7091 NJU7091A NJU7092A NJU7093A NJU709XAF 	RF/Coaxial Connector Adapter; RF Coax Type:N; Contact Termination:Crimp; Body Style:Right Angle Adapter, Plug-Jack; Approval Categories:UG-29A/U; Body Plating:Nickel RoHS Compliant: Yes 低功耗和低失调电压小单的C - MOS运算放大
3-V Precision Micropower Shunt Voltage Reference, 0.5% accuracy 3-SOT-23 -40 to 85
LOW-POWER AND LOW-OFFSET-VOLTAGE TINY SINGLE C-MOS OPERATIONAL AMPLIFIER
	New Japan Radio Co., Ltd.
NJRC[New Japan Radio]

	U10A20 U10A05 U10A10 U10A15 U10.05 	FAST RECTIFIERS(10A,50-200V)
FAST RECTIFIERS(10A/50-200V)
NON MAGNETIC MMCX R/A PCB (F)
RF/Coaxial Connector; RF Coax Type:MCX; Impedance:50ohm; Body Style:Straight Plug; Body Plating:Gold; Mounting Type:PCB Thru Hole RoHS Compliant: Yes
	MOSPEC[Mospec Semiconductor]
MOSPEC SEMICONDUCTOR CORP.

	PZM5.6N PZM51N PZM30N PZM68N PZM22N PZM2.7N PZM39N	   Voltage regulator diodes
Voltage regulator diodes 43 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 24 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 6.8 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 2.4 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 4.7 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 6.2 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 5.1 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 稳压二极
Voltage regulator diodes 3 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:6, Belden 9248, 1694A RoHS Compliant: Yes
BNC RECEPTACLE RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:TNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:174, 188, 316 RoHS Compliant: Yes
Voltage Regulator  Diodes(稳压二极
BNC Adapter; Body Style:Right Angle Bulkhead Adapter, Jack-Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
	Renesas Electronics, Corp.
NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]
http://

	BNC-P-3-CF BNC-P-58U-NI-CF BNC-P-3-NICAU-CF BNC-P-	BNC style connector is one of the most popular 50 Ω coaxial connector.
	DDK Ltd.

	R141277000 R141082000 	The BNC connector, the most popular coaxial connector series in the world, features a two--pin bayonet coupling system for quick and reliable engagement and disengagement.
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