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			C-13-DFB25-P-S2 - 1310nm 2.5G MQW-DFB Laser Diode Module FIBER OPTIC DFB LASER MODULE EMITTER, 1295-1325nm, 2500Mbps, THROUGH HOLE MOUNT, FC CONNECTOR HERMETIC SEALED PACKAGE-4 FIBER OPTIC DFB LASER MODULE EMITTER, 1295-1325nm, 2500Mbps, THROUGH HOLE MOUNT HERMETIC SEALED PACKAGE-4 FIBER OPTIC DFB LASER MODULE EMITTER, 1295-1325nm, 2500Mbps, PANEL MOUNT, ST CONNECTOR FIBER OPTIC DFB LASER MODULE EMITTER, 1295-1325nm, 2500Mbps, FC CONNECTOR FIBER OPTIC DFB LASER MODULE EMITTER, 1295-1325nm, 2500Mbps, MU/APC CONNECTOR 
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	Part No.	C-13-DFB2.5-P-S2 C-13-DFB2.5-P-SFC2 C-13-DFB2.5-P-SFCH C-13-DFB2.5-P-SFCL C-13-DFB2.5-P-SFCM C-13-DFB2.5-P-SH C-13-DFB2.5-P-SL C-13-DFB2.5-P-SLC2 C-13-DFB2.5-P-SLCH C-13-DFB2.5-P-SLCL C-13-DFB2.5-P-SLCM C-13-DFB2.5-P-SM C-13-DFB2.5-P-SMU2 C-13-DFB2.5-P-SMUH C-13-DFB2.5-P-SMUL C-13-DFB2.5-P-SMUM C-13-DFB2.5-P-SSC2 C-13-DFB2.5-P-SSCH C-13-DFB2.5-P-SSCL C-13-DFB2.5-P-SSCM C-13-DFB2.5-P-SST2 C-13-DFB2.5-P-SSTH C-13-DFB2.5-P-SSTL C-13-DFB2.5-P-SSTM C-13-DFB2.5-PB-S2 C-13-DFB2.5-PB-SFC2 C-13-DFB2.5-PB-SFCH C-13-DFB2.5-PB-SFCL C-13-DFB2.5-PB-SFCM C-13-DFB2.5-PB-SH C-13-DFB2.5-RD-SMUM  

	Description	1310nm 2.5G MQW-DFB Laser Diode Module 
 FIBER OPTIC DFB LASER MODULE EMITTER, 1295-1325nm, 2500Mbps, THROUGH HOLE MOUNT, FC CONNECTOR HERMETIC SEALED PACKAGE-4
FIBER OPTIC DFB LASER MODULE EMITTER, 1295-1325nm, 2500Mbps, THROUGH HOLE MOUNT HERMETIC SEALED PACKAGE-4
FIBER OPTIC DFB LASER MODULE EMITTER, 1295-1325nm, 2500Mbps, PANEL MOUNT, ST CONNECTOR
FIBER OPTIC DFB LASER MODULE EMITTER, 1295-1325nm, 2500Mbps, FC CONNECTOR
FIBER OPTIC DFB LASER MODULE EMITTER, 1295-1325nm, 2500Mbps, MU/APC CONNECTOR
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			 Related Part Number
	
					PART	Description	Maker
	NX8562LB646-BA NX8562LF646-BA NX8562LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.56 nm. Frequency 191.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1596.33 nm. Frequency 187.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1580.35 nm. Frequency 189.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1585.36 nm. Frequency 189.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.89 nm. Frequency 187.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1594.64 nm. Frequency 188.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1595.48 nm. Frequency 187.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.85 nm. Frequency 190.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1608.32 nm. Frequency 186.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1600.60 nm. Frequency 187.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1565.49 nm. Frequency 191.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.13 nm. Frequency 191.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1609.19 nm. Frequency 186.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1562.23 nm. Frequency 191.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1563.04 nm. Frequency 191.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1603.16 nm. Frequency 187.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1610.05 nm. Frequency 186.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1572.06 nm. Frequency 190.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1573.71 nm. Frequency 190.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1543.73 nm. Frequency 194.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1535.82 nm. Frequency 195.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1588.72 nm. Frequency 188.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1554.94 nm. Frequency 192.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1557.36 nm. Frequency 192.50 THz. Anode ground. FC-PC connector.
	NEC

	NX8304CE-CC NX8304BE-CC NX8304BE 	NECs 1310 nm InGaAsP MQW-DFB LASER DIODE
InGaAsP MQW-DFB LASER DIODE IN COAXIAL PACKAGE FOR FIBER OPTIC COMMUNICATIONS
	CEL[California Eastern Labs]
http://

	NX8300CE-CC NX8300BE-CC NX8300BE 	NECs 1310 nm InGaAsP MQW-DFB LASER DIODE
InGaAsP MQW DFB LASER DIODE IN COAXIAL PACKAGE FOR 2.5 Gb/s APPLICATION
	CEL[California Eastern Labs]
http://

	NX6508GK51 NX6508GH47 NX6508GH51 NX6508GH59 NX6508	InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1510 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1470 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1590 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1570 nm (typ).
InGaAsP MQW-DFB laser diode for 2.5 Gb/s, CWDM applications. Wavelength 1490 nm (typ).
	NEC

	C-13-DFB10-TJ-SLC2I C-13-DFB10-TJ-SSC2I C-13-DFB10	FIBER OPTIC DFB LASER MODULE EMITTER, 1295-1325nm, 10000Mbps, THROUGH HOLE MOUNT, TO-18, LC CONNECTOR
10Gbps 1310 nm MQW-DFB Laser Diode Module-TOSA
	Source Photonics, Inc.

	KLT-231444 	1310nm InGaAsP strained MQW 1.25Gbps DFB LD TO CAN
	KODENSHI KOREA CORP.

	KLT-231412 	1310nm InGaAsP strained MQW DFB LD for 1.25G 2.0 TO CAN
	KODENSHI KOREA CORP.

	DL-5320S-VS DL-5310S-VS DL-5310S-HF DL-5310S-HFA D	1550 nm DFB LASER DIODE MODULES UNCOOLED MQW DFB LD WITH PIGTAIL
	Optoway Technology Inc.

	DL-5500-165009 	1650 nm DFB LASER DIODE MODULES UNCOOLED MQW DFB LD WITH RECEPTACLE
	Optoway Technology Inc

	DL-5500-162509 	1625 nm DFB LASER DIODE MODULES UNCOOLED MQW DFB LD WITH RECEPTACLE
	Optoway Technology Inc

	DL-5528SB DL-5528SBS DL-5525SSBS DL-5520ST DL-5520	1550 nm DFB LASER DIODE MODULES UNCOOLED MQW DFB LD WITH RECEPTACLE 1550波长DFB激光器二极管模块致冷与插座量子阱半导体激光器
	Optoway Technology Inc.
Optoway Technology, Inc.

	DL-5100S-CXX0 DL-5128-C270 DL-5128-C290 DL-5128-C3	1270 nm ~ 1610 nm DFB LASER DIODES 2.5 Gbps CWDM MQW-DFB LASER DIODES
	Optoway Technology Inc
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