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			 Related Part Number
	
					PART	Description	Maker
	ADF4360-1BCP ADF4360-1BCPRL ADF4360-1BCPRL7 ADF436	Integrated Synthesizer and VCO TELECOM, CELLULAR, BASEBAND CIRCUIT, QCC24
Integrated Integer-N Synthesizer and VCO - Output Frequency 2050 to 2450
	Analog Devices, Inc.

	HMC512LP5 HMC512LP5E 	MMIC VCO w/ BUFFER AMPLIFIER, 7.1 - 7.9 GHz
MMIC VCO w/ HALF FREQUENCY OUTPUT & DIVIDE-BY-4, 9.6 - 10.8 GHz
	Hittite Microwave Corporation

	ADF4360-4 ADF4360-4BCPRL ADF4360-4BCPRL7 	Integrated Integer-N Synthesizer and VCO - Output Frequency 1450 to 1750
Integrated Synthesizer and VCO
	Analog Devices

	KDV239E 	VCO for UHF Band Radio
VARIABLE CAPACITANCE DIODE SILICON EPITAXIAL PLANAR DIODE(VCO FOR UHF RADIO)
	Korea Electronics (KEC)
KEC[KEC(Korea Electronics)]

	KDV239 	VCO for UHF Band Radio
VARIABLE CAPACITANCE DIODE SILICON EPITAXIAL PLANAR DIODE(VCO FOR UHF RADIO)
	Korea Electronics (KEC)
KEC(Korea Electronics)
KEC Holdings

	VHF3700 VHG1030 	VCO, 3700 MHz - 4200 MHz
VCO, 1030 MHz - 1090 MHz
	TEMEX COMPONENTS

	FAR-M2DB-12M288-F100 FAR-M2DB-27M000-F100 FAR-M2DB	12.288 MHz VCO (Voltage Controlled Oscillator)(M2系列（F100)12.288 MHz电压控制振荡
M2 series (F100) of VCO (Voltage Controlled Oscillator)(M2系列（F100) 27.000 MHz电压控制振荡
M2 series (F100) of VCO (Voltage Controlled Oscillator)(M2系列（F100)14.318 MHz电压控制振荡
12.288 MHz VCO (Voltage Controlled Oscillator)(M2绯诲?锛?100)12.288 MHz?靛??у??????
	Fujitsu Limited
FUJITSU LTD

	BA7042 A5800974 	VCO with sensitivity adjustment function
From old datasheet system
VCO with sensitivity adjustment  function
	ROHM[Rohm]

	IDT54FCT162374ATPFB IDT54FCT162374TPAB IDT54FCT162	FAST CMOS 16-BIT REGISTER (3-STATE)
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.40 to 3.05; Characteristics rs (ohm) max: 1.8; Characteristics C (pF) max: C1 = 2.60 to 2.90 C3 = 0.97 to 1.08; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.35 to 2.55; Characteristics rs (ohm) max: 0.6; Characteristics C (pF) max: C1=6.62 to 7.02 C4=2.60 to 2.95; Characteristics CVR/CVR: 1/4; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.10 to 2.40; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.38 to 7.92 C2.5 = 3.26 to3.58; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 1.680 to 1.750; Characteristics rs (ohm) max: 1.2; Characteristics C (pF) max: C1 = 21.50 to 24.00 C2 = 12.50 to 14.50; Characteristics CVR/CVR: 1/2; Cl: 17; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.43 to 2.57; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.30 to 7.70 C2.5 = 2.90 to 3.18; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.30 to 2.46; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 7.3 to 8.6; Characteristics CVR/CVR: 0.5/2.5; Cl: 7.95; Package: SFP
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.28 to 2.90; Characteristics rs (ohm) max: 1.1; Characteristics C (pF) max: C1 = 2.90 to 3.30 C3 = 1.12 to 1.30; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.02 to 2.26; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 8.55 to 9.45; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.62 min; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C1 = 14.6 to 15.8 C4 = 5.20 to 5.80; Characteristics CVR/CVR: 1/4; Cl: 5.85; Package: EFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 3.0 min; Characteristics rs (ohm) max: 2; Characteristics C (pF) max: C1 = 41.6 to 49.9 C4 = 10.1 to 14.8; Characteristics CVR/CVR: 1/4; Cl: 12.45; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 1.73 to 2.10; Characteristics rs (ohm) max: 0.7; Characteristics C (pF) max: C1 = 2.35 to 2.70 C3 = 1.22 to 1.42; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
	Integrated Device Technology, Inc.

	ZOS-50 	VCO, 25 MHz - 50 MHz CASE BR386
VCO, 25 MHz - 50 MHz ROHS COMPLIANT, CASE BR386
	Mini-Circuits

	CRBV55CL-1032-1088 	VCO
	CRYSTEK CORPORATION
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