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			CY37128VP84-154BAXC - 5V, 3.3V, ISRTM High-Performance CPLDs 5V3.3V，ISRTM高性能的CPLD 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 20 ns, PBGA256 5V, 3.3V, ISRTM High-Performance CPLDs FLASH PLD, 15 ns, PQFP160 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 15 ns, PBGA256 Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 108; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 54.2; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 104; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 80; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 56; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 168; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 80; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 72; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 216; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 72; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 54; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 81.3; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 104; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 108; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 54; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 300; Print width (mm): 219.5; Resistance tolerance (O): 1250; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Ticket or Scale Printers; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; SX Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 28 Vdc, 7 A, Pin Plunger Actuator, Solder Termination, Military Part Number M8805/109-01 BATT SEALED LEAD ACID 12V 20AH BATTERY SEALED LEAD ACID 12V 3AH BATT SEALED LEAD ACID 12V 28AH ADAPTOR NUT/BOLT TO 0.250 TERM 2 #18 PVC FS PVC Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:26; No. Strands x Strand Size:40 x 30; Jacket Material:Polyethylene; Features:French Braid; Temperature Max:60 C; Voltage Nom.:300V; Shielding Coverage:0.95% RoHS Compliant: Yes OSCILLATORS 100PPM -40 85 3.3V 4 10.000MHZ TS HCMOS 2X2.5 4PAD SMD ; Capacitance:2.2pF; Capacitance Tolerance: /- 0.1 pF; Working Voltage, DC:500V; Package/Case:1210; Series:SQ; Dielectric Material:Ceramic; Leaded Process Compatible:Yes; Mounting Type:PCB Surface Mount MCF5282 LOW COST EVAL BO 91SS Series Hall-Effect Linear Position Sensor; Vdc supply voltage CONNECTOR ACCESSORY Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:7 x 24; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester LED Lamp; LED Color:Red/Green; Luminous Intensity:20ucd; Forward Current:20mA; Forward Voltage:2.1V; Color:Red/Green RoHS Compliant: Yes N/ENV STR RLF B/S SZ 12 CAD OD CAP 560PF 50V 5% NP0(C0G) SMD-0603 TR-7-PA CAP 68PF 50V 5% NP0(C0G) SMD-0603 TR-7-PA Aluminum Electrolytic Radial Leaded General Purpose Capacitor; Capacitance: 33uF; Voltage: 16V; Case Size: 25x50 mm; Packaging: Bulk BK PRECISION DUAL OUTPUT ISOLATION TRANSFORMER, POWER REQUIREMENTS: 105-130 VAC, 60 HZ, OUTPUT POWER RATING: DIRECT: 500 VA CONTINUOUS, ISOLATED: 350 VA CONTINUOUS, 500 VA INTERMITTENT D52 - BACKSHELL NON-ENVIRON STRT MIL Multiple Conductor Wire; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester 0-20V, 0-50A High Power Switching Power Supply w/GPIB ADAPTER 8-GANG FOR BK845-ND V.3V，ISRTM高性能的CPLD 5V, 3.3V, ISRTM High-Performance CPLDs V.3V，ISRTM高性能的CPLD 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQFP44 5V, 3.3V, ISRTM High-Performance CPLDs V3.3V，ISRTM高性能的CPLD Displays V.3V，ISRTM高性能的CPLD 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 15 ns, PQFP208 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQCC84 5V, 3.3V, ISRTM High-Performance CPLDs V.3V，ISRTM高性能CPLD 5V, 3.3V, ISRTM High-Performance CPLDs 5V.3V，ISRTM高性能的CPLD 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQCC44 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 10 ns, PQCC84 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 10 ns, CQFP160 TEST LEADS 5A V.3V，ISRTM高性能的CPLD THERMOCOUPLE PROBE-2945 V.3V，ISRTM高性能的CPLD    5V, 3.3V, ISRTM High-Performance CPLDs 
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	Part No.	CY37128VP84-154BAXC CY37384VP208-167BAXC CY37064VP100-100AI CY37064VP100-100ACT CY3732VP100-100AXC CY37256VP100-100BAXC CY37256VP100-100AXC CY37384VP100-100AXC CY3764VP100-100AXC CY37064VP100-100AXI CY37064VP100-100AXC CY37384VP44-66BGXC CY37256VP256-167BAXC 5962-9951902QYA 5962-9951901QYA 5962-9952301QZC 5962-9952401QZC 5962-9952001QYA 5962-9952501QZC 5962-9952101QYA 5962-9952302QZC 5962-9952102QYA 5962-9952201QYA CY3732VP48-66YXC CY3732VP48-66UXC CY3764VP48-66YXC CY37128VP48-66UXC CY3764VP48-66UXC CY37128VP48-66YXC CY37256P208-83NC CY37512P208-83NC  

	Description	5V, 3.3V, ISRTM High-Performance CPLDs 5V3.3V，ISRTM高性能的CPLD 
 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 20 ns, PBGA256
5V, 3.3V, ISRTM High-Performance CPLDs FLASH PLD, 15 ns, PQFP160
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 15 ns, PBGA256
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 108; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 54.2; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 104; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 80; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 56; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 168; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 80; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 72; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 216; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 72; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 54; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 81.3; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 104; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 108; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 54; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 300; Print width (mm): 219.5; Resistance tolerance (O): 1250; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Ticket or Scale Printers; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
SX Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 28 Vdc, 7 A, Pin Plunger Actuator, Solder Termination, Military Part Number M8805/109-01
BATT SEALED LEAD ACID 12V 20AH
BATTERY SEALED LEAD ACID 12V 3AH
BATT SEALED LEAD ACID 12V 28AH
ADAPTOR NUT/BOLT TO 0.250 TERM
2 #18 PVC FS PVC
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:26; No. Strands x Strand Size:40 x 30; Jacket Material:Polyethylene; Features:French Braid; Temperature Max:60 C; Voltage Nom.:300V; Shielding Coverage:0.95% RoHS Compliant: Yes
OSCILLATORS 100PPM -40 85 3.3V 4 10.000MHZ TS HCMOS 2X2.5 4PAD SMD
; Capacitance:2.2pF; Capacitance Tolerance: /- 0.1 pF; Working Voltage, DC:500V; Package/Case:1210; Series:SQ; Dielectric Material:Ceramic; Leaded Process Compatible:Yes; Mounting Type:PCB Surface Mount
MCF5282 LOW COST EVAL BO
91SS Series Hall-Effect Linear Position Sensor; Vdc supply voltage
CONNECTOR ACCESSORY
Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:7 x 24; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester
LED Lamp; LED Color:Red/Green; Luminous Intensity:20ucd; Forward Current:20mA; Forward Voltage:2.1V; Color:Red/Green RoHS Compliant: Yes
N/ENV STR RLF B/S SZ 12 CAD OD
CAP 560PF 50V 5% NP0(C0G) SMD-0603 TR-7-PA
CAP 68PF 50V 5% NP0(C0G) SMD-0603 TR-7-PA
Aluminum Electrolytic Radial Leaded General Purpose Capacitor; Capacitance: 33uF; Voltage: 16V; Case Size: 25x50 mm; Packaging: Bulk
BK PRECISION DUAL OUTPUT ISOLATION TRANSFORMER, POWER REQUIREMENTS: 105-130 VAC, 60 HZ, OUTPUT POWER RATING: DIRECT: 500 VA CONTINUOUS, ISOLATED: 350 VA CONTINUOUS, 500 VA INTERMITTENT
D52 - BACKSHELL NON-ENVIRON STRT MIL
Multiple Conductor Wire; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester
0-20V, 0-50A High Power Switching Power Supply w/GPIB
ADAPTER 8-GANG FOR BK845-ND V.3V，ISRTM高性能的CPLD
5V, 3.3V, ISRTM High-Performance CPLDs V.3V，ISRTM高性能的CPLD
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQFP44
5V, 3.3V, ISRTM High-Performance CPLDs V3.3V，ISRTM高性能的CPLD
Displays V.3V，ISRTM高性能的CPLD
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 15 ns, PQFP208
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQCC84
5V, 3.3V, ISRTM High-Performance CPLDs V.3V，ISRTM高性能CPLD
5V, 3.3V, ISRTM High-Performance CPLDs 5V.3V，ISRTM高性能的CPLD
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQCC44
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 10 ns, PQCC84
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 10 ns, CQFP160
TEST LEADS 5A V.3V，ISRTM高性能的CPLD
THERMOCOUPLE PROBE-2945 V.3V，ISRTM高性能的CPLD
   5V, 3.3V, ISRTM High-Performance CPLDs
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 			 Full text search : 5V, 3.3V, ISRTM High-Performance CPLDs 5V3.3V，ISRTM高性能的CPLD 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 20 ns, PBGA256 5V, 3.3V, ISRTM High-Performance CPLDs FLASH PLD, 15 ns, PQFP160 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 15 ns, PBGA256 Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 108; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 54.2; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 104; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 80; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 56; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 168; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 80; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 72; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 216; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 72; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 54; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 81.3; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 104; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 108; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 54; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 300; Print width (mm): 219.5; Resistance tolerance (O): 1250; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; Printheads for Ticket or Scale Printers; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24; SX Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 28 Vdc, 7 A, Pin Plunger Actuator, Solder Termination, Military Part Number M8805/109-01 BATT SEALED LEAD ACID 12V 20AH BATTERY SEALED LEAD ACID 12V 3AH BATT SEALED LEAD ACID 12V 28AH ADAPTOR NUT/BOLT TO 0.250 TERM 2 #18 PVC FS PVC Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:26; No. Strands x Strand Size:40 x 30; Jacket Material:Polyethylene; Features:French Braid; Temperature Max:60 C; Voltage Nom.:300V; Shielding Coverage:0.95% RoHS Compliant: Yes OSCILLATORS 100PPM -40 85 3.3V 4 10.000MHZ TS HCMOS 2X2.5 4PAD SMD ; Capacitance:2.2pF; Capacitance Tolerance: /- 0.1 pF; Working Voltage, DC:500V; Package/Case:1210; Series:SQ; Dielectric Material:Ceramic; Leaded Process Compatible:Yes; Mounting Type:PCB Surface Mount MCF5282 LOW COST EVAL BO 91SS Series Hall-Effect Linear Position Sensor; Vdc supply voltage CONNECTOR ACCESSORY Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:7 x 24; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester LED Lamp; LED Color:Red/Green; Luminous Intensity:20ucd; Forward Current:20mA; Forward Voltage:2.1V; Color:Red/Green RoHS Compliant: Yes N/ENV STR RLF B/S SZ 12 CAD OD CAP 560PF 50V 5% NP0(C0G) SMD-0603 TR-7-PA CAP 68PF 50V 5% NP0(C0G) SMD-0603 TR-7-PA Aluminum Electrolytic Radial Leaded General Purpose Capacitor; Capacitance: 33uF; Voltage: 16V; Case Size: 25x50 mm; Packaging: Bulk BK PRECISION DUAL OUTPUT ISOLATION TRANSFORMER, POWER REQUIREMENTS: 105-130 VAC, 60 HZ, OUTPUT POWER RATING: DIRECT: 500 VA CONTINUOUS, ISOLATED: 350 VA CONTINUOUS, 500 VA INTERMITTENT D52 - BACKSHELL NON-ENVIRON STRT MIL Multiple Conductor Wire; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester 0-20V, 0-50A High Power Switching Power Supply w/GPIB ADAPTER 8-GANG FOR BK845-ND V.3V，ISRTM高性能的CPLD 5V, 3.3V, ISRTM High-Performance CPLDs V.3V，ISRTM高性能的CPLD 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQFP44 5V, 3.3V, ISRTM High-Performance CPLDs V3.3V，ISRTM高性能的CPLD Displays V.3V，ISRTM高性能的CPLD 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 15 ns, PQFP208 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQCC84 5V, 3.3V, ISRTM High-Performance CPLDs V.3V，ISRTM高性能CPLD 5V, 3.3V, ISRTM High-Performance CPLDs 5V.3V，ISRTM高性能的CPLD 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQCC44 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 10 ns, PQCC84 5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 10 ns, CQFP160 TEST LEADS 5A V.3V，ISRTM高性能的CPLD THERMOCOUPLE PROBE-2945 V.3V，ISRTM高性能的CPLD    5V, 3.3V, ISRTM High-Performance CPLDs   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ULN2005 ULN2003 ULN2003L ULN2005A ULN2005L ULN2003	HIGH-VOLTAGE, HIGH-CURRENT DARLINGTON ARRAYS 高电压，大电流达林顿阵列
Flash Memory IC; Memory Size:64Mbit; Access Time, Tacc:90ns; Package/Case:48-TSOP; Supply Voltage Max:3V; Leaded Process Compatible:Yes; Peak Reflow
High Voltage / High Current Darlington Transistor Arrays
HIGH-VOLTAGE/ HIGH-CURRENT DARLINGTON ARRAYS
(ULN2001A - ULN2005A) High Voltage / High Current Darlington Arrays
500 mA, 50 V, 7 CHANNEL, NPN, Si, SMALL SIGNAL TRANSISTOR
	List of Unclassifed Man...
Electronic Theatre Controls, Inc.
Sprague Electric
ETC[ETC]
List of Unclassifed Manufacturers
VISHAY SPRAGUE

	2SC4738 	High voltage and high current:VCE=50V,IC=150mA(Max.) High hFE: =120 to 700
	TY Semiconductor Co., L...

	C10322D 	Flat panel sensor High sensitivity, high-speed frame rate, high resolution
	Hamamatsu Corporation

	MT5400-UV-HP 	Dimension in mm High power, high-speed, narrow beam angle, high reliablitiy
	Marktech Corporate

	FJP5021NBSP FJP5021 FJP5021Y FJP5021RTU FJP5021RVT	NPN Silicon Transistor
High Voltage and High Reliability
From old datasheet system
High Speed Switching : tF = 0.1μs (Typ.)
	FAIRCHILD[Fairchild Semiconductor]

	S3LP507L S3LP807L S3LP156L S3HP807L S3HP156L S3HP1	Surface Mount LC Filters
High reliability part. For price, availability and ordering contact Coilcraft Critical Products, cp@coilcraft.com 30 MHz, HIGH PASS FILTER
LC filter, high pass, SMT, RoHS 800 MHz, HIGH PASS FILTER
LC filter, high pass, SMT, RoHS 300 MHz, HIGH PASS FILTER
LC filter, high pass, SMT, RoHS 60 MHz, HIGH PASS FILTER
LC filter, high pass, SMT, RoHS 500 MHz, HIGH PASS FILTER
LC filter, high pass, SMT, RoHS 15 MHz, HIGH PASS FILTER
LC filter, low pass, SMT, RoHS 1000 MHz, LOW PASS FILTER
	Coilcraft lnc.
http://
Coilcraft, Inc.

	LTC4440-5 	High Speed, High Voltage, High Side Gate Driver
	linear

	2N3725 	HIGH VOLTAGE, HIGH CURRENT, HIGH SPEED, NPN SWITCHING
	Seme LAB

	CXOMHT 	High Temperature/High Stability/Fast Start-up/High Shock
	STATEK CORPORATION

	DPPS16D56K-F DPPS10D12K-F DPPS10D15K-F DPPS10D18K-	High Voltage, High Frequency, Ultra High Peak Currents
	Cornell Dubilier Electr...
http://
Cornell Dubilier Electronics

	FD1500AV-90 	MITSUBISHI HIGH-FREQUENCY RECTIFIER DIODES HIGH POWER, HIGH FREQUENCY, PRESS PACK TYPE
600 A AC/DC CLAMP-ON DMM,TRMS RoHS Compliant: NA
HIGH POWER/ HIGH FREQUENCY/ PRESS PACK TYPE
	MITSUBISHI[Mitsubishi Electric Semiconductor]
Mitsubishi Electric Corporation

	2SC2614 	HIGH VOLTAGE, HIGH SPEED AND HIGH POWER SWITCHING
	Unknow
ETC[ETC]
List of Unclassifed Manufacturers



				
	 
	 Related keyword From Full Text Search System
	

					
						CY37128VP84-154BAXC operation	
						CY37128VP84-154BAXC Megabit	
						CY37128VP84-154BAXC 中文	
						CY37128VP84-154BAXC for sale	
						CY37128VP84-154BAXC atmel
	
						CY37128VP84-154BAXC Collector	
						CY37128VP84-154BAXC mode	
						CY37128VP84-154BAXC 参数比较	
						CY37128VP84-154BAXC Dropout	
						CY37128VP84-154BAXC Technolog


				
	 



		 


	
		
Price & Availability of CY37128VP84-154BAXC 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.25958299636841















