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			 Related Part Number
	
					PART	Description	Maker
	ISL55001IBZ-T13 	High Supply Voltage 220MHz Unity-Gain Stable Operational Amplifier
	Intersil Corporation

	LT1815 LT1815IS5 LT1815IS6 LT1815IS8 LT1816CS8 LT1	Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current
6.5mA, 220MHz, 1500V/us Operation Amplifier with Programmable Current
Single/Dual/Quad 220MHz, 1500V/us Operational Amplifiers with Programmable Supply Current
	LINER[Linear Technology]

	LT1815 	6.5mA, 220MHz, 1500V/μs,Low Power,Operational Amplifier with Programmable Current(6.5mA, 220MHz, 1500V/μs 低功单路电流可编程运算放大器)
	Linear Technology Corporation

	ICTE10 ICTE10C ICTE22 ICTE22C ICTE15 ICTE12 ICTE15	   UNI-AND BIDIRECTIONAL TRANSIENT VOLTAGE SUPPRESSORS DIODES DE PORTECTION UNI- ET BIDIRECTIONNELLES
RES CH 39.2 EW 1%
UNI-AND BIDIRECTIONAL TRANSIENT VOLTAGE SUPPRESSORS DIODES DE PORTECTION UNI- ET BIDIRECTIONNELLES 单向和双向瞬态电压抑制二极管德PORTECTION单向移植BIDIRECTIONNELLES
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导
STMicroelectronics N.V.

	AM27128A-20JC AM2764A-30DC AM27128ALE AM27128ALEB 	20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C
8-Bit OTPROM Family
100mA, Low Voltage, Very Low Dropout Linear Regulators; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C
High Voltage 1.5A, 200kHz Step-Down Switching Regulators; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
High Voltage 3A, 200kHz Step-Down Switching Regulator with 100µA Quiescent Current; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
1.3 MHz/650kHz Step-Up DC/DC Converter in SC70 and ThinSOT; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
1.25MHz, Over-The-Top Micropower, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Precision, High Side Current Sense Amplifiers; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 500mA/50MHz Current Feedback Line Driver Amplifier; Package: SO; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Dual/Quad 3mA, 100MHz, 750V/µs Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Single Resistor Gain Programmable, Precision Instrumentation Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Dual 500mA, 200MHz xDSL Line Driver Amplifier; Package: TSSOP; No of Pins: 20; Temperature Range: -40°C to  85°C
80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
3µA IQ, 20mA Low Dropout Linear Regulators; Package: DFN; No of Pins: 6; Temperature Range: -40°C to  85°C
10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Slew Rate Controlled Ultralow Noise 1A Isolated DC/DC Transformer Driver; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
Dual 100mA, Low Dropout, Low Noise, Micropower Regulator with Independent Inputs; Package: DFN; No of Pins: 10; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
Dual Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  85°C
60V Fault Protected RS485/RS422 Transceivers; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Wide Input Range, High Efficiency, Step-Down Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
x8 EPROM x8存储
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大
Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  125&deg;C
	Advanced Micro Devices
电流感应放大
Welwyn Components, Ltd.
Amphenol, Corp.
Honeywell International, Inc.
Electronic Theatre Controls, Inc.
Rochester Electronics, LLC
Microchip Technology, Inc.
Vicor, Corp.
Peregrine Semiconductor, Corp.
Glenair, Inc.
Austin Semiconductor, Inc

	PM7325-TC 	S/UNI-ATLAS-3200 Telecom Standard Product Data Sheet Preliminary S/UNI-ATLAS-3200电信标准产品数据的初
	PMC-Sierra, Inc.

	ILC5062M46X ILC5062 ILC5062AIC23X ILC5062AIC24X IL	CAP,Met Polypropylene,1.5uF,1.2KVDC,10-% Tol,10 % Tol RoHS Compliant: No
RES 174K 1% 1/4W 1206 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
SOT-23 Power Supply reset Monitor with 1% precision 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
RES 1K74 SM 1/4W F 1206C THKF 100PPM TR
Voltage Detector (3.1V)
Voltage Detector (2.9V)
Voltage Detector (2.8V)
Voltage Detector (3.4V)
Voltage Detector (4.6V)
Voltage Detector (2.3V)
Voltage Detector (2.6V)
Voltage Detector (2.5V)
Voltage Detector (2.7V)
	Fairchild Semiconductor, Corp.
Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	ADM6710AARJZ-REEL7 ADM6710HARJZ-REEL7 ADM6710CARJZ	Low Voltage, High Accuracy, Quad Voltage UP Supervisory Circuit 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Low Voltage, High Accuracy, Quad Voltage UP Supervisory Circuit 低电压，高精度，四路电压监控电路
	Analog Devices, Inc.
Infineon Technologies AG

	ESDA6V8V5 ESDA6V8V5-5/TR 	4-Lines, Uni-directional, Transient Voltage Suppressor
	Will Semiconductor Ltd.

	P6SMA480A P6SMA510A P6SMA540A P6SMA600A 	SURFACE MOUNT UNI-DIRECTIONAL TRANSIENT VOLTAGE SUPPRESSOR
	EIC discrete Semiconductors

	M29F040 M295V040-120N6R M295V040-120XK6R M295V040-	Excalibur Low-Noise High-Speed JFET-Input Dual Operational Amplifier 8-SOIC
JFET-Input Low Power High Drive Quad Operational Amplifier 14-CFP -55 to 125
JFET-Input Low Power High Drive Quad Operational Amplifier 14-SOIC 4兆位512KB的8，统一座单电源闪存
JFET-Input High Speed Low Noise Single Operational Amplifier 8-CDIP -55 to 125 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:48VDC; Output Power Max:302.4W; Output Current:6.3A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A; Supply Voltage Max:265VAC 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:36VDC; Output Power Max:302.4W; Output Current:8.4A; Number of Outputs:1; Leaded Process Compatible:No; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A 4兆位512KB的8，统一座单电源闪存
Excalibur Low-Noise High-Speed JFET-Input Operational Amplifier 8-SOIC 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:12VDC; Output Power Max:15W; Output Current:1.25A; Number of Outputs:1; Supply Voltage Max:265VAC; Supply Voltage Min:85VAC 4兆位512KB的8，统一座单电源闪存
JFET-Input Low Power High Drive Quad Operational Amplifier 14-CDIP -55 to 125 4兆位512KB的8，统一座单电源闪存
4 Mbit 512Kb x8, Uniform Block Single Supply Flash Memory 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:24VDC; Output Power Max:300W; Output Current:12.5A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A; Supply Voltage Max:265VAC
Switch Mode Power Supply; Series:ZWS; Output Voltage:48VDC; Output Power Max:206.4W; Output Current:4.3A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
PSU, OPEN FRAME, 150W, 12V; Voltage, output:12V; Current, output:12.5A; Power rating:150W; Voltage, supply min:85V; Voltage, supply max:265V; Length / Height, external:40mm; Width, external:75mm; Depth, external:222mm; Frequency, RoHS Compliant: Yes
Switch Mode Power Supply; Series:ZWS; Output Voltage:24VDC; Output Power Max:201.6W; Output Current:8.4A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
POWER SUPPLY, 150 WATTS
Switch Mode Power Supply; Series:ZWS; Output Voltage:36VDC; Output Power Max:201.6W; Output Current:5.6A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
JFET-Input Low Power High Drive Quad Operational Amplifier 20-LCCC -55 to 125
4 Mbit 512Kb x8 / Uniform Block Single Supply Flash Memory
	STMicroelectronics N.V.
意法半导
ST Microelectronics
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