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			 Related Part Number
	
					PART	Description	Maker
	LL-1138-10 LL-1138-15 	Operating Voltage = 250/480 V~, 50 / 60 Hz Operating Voltage = 125/208 V~, 50 - 400 Hz
	JMK Inc.

	MM-0637A-50D 	Operating Voltage = 48 Vdc (Typical) Operating Voltage Max. = 0-75Vdc
	http://

	FA-1307-5 	Operating Voltage= 115/240 Vac Operating Current Max= 5.0 amp
	JMK Inc.

	FE-1382-10 	Operating Voltage= 115/240 Vac Operating Current Max= 10 amp
	JMK Inc.

	ZG-1435-1B 	Operating Voltage = 125/250 Vac Operating Current = 1.0 Ampere
	JMK Inc.

	ZF-1543-3.5B 	Operating Voltage = 115 / 250 VAC Operating Current = 3.5 Ampere
	JMK Inc.

	LL-0221-30 	Operating Voltage = 115-250 Vac Operating Current = 30 Amperes
	JMK Inc.

	1041 	Operating Voltage = 250/480 Vac Operating Current Max= 80 & 100 amps
	JMK Inc.

	EF7203 EF-0720-3 	Operating Voltage = 115/250 V  Operating Current = 3 Amps
	JMK Inc.

	FF-1279-14 	Operating voltage = DC to 250 V~ Operating current (max) = 13 Amperes
	JMK Inc.

	EF-0720-8 	Operating Voltage = 115/250 V~ Operating Current = 8 Amps
	JMK Inc.
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