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			 Related Part Number
	
					PART	Description	Maker
	AM26LS32DCB AM26LS32JCTR AM26LS32/BEA AM26LS33/B2C	Micropower Precision Shunt Voltage Reference; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Wide Input Range, High Efficiency, Step-Down Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise, Rail-to-Rail Precision Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
1.1MHz, 0.4V/us Over-The-Top Micropower, Rail-To-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
1.1MHz, 0.4V/us Over-The-Top Micropower, Rail-To-Rail Input and Output Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Positive High Voltage Hot Swap Controllers; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Line Receiver 线路接收
	接收
Advanced Micro Devices, Inc.

	WBC-T0303CRGG-01-2004-KD WBC-T0303CRGG-01-2004-KF 	Wire Bondable High Range Chip Resistors
	IRC - a TT electronics Company.

	BU426 	RP20 (F) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 12V; Output Voltage (Vdc): 5V; 2:1 Wide Input Voltage Range; 20 Watts
HIGH VOLTAGE POWER SWITCH
	意法半导
ST Microelectronics
STMicroelectronics

	AN8083S AN8083 	Octal, 14-Bit D/A Converter with 5 ppm/°C On-Chip Reference in 14-Lead TSSOP; Package: TSSOP; No of Pins: 16; Temperature Range: Industrial
Quad, 14-Bit nanoDAC® with 5ppm/°C On-Chip Reference; Package: MSOP; No of Pins: 10; Temperature Range: Industrial
Low Voltage Operation IC for DC-DC Converter
	Panasonic Corporation
PANASONIC[Panasonic Semiconductor]

	PMR209MB5470M100 PMR209MC6220M047 	High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C *电容类X2 0.047UF 100R
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg; to  125&deg;C 钢筋混凝土GLIED 0.22UF 47欧姆
	Electronic Theatre Controls, Inc.

	564R20GAD15 564R20GAD10 564R20GAD18 564R20GAD27 56	Lower Voltage Ceramic Singlelayer DC Disc Capacitors
	Vishay

	AQY221N2VW AQY221N2VY AQY221R2VY AQY221R2VW 	Micro-miniature SSOP Lower output capacitance and on resistance (C??10) 40 V load voltage
Micro-miniature SSOP Lower output capacitance and on resistance (C?R10) 40 V load voltage
	Panasonic Semiconductor

	LTC3642IDD-5PBF LTC3642EDD-3.3TRPBF LTC3642IDD-3.3	High Efficiency, High Voltage 50mA Synchronous Step-Down Converter; Package: 8-DFN; Temperature Range: -40 to  125C 0.05 A SWITCHING REGULATOR, PDSO8
High Efficiency, High Voltage 50mA Synchronous Step-Down Converter; Package: 8-DFN; Temperature Range: -40 to  125C; Container: Tape and Reel 0.05 A SWITCHING REGULATOR, PDSO8
High Efficiency, High Voltage 50mA Synchronous Step-Down Converter; Package: 8-MSOP; Temperature Range: -40 to  125C; Container: Tape and Reel 0.05 A SWITCHING REGULATOR, PDSO8
	Linear Technology, Corp.

	PEG-3E-500B PEP-3R-10B PEG-3E-25B PEP-3R-70 PEP-3R	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
4A High Efficiency Switching Regulators; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C
Micropower High Efficiency 3.3/5V Step-Up DC/DC Converter
10 to 500 MHz / Continuous 0° to 180° Adjustment / Voltage Controlled / Low Insertion Loss
PHASE SHIFTERS
	Merrimac Industries, Inc.

	A8510 	Wide Input Voltage Range, High Efficiency
	Allegro MicroSystems
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