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			 Related Part Number
	
					PART	Description	Maker
	CRO1125S CRO1125D 	Low Phase Noise VCO With Ceramic Coaxial Resonator
	BOWEI Integrated Circuits CO.,LTD.

	GRO2180D GRO2180S 	Low Phase Noise VCO With Ceramic Coaxial Resonator
	BOWEI Integrated Circuits CO.,LTD.

	1E-11PT-15.5 1E-16PT-25.5 1E-4PT-2.4 1E-5PT-4.8 1E	FO CERAMIC 62.5 PVC      SC-LC 2M PATCH
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Conductor Material:Copper; Jacket Color:White; Leaded Process Compatible:Yes RoHS Compliant: Yes
FO CERAMIC 62.5 PVC      LC-MT 2M PATCH
FO CERAMIC 62.5 PVC SC-LC 2M PATCH 首页额定电压互感器保险丝
FO CERAMIC 62.5 PVC SC-MT 2M PATCH 首页额定电压互感器保险丝
E Rated Potential Transformer Fuses 首页额定电压互感器保险丝
FO CERAMIC 62.5 PVC      SC-MT 2M PATCH
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.

	OL392L OL3492L OL392L_3492L 	FIBER OPTIC DFB LASER MODULE EMITTER, 1280-1340nm, PANEL MOUNT
1.3 ?? Coaxial DFB Laser Module
From old datasheet system
1.3 レm Coaxial DFB Laser Module
1.3 μm Coaxial DFB Laser Module
1.3 m Coaxial DFB Laser Module
	OKI ELECTRIC INDUSTRY CO LTD
OKI SEMICONDUCTOR CO., LTD.
OKI[OKI electronic componets]
OKI electronic components

	KDV350E 	VCO for UHF Band Radio
VARIABLE CAPACITANCE DIODE SILICON EPITAXIAL PLANAR DIODE(VCO)
	Korea Electronics (KEC)
KEC[KEC(Korea Electronics)]

	HMC431LP4E HMC431LP408 	MMIC VCO w/ BUFFER AMPLIFIER, 5.5 - 6.1 GHz
VCO, 5500 MHz - 6100 MHz
	Hittite Microwave Corporation
Hittite Microwave Corporati...

	DF26A1.7-9CP-1.1V DF26A1.2-09CP-1.1V DF26A1.2-16CP	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:25; No. Strands x Strand Size:19 x 37; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 1.1mm的超薄沥青压缩器
1.1mm Pitch Low Profile Compression Connectors 1.1mm的超薄沥青压缩器
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	VCO190-125TY 90-125T 	VCO, 120 MHz - 130 MHz
VCO Product Specification
	SIRENZA MICRODEVICES

	VCO190-964T VCO190-964TY 	VCO, 951 MHz - 977 MHz
VCO Product Specification
	RF MICRO DEVICES INC
SIRENZA MICRODEVICES

	10B-2001 	Military-Grade 10BASE-T interface module
Coaxial Cable; Coaxial RG/U Type:8; Impedance:52ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
	Aeroflex Circuit Techno...
AEROFLEX[Aeroflex Circuit Technology]
Aeroflex Inc.

	87310B 87300B 87300C 87301D 	87310B Coaxial Hybrid Coupler 90 Degree 1 GHz to 18 GHz
87301B Coaxial Directional Coupler 10 to 46 GHz
	Agilent (Hewlett-Packard)

	PCN10-90S-2.54WA PCN10-90S-2.54WB PCN10-50S-2.54WB	Product Compliant to DIN41612/IEC603-2 Standard 产品符合标准的DIN41612/IEC603-2
KPT 6C 6#20 PIN PLUG
KPT 6C 6#20 SKT PLUG
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:N Jack RoHS Compliant: Yes
CAP 220PF 50V CERAMIC MONO 5%
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
KPT 18C 18#20 SKT PLUG
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Panel Flanged Jack; Series:SMA RoHS Compliant: Yes
	http://
HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
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