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			PSD814F2V-20 - Low Power, Dual Output, Current Mode PWM Controller 16-SSOP/QSOP -40 to 85 Economy Primary Side Controller 8-TSSOP -40 to 85 Programmable Maximum Duty Cycle PWM Controller 8-SOIC -40 to 85 120V Boot, 3-A Peak, High Frequency, High-Side/Low-Side Driver  8-VSON -40 to 125 Quad Bus TRS/Rectifier ECL Differential; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 Low Power Current Mode Push-Pull PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 3:1 Active HDMI switch with side band signals for sink w/equalization, pre-emphasis, and de-emphasis , 8KV ESD, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit, 10-bit & 12-bit deep color resolution Flash在系统可编程ISP的外设的8位微控制 Precision Adjustable Shunt Regulator 8-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCUV IC 10-CH SW DUAL-ENABLE 24-QSOP Flash在系统可编程ISP的外设的8位微控制 Low-Power BiCMOS Current-Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low-Power BiCMOS Current-Mode PWM 8-CDIP -55 to 125 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCU5V Single Output LDO, 1.0A, Fixed(5.0V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Single Output LDO, 1.0A, Adj.(1.22 to 8.85V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 High Power Factor Preregulator 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Single Output LDO, 3.0A, Adj.(1.22 to 8.5V), Reverse Current Protection, Thermal Shutdown 5-TO-220 -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power, Dual Output, Current Mode PWM Controller 16-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power, Dual Output, Current Mode PWM Controller 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power Economy BiCMOS Current Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 BiCMOS Power Factor Preregulator 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Enhanced Product Low-Power Bicmos Current-Mode Pwm 8-SOIC -40 to 125 Flash在系统可编程ISP的外设的8位微控制 Economy Primary Side Controller 8-MSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Resonant-Mode Power Supply Controllers 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV Replaced by UCC5618 : Lower Capacitance 18-Line 5V SE Terminator for SCSI and Fast SCSI 28-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 BBG ECL TRNSLATR 9BIT; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 Registered Hex TTL/ECL Translator; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 1:9 TTL Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 1:8 Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 BBG ECL/TTL CLOCK DRVR; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 Switch-mode Lead-Acid Battery Charger with Differential Current Sense 20-SOIC -20 to 70 Flash在系统可编程ISP的外设的8位微控制 Current Mode PWM Controller 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制 High-Efficiency Predictive Synchronous Buck Driver 14-HTSSOP -40 to 105 Flash在系统可编程ISP的外设的8位微控制 Linear Lead-Acid Battery Charger 16-PDIP -20 to 70 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable ISP Peripherals For 8-bit MCUs Flash在系统可编程ISP的外设的8位微控制 Fast Transient Response 5 Ampere Low Dropout (LDO) Regulator 5-TO-220 0 to 70 Flash在系统可编程ISP的外设的8位微控制 High Efficiency, Synchronous, Step-down (Buck) Controller 18-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Load Share Controller 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV WS 10/5 MARKER, BLANK PK 720WS 10/5 MARKER, BLANK PK 720; Pack size:720 500 MHz, 45 dB Linear-in-dB Variable Gain Amplifier; Package: TSSOP; No of Pins: 14; Temperature Range: Industrial CRYSTAL 9.216MHZ SERIES HC-49/UA CONNECTOR, 14 PIN, DBL ROW, T/H, R/A RECTIFIER SCHOTTKY SINGLE 5A 40V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL RECTIFIER SCHOTTKY SINGLE 5A 30V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL High Efficiency, Synchronous, Step-down (Buck) Controller 18-PDIP 0 to 70 Low Voltage, 5-Ohm, 8-Channel, 2-Port NanoSwitch IC MUX/DEMUX 16 TO 8 BIT 48TSSOP High Speed Voltage Mode Pulse Width Modulator 8-SOIC -40 to 85 High Speed CMOS Logic Quad 2-Input NAND Gates with Open Drain 14-PDIP -55 to 125 Single Output LDO, 3.0A, Fixed(3.3V), Reverse Current Protection, Thermal Shutdown 3-TO-220 -40 to 85 High Speed CMOS Logic Quad Two-Input NOR Gates 14-SOIC -55 to 125 Primary-Side Push-Pull Oscillator with Dead-Time Control 8-SOIC -40 to 105 High Speed CMOS Logic Dual Positive-Edge-Triggered J-K Flip-Flops with Set and Reset 16-SOIC -55 to 125 High Speed Voltage Mode Pulse Width Modulator 8-MSOP -40 to 85 HDMI 1:1 re-driver w/ equalization, pre-emphasis, and de-emphasis & 6kV HBM ESD protection, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit    Flash In-System Programmable ISP Peripherals For 8-bit MCUs 
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	Part No.	PSD814F2V-20 PSD814F2V-20J PSD814F2V-20JI PSD814F2V-20JIT PSD814F2V-20JT PSD814F2V-20M PSD814F2V-20MI PSD814F2V-20MIT PSD814F2V-20MT PSD814F2V-20U PSD814F2V-20UI PSD814F2V-20UIT PSD814F2V-20UT PSD834F5V-20 PSD834F5V-20JIT PSD813F4-15JIT PSD914F4-12M PSD813F3-12M PSD813F5-20UI PSD853F5-15UIT PSD833F5V-90JI PSD934F5V-70J PSD8332V15JT PSD8133V20MIT PSD853F2-12 PSD833F2-12J PSD853F2-12J PSD833F2-12JI PSD953F2-12JI PSD833F2-12JIT PSD853F2-12JI  

	Description	Low Power, Dual Output, Current Mode PWM Controller 16-SSOP/QSOP -40 to 85 
 Economy Primary Side Controller 8-TSSOP -40 to 85
Programmable Maximum Duty Cycle PWM Controller 8-SOIC -40 to 85
120V Boot, 3-A Peak, High Frequency, High-Side/Low-Side Driver  8-VSON -40 to 125
Quad Bus TRS/Rectifier ECL Differential; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制
Low Power Current Mode Push-Pull PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
3:1 Active HDMI switch with side band signals for sink w/equalization, pre-emphasis, and de-emphasis , 8KV ESD, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit, 10-bit & 12-bit deep color resolution Flash在系统可编程ISP的外设的8位微控制
Precision Adjustable Shunt Regulator 8-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制
Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCUV
IC 10-CH SW DUAL-ENABLE 24-QSOP Flash在系统可编程ISP的外设的8位微控制
Low-Power BiCMOS Current-Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Low-Power BiCMOS Current-Mode PWM 8-CDIP -55 to 125 Flash在系统可编程ISP的外设的8位微控制
Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCU5V
Single Output LDO, 1.0A, Fixed(5.0V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Single Output LDO, 1.0A, Adj.(1.22 to 8.85V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
High Power Factor Preregulator 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制
Single Output LDO, 3.0A, Adj.(1.22 to 8.5V), Reverse Current Protection, Thermal Shutdown 5-TO-220 -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Low Power, Dual Output, Current Mode PWM Controller 16-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Low Power, Dual Output, Current Mode PWM Controller 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Low Power Economy BiCMOS Current Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
BiCMOS Power Factor Preregulator 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Enhanced Product Low-Power Bicmos Current-Mode Pwm 8-SOIC -40 to 125 Flash在系统可编程ISP的外设的8位微控制
Economy Primary Side Controller 8-MSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Resonant-Mode Power Supply Controllers 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV
Replaced by UCC5618 : Lower Capacitance 18-Line 5V SE Terminator for SCSI and Fast SCSI 28-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制
BBG ECL TRNSLATR 9BIT; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制
Registered Hex TTL/ECL Translator; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制
1:9 TTL Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制
1:8 Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制
BBG ECL/TTL CLOCK DRVR; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制
Switch-mode Lead-Acid Battery Charger with Differential Current Sense 20-SOIC -20 to 70 Flash在系统可编程ISP的外设的8位微控制
Current Mode PWM Controller 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制
High-Efficiency Predictive Synchronous Buck Driver 14-HTSSOP -40 to 105 Flash在系统可编程ISP的外设的8位微控制
Linear Lead-Acid Battery Charger 16-PDIP -20 to 70 Flash在系统可编程ISP的外设的8位微控制
Flash In-System Programmable ISP Peripherals For 8-bit MCUs Flash在系统可编程ISP的外设的8位微控制
Fast Transient Response 5 Ampere Low Dropout (LDO) Regulator 5-TO-220 0 to 70 Flash在系统可编程ISP的外设的8位微控制
High Efficiency, Synchronous, Step-down (Buck) Controller 18-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制
Load Share Controller 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV
WS 10/5 MARKER, BLANK PK 720WS 10/5 MARKER, BLANK PK 720; Pack size:720
500 MHz, 45 dB Linear-in-dB Variable Gain Amplifier; Package: TSSOP; No of Pins: 14; Temperature Range: Industrial
CRYSTAL 9.216MHZ SERIES HC-49/UA
CONNECTOR, 14 PIN, DBL ROW, T/H, R/A
RECTIFIER SCHOTTKY SINGLE 5A 40V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL
RECTIFIER SCHOTTKY SINGLE 5A 30V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL
High Efficiency, Synchronous, Step-down (Buck) Controller 18-PDIP 0 to 70
Low Voltage, 5-Ohm, 8-Channel, 2-Port NanoSwitch
IC MUX/DEMUX 16 TO 8 BIT 48TSSOP
High Speed Voltage Mode Pulse Width Modulator 8-SOIC -40 to 85
High Speed CMOS Logic Quad 2-Input NAND Gates with Open Drain 14-PDIP -55 to 125
Single Output LDO, 3.0A, Fixed(3.3V), Reverse Current Protection, Thermal Shutdown 3-TO-220 -40 to 85
High Speed CMOS Logic Quad Two-Input NOR Gates 14-SOIC -55 to 125
Primary-Side Push-Pull Oscillator with Dead-Time Control 8-SOIC -40 to 105
High Speed CMOS Logic Dual Positive-Edge-Triggered J-K Flip-Flops with Set and Reset 16-SOIC -55 to 125
High Speed Voltage Mode Pulse Width Modulator 8-MSOP -40 to 85
HDMI 1:1 re-driver w/ equalization, pre-emphasis, and de-emphasis & 6kV HBM ESD protection, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit
   Flash In-System Programmable ISP Peripherals For 8-bit MCUs
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 			 Full text search : Low Power, Dual Output, Current Mode PWM Controller 16-SSOP/QSOP -40 to 85 Economy Primary Side Controller 8-TSSOP -40 to 85 Programmable Maximum Duty Cycle PWM Controller 8-SOIC -40 to 85 120V Boot, 3-A Peak, High Frequency, High-Side/Low-Side Driver  8-VSON -40 to 125 Quad Bus TRS/Rectifier ECL Differential; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 Low Power Current Mode Push-Pull PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 3:1 Active HDMI switch with side band signals for sink w/equalization, pre-emphasis, and de-emphasis , 8KV ESD, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit, 10-bit & 12-bit deep color resolution Flash在系统可编程ISP的外设的8位微控制 Precision Adjustable Shunt Regulator 8-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCUV IC 10-CH SW DUAL-ENABLE 24-QSOP Flash在系统可编程ISP的外设的8位微控制 Low-Power BiCMOS Current-Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low-Power BiCMOS Current-Mode PWM 8-CDIP -55 to 125 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCU5V Single Output LDO, 1.0A, Fixed(5.0V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Single Output LDO, 1.0A, Adj.(1.22 to 8.85V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 High Power Factor Preregulator 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Single Output LDO, 3.0A, Adj.(1.22 to 8.5V), Reverse Current Protection, Thermal Shutdown 5-TO-220 -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power, Dual Output, Current Mode PWM Controller 16-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power, Dual Output, Current Mode PWM Controller 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power Economy BiCMOS Current Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 BiCMOS Power Factor Preregulator 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Enhanced Product Low-Power Bicmos Current-Mode Pwm 8-SOIC -40 to 125 Flash在系统可编程ISP的外设的8位微控制 Economy Primary Side Controller 8-MSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Resonant-Mode Power Supply Controllers 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV Replaced by UCC5618 : Lower Capacitance 18-Line 5V SE Terminator for SCSI and Fast SCSI 28-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 BBG ECL TRNSLATR 9BIT; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 Registered Hex TTL/ECL Translator; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 1:9 TTL Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 1:8 Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 BBG ECL/TTL CLOCK DRVR; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 Switch-mode Lead-Acid Battery Charger with Differential Current Sense 20-SOIC -20 to 70 Flash在系统可编程ISP的外设的8位微控制 Current Mode PWM Controller 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制 High-Efficiency Predictive Synchronous Buck Driver 14-HTSSOP -40 to 105 Flash在系统可编程ISP的外设的8位微控制 Linear Lead-Acid Battery Charger 16-PDIP -20 to 70 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable ISP Peripherals For 8-bit MCUs Flash在系统可编程ISP的外设的8位微控制 Fast Transient Response 5 Ampere Low Dropout (LDO) Regulator 5-TO-220 0 to 70 Flash在系统可编程ISP的外设的8位微控制 High Efficiency, Synchronous, Step-down (Buck) Controller 18-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Load Share Controller 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV WS 10/5 MARKER, BLANK PK 720WS 10/5 MARKER, BLANK PK 720; Pack size:720 500 MHz, 45 dB Linear-in-dB Variable Gain Amplifier; Package: TSSOP; No of Pins: 14; Temperature Range: Industrial CRYSTAL 9.216MHZ SERIES HC-49/UA CONNECTOR, 14 PIN, DBL ROW, T/H, R/A RECTIFIER SCHOTTKY SINGLE 5A 40V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL RECTIFIER SCHOTTKY SINGLE 5A 30V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL High Efficiency, Synchronous, Step-down (Buck) Controller 18-PDIP 0 to 70 Low Voltage, 5-Ohm, 8-Channel, 2-Port NanoSwitch IC MUX/DEMUX 16 TO 8 BIT 48TSSOP High Speed Voltage Mode Pulse Width Modulator 8-SOIC -40 to 85 High Speed CMOS Logic Quad 2-Input NAND Gates with Open Drain 14-PDIP -55 to 125 Single Output LDO, 3.0A, Fixed(3.3V), Reverse Current Protection, Thermal Shutdown 3-TO-220 -40 to 85 High Speed CMOS Logic Quad Two-Input NOR Gates 14-SOIC -55 to 125 Primary-Side Push-Pull Oscillator with Dead-Time Control 8-SOIC -40 to 105 High Speed CMOS Logic Dual Positive-Edge-Triggered J-K Flip-Flops with Set and Reset 16-SOIC -55 to 125 High Speed Voltage Mode Pulse Width Modulator 8-MSOP -40 to 85 HDMI 1:1 re-driver w/ equalization, pre-emphasis, and de-emphasis & 6kV HBM ESD protection, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit    Flash In-System Programmable ISP Peripherals For 8-bit MCUs   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	TC1306 TC1306R-BDVUA 	The TC1306 combines two CMOS Low Dropout Regulators and a Microprocessor Monitor in a space-saving 8-Pin MSOP package. Designed specifically for battery-operated systems, the device’s CMOS construction eliminates wasted ground curren
Dual 150mA CMOS LDOWith Select Mode Operation, Shutdown and RESET Output
Dual 150mA CMOS LDOWith Select Mode⑩ Operation, Shutdown and RESET Output
Dual 150mA CMOS LDOWith Select ModeOperation, Shutdown and RESET Output
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-19
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.

	PS0.25-5 	High Speed epitaxy Low Dark curren 0.25mm active area
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	MAX549 MAX548 MAX548A MAX548ACPA MAX548ACUA MAX548	From old datasheet system
 2.5V to  5.5V Low-Power Single/Dual 8-Bit Voltage-Output DACs in MAX Package
 2.5V to  5.5V, Low-Power, Single/Dual,8-Bit Voltage-Output DACs in μMAX Package
 2.5V to  5.5V, Low-Power, Single/Dual, 8-Bit Voltage-Output DACs in MAX Package
 2.5V to  5.5V, Low-Power, Single/Dual, 8-Bit Voltage-Output DACs in レMAX Package
	MAXIM[Maxim Integrated Products]
Maixm

	FDED-9PF FDED-9SF FDAD-15PF FDAD-15SF FDAD-25PF FD	   RIBBON-CABLE LOW-PROFILE FD CONNECTORS
RIBBON-CABLE LOW-PROFILE FD CONNECTORS 带状线低轮廓衍生连接
ECONOLINE: RJ & RG - Dual Output from a Single Input Rail - 3kVDC & 4kVDC Isolation - Optional Continuous Short Circuit Protected - Custom Solutions Available - UL94V-0 Package Material - Efficiency to 84%
Switch Mode Power Supply; Output Power:1500W; No. of Outputs:1; Output 1 VDC  :12VDC; Output Current 1:125A; Power Supply Mounting:Chassis; Output Voltage:12V; Series:HWS1800T RoHS Compliant: Yes
	HIROSE ELECTRIC Co., Ltd.
http://
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	MAX5158 MAX5158CEE MAX5158CPE MAX5158EEE MAX5158EP	Low-Power Dual 10-Bit Voltage-Output DACs with Serial Interface
Low-Power, Dual, 10-Bit, Voltage-Output DACs with Serial Interface
Low-Power.Dual.10-Bit.Voltage-Output DACs with Serial Interface 低功耗、双路0位、电压输出DAC，串行接
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	SA8026 SA8026DH 	ECONOLINE: RB & RA - Dual Output from a Single Input Rail- Power Sharing on Output- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 85%
2.5GHz low voltage fractional-N dual frequency synthesizer
	NXP Semiconductors

	ISL9000IRNFZ ISL9000 ISL9000IRBJZ ISL9000IRBJZ-T I	Dual LDO with Low Noise, Very High PSRR, and Low IQ DUAL OUTPUT, FIXED POSITIVE LDO REGULATOR, PDSO10
RES THICK FILM POWER 24 OHM 5W
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	AD8215 	High Voltage, Curren Shunt Monitor
	Analog Devices

	MC33076DR2 MC330761 MC33076P1 MC33076-D 	Dual High Output Current, Low Power, Low Noise Bipolar Operational Amplifier
	ON Semiconductor

	AD8622 	Dual, Low Power, Low Noise, Low Bias Current Precision Rail-to-Rail Output Op Amp
	Analog Devices

	74AUP2G06GN 	Low-power dual inverter with open-drain output
	NXP Semiconductors

	AD8667 	16V, 250 A LOW POWER, LOW NOISE DUAL PRECISION CMOS RAIL-TO-RAIL OUTPUT OPERATIONAL AMPLIFIERS
	Analog Devices
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