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			 Related Part Number
	
					PART	Description	Maker
	1SS220 	Low capacitance:Ct = 4.0 pF MAX. High speed switching: trr = 3.0 ns MAX.
	TY Semiconductor Co., Ltd

	MS06A03T1V1 MS06A03T2V2 MS06A05T1V1 MS06A05T2V2 MS	MS Low Capacitance MAX Guard垄莽 ESD Suppressor
MS Low Capacitance MAX Guard? ESD Suppressor
	American Accurate Components, Inc.

	IDT54FCT162374ATPFB IDT54FCT162374TPAB IDT54FCT162	FAST CMOS 16-BIT REGISTER (3-STATE)
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.40 to 3.05; Characteristics rs (ohm) max: 1.8; Characteristics C (pF) max: C1 = 2.60 to 2.90 C3 = 0.97 to 1.08; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.35 to 2.55; Characteristics rs (ohm) max: 0.6; Characteristics C (pF) max: C1=6.62 to 7.02 C4=2.60 to 2.95; Characteristics CVR/CVR: 1/4; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.10 to 2.40; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.38 to 7.92 C2.5 = 3.26 to3.58; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 1.680 to 1.750; Characteristics rs (ohm) max: 1.2; Characteristics C (pF) max: C1 = 21.50 to 24.00 C2 = 12.50 to 14.50; Characteristics CVR/CVR: 1/2; Cl: 17; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.43 to 2.57; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.30 to 7.70 C2.5 = 2.90 to 3.18; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.30 to 2.46; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 7.3 to 8.6; Characteristics CVR/CVR: 0.5/2.5; Cl: 7.95; Package: SFP
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.28 to 2.90; Characteristics rs (ohm) max: 1.1; Characteristics C (pF) max: C1 = 2.90 to 3.30 C3 = 1.12 to 1.30; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.02 to 2.26; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 8.55 to 9.45; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.62 min; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C1 = 14.6 to 15.8 C4 = 5.20 to 5.80; Characteristics CVR/CVR: 1/4; Cl: 5.85; Package: EFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 3.0 min; Characteristics rs (ohm) max: 2; Characteristics C (pF) max: C1 = 41.6 to 49.9 C4 = 10.1 to 14.8; Characteristics CVR/CVR: 1/4; Cl: 12.45; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 1.73 to 2.10; Characteristics rs (ohm) max: 0.7; Characteristics C (pF) max: C1 = 2.35 to 2.70 C3 = 1.22 to 1.42; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
	Integrated Device Technology, Inc.

	1SS270A 	Low capacitance (C = 3.0pF max)
	Shenzhen Luguang Electronic Technology Co., Ltd

	ESDAULC5-1BF4 	Low clamping & ultra low capacitance bidirectional single line ESD protection
	ST Microelectronics

	ISL28190FRUZ-TK 	Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Op Amp OP-AMP, 900 uV OFFSET-MAX, PDSO6
	Intersil, Corp.

	EL2126CS EL2126CS-T7 EL2126CSZ EL2126 EL2126CW-T7A	Ultra-Low Noise, Low Power, Wideband Amplifier OP-AMP, 2000 uV OFFSET-MAX, 80 MHz BAND WIDTH, PDSO8
Ultra-Low Noise, Low Power, Wideband Amplifier OP-AMP, 3000 uV OFFSET-MAX, 80 MHz BAND WIDTH, PDSO5
	Intersil, Corp.
INTERSIL[Intersil Corporation]
http://

	PESD5V0L1BSF PCF8576DU/2DA/2 PCF8576DU/DA/2 PESD5V	Ultra low profile bidirectional low capacitance
Universal LCD driver for low multiplex rates
35 W, BIDIRECTIONAL, SILICON, TVS DIODE
	NXP Semiconductors

	ISL55291IUZ ISL55291IUZ-T13 	Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Low Power Op Amp DUAL OP-AMP, 800 uV OFFSET-MAX, 800 MHz BAND WIDTH, PDSO10
	Intersil, Corp.

	SLVU28-4 SLVU2.8-4 	ULTRA LOW CAPACITANCE TVS ARRAY
	Electronic Theatre Controls, Inc.
PROTEC[Protek Devices]

	SLVDA28LC SLVDA2.8LC 	ULTRA LOW CAPACITANCE TVS ARRAY
	PROTEC[Protek Devices]
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