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			 Related Part Number
	
					PART	Description	Maker
	CS1501-FSZ CS1501 	Digital Power Factor Correction Control IC
	Cirrus Logic

	IW3623 	AC/DC Digital Power Controller for High Power Factor Dimmable LED Drivers
	Dialog Semiconductor

	AP1662M-E1 AP1662P-E1 AP1662MTR-E1 AP1662MTR-G1 AP	POWER FACTOR CONTROLLER, PDSO8 ROHS COMPLIANT, SOIC-8
POWER FACTOR CONTROLLER, DIP8 ROHS COMPLIANT, DIP-8
HIGH PERFORMANCE POWER FACTOR CORRECTOR
	BCD Semiconductor Manufacturing, Ltd.
BCD Semiconductor Manufacturing Limited

	TDA4862G TDA4862 Q67006-A8369-A703 Q67000-A8368-A2	Power-Factor Controller PFC IC for High Power Factor and Active Harmonic Filter
From old datasheet system
	SIEMENS[Siemens Semiconductor Group]

	88EM8010 88EM8010XX-SAG2C000-T 88EM8010XX-SAG2C000	POWER FACTOR CONTROLLER, 135.7 kHz SWITCHING FREQ-MAX, PDSO8
Power Factor Correction Controller
	MARVELL SEMICONDUCTOR INC
Marvell Technology Group Ltd.

	ML4812 ML4812IQX 	Power Factor Correction (PFC) Controller
Power Factor Controller
	Fairchild Semiconductor

	LCP-2125B4QDR LCP-2125B4QDRH LCP-2125B4QDRT 	RoHS Compliant Small Form Factor Pluggable Transceiver for Fiber Channel with Digital Diagnostic Monitoring Function
	Delta Electronics, Inc.

	KA7524B KA7524BD KA7524BDTF 	Power Factor Correction (PFC) Controller
Power Factor Correction Controller
	FAIRCHILD[Fairchild Semiconductor]

	SRU6025-100Y SRU6025-150Y SRU6025-151Y SRU6025-220	CHOKE, POWER, SHIELDED, 10UH; Inductor type:Shielded Power Choke; Inductance:10uH; Tolerance, inductance:30%; Resistance:57mR; Frequency, resonant:25MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 15UH; Inductor type:Shielded Power Choke; Inductance:15uH; Tolerance, inductance:30%; Resistance:86mR; Frequency, resonant:22MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 150UH; Inductor type:Shielded Power Choke; Inductance:150uH; Tolerance, inductance:30%; Resistance:770mR; Frequency, resonant:5MHz; Case style:SMD Shielded; Q factor:30; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 22UH; Inductor type:Shielded Power Choke; Inductance:22uH; Tolerance, inductance: /-30%; Resistance:130mR; Frequency, resonant:18MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 220UH; Inductor type:Shielded Power Choke; Inductance:220uH; Tolerance, inductance:30%; Resistance:1250mR; Frequency, resonant:4MHz; Case style:SMD Shielded; Q factor:20; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 33UH; Inductor type:Shielded Power Choke; Inductance:33uH; Tolerance, inductance:30%; Resistance:180mR; Frequency, resonant:12MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 4.7UH; Inductor type:Shielded Power Choke; Inductance:4.7uH; Tolerance, inductance: /-30%; Resistance:35mR; Frequency, resonant:42MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 68UH; Inductor type:Shielded Power Choke; Inductance:68uH; Tolerance, inductance: /-30%; Resistance:365mR; Frequency, resonant:8MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
	BOURNS INC

	TCN75 TC74 TC77 	The TCN75 is a serially programmable temperature sensor that notifies the host controller when ambient temperature exceeds a user-programmed setpoint. Hysteresis is also programmable. The INT/CMPTR output is programmable as either a simple
The TC74 is a serially accessible digital temperature sensor particularly suited for low cost and small form-factor applications. Temperature data is converted from the on-board thermal sensing element and made available as an 8-bit digita
The TC77 is a serially accessible digital temperature sensor particularly suited for low cost and small form-factor applications. Temperature data is converted from the on-board thermal sensing element and made available at anytime as a 13
	Microchip

	MPA800RX-24ZZ MPA800RX-36ZZ MPA800RX-40ZZ MPA800RX	Industrial 800W Single Output Power Factor Corrected AC/DC Power Supplies
	MicroPower Direct, LLC
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