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			 Related Part Number
	
					PART	Description	Maker
	AD7216N2L 	AC-DC / External Freestanding Adapter
	Emerson

	1SV231 	FILTER, INLET, IEC, 6A, SPST; Voltage rating, AC:250V; Current rating:6A; Phases, No. of:1; Length / Height, external:24mm; Width, external:48.5mm; Depth, external:65.7mm; Approval Bodies:VDE, CSA, UL; Capacitance, X type RoHS Compliant: Yes
VARIABLE CAPACITANCE DIODE (CATV TUNING)
	Toshiba Corporation
Toshiba Semiconductor

	1SV225 	FILTER, INLET, IEC, 6A, SPST; Voltage rating, AC:250V; Current rating:6A; Phases, No. of:1; Length / Height, external:24mm; Width, external:48.5mm; Depth, external:65.7mm; Approval Bodies:VDE, CSA, UL; Capacitance, X type RoHS Compliant: Yes
VARIABLE CAPACITANCE DIODE (ELECTRONIC TUNING APPLICATIONS OF FM RECEIVERS)
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	VTB2-2A0 VTB2-2A1 VTB2-2B0 VTB2-4B1 VTB2-2B1 VTB2-	Miniature TCXOs
BOX 4.94X2.75X1.275 9V W/CLP ALMOND
H-Series Enclosure; Enclosure Material:Plastic; External Height:0.94"; External Width:2.75"; External Depth:4.94"; Enclosure Color:Almond RoHS Compliant: Yes 微型TCXO
	Electronic Theatre Controls, Inc.

	MC12148D MC12148SD MC12148 	LOW POWER VOLTAGE CONTROLLED OSCILLATOR
Switch Mode Power Supply; Series:MFA; Output Voltage:12VDC; Output Power Max:350W; Output Current:29A; Number of Outputs:1; Efficiency:86%; External Depth:3.20"; External Height:1.50"; External Width:6.80"
PSU, 350W 24V SINGLE O/P ; Voltage, output:24V; Current, output:14.5A; Power rating:350W; Voltage, supply min:90V; Voltage, supply max:264V; Length / Height, external:38.1mm; Width, external:81.3mm; Depth, external:172mm; Current,
	Motorola, Inc
MOTOROLA INC

	X76F128 X76F128H X76F128H-2.7 X76F128HE X76F128HE-	PSU, DIN RAIL, 24V, 100MA; Power rating:2.4W; Current, output:100mA; Length / Height, external:73.2mm; Width, external:45mm; Depth, external:119.2mm; Frequency, supply max:63Hz; Frequency, supply min:47Hz; Regulation, line:0.05%;
Secure SerialFlash 安全SerialFlash
	http://
XICOR[Xicor Inc.]

	YGV606 	STARTER KIT, CYCLONE III, FPGA; Depth, external:50mm; Height:160mm; Weight:0.4kg; Width, external:130mm RoHS Compliant: Yes VGA视频控制
	Jameco Electronics

	1SV228 	FILTER, INLET, IEC, 6A, SPST; Voltage rating, AC:250V; Current rating:6A; Phases, No. of:1; Length / Height, external:24mm; Width, external:48.5mm
VARIABLE CAPACITANCE DIODE (ELECTRONIC TUNING APPLICATIONS OF FM RECEIVERS)
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	MH1353 MH1353P MH1382 MH1382P MH1342P MH1342 MH135	   Ultra High Sensitivity Channel Photomultiplier Head Including High Voltage Power Supply
BASE FOR SEPARATE MOUNTINGBASE FOR SEPARATE MOUNTING; Approval Bodies:IEC/EN 60715
OVERLOAD FOR DILM40 - DILM65OVERLOAD FOR DILM40 - DILM65; Contact style:1 M, 1 B; Current, load:50A; Current, switch max:65A; Depth, external:86mm; Length / Height, external:112mm; Width, external:60mm
Ultra High Sensitivity Gateable Photon Counting Module
	PERKINELMER[PerkinElmer Optoelectronics]
PerkinElmer Inc.
PerkinElmer Optoelectro...

	MT4LC16M4G3DJ-6S MT4LC16M4G3TG-5S MT4LC16M4G3DJ-5 	BOX, POLYCARBONATE IP67 GREY LIDBOX, POLYCARBONATE IP67 GREY LID; Length / Height, external:65mm; Width, external:170mm; Depth, external:80mm; Material:Polycarbonate; Colour:Grey; Approval Bodies:GL, CSA, Fimko, Gost R, EN 50298
BOX, POLYCARBONATE IP67 CLEAR LIDBOX, POLYCARBONATE IP67 CLEAR LID; Length / Height, external:65mm; Width, external:170mm; Depth, external:80mm; Material:Polycarbonate; Colour:Grey; Approval Bodies:GL, CSA, Fimko, Gost R, EN 50298
BOX, POLYCARBONATE IP67 GREY LIDBOX, POLYCARBONATE IP67 GREY LID; Length / Height, external:85mm; Width, external:140mm; Depth, external:80mm; Material:Polycarbonate; Colour:Grey; Approval Bodies:GL, CSA, Fimko, Gost R, EN 50298
DRAM 内存
	Micron Technology, Inc.

	BCR16HM-12 BCR16HM-12L 	FUSEHOLDER, MEGAFUSEHOLDER, MEGA; Fuse size code:MEGA; Current rating:250A; Centres, fixing:101.6mm; Colour:Black; Depth, external:38.5mm; Diameter, fixing hole:6.35mm; Length / Height, external:38mm; Material:Thermoplastic, glass
THYRISTOR MODULE|TRIAC 晶闸管模块|可控
	YEONHO Electronics Co., Ltd.

	BZY97C200GP BZY97C20GP BZY97C10 BZY97C100GP BZY97C	1.5 W Zener Diodes
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????)
Sliding Charger with 4 AA NiMH Batteries; Output Current:360mA; Approval Bodies:cULus; External Depth:30mm; External Height:83mm; External Width:76mm
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 250 的低电流运算，低反向泄露，低噪声稳压二极
Ultracompact, Precision 3.0 V Voltage Reference; Package: TSOT; No of Pins: 5; Temperature Range: Automotive 1.5糯齐纳二极管
	List of Unclassifed Man...
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.
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