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			 Related Part Number
	
					PART	Description	Maker
	ATS51 	LOW-VOLTAGE SOT-23 TEMPERATURE SENSOR
	Andiglog

	ATS51 ATS51S3 	LOW-VOLTAGE SOT-23 TEMPERATURE SENSOR WITH HIGH OUTPUT DRIVE
	Electronic Theatre Controls, Inc.

	EP9305 EP9303 EP9320 EP9326 EP9314 	DELAY LINE|FIXED TAPS|1-LINE|5-TAP|HYBRID|DIP|14PIN|PLASTIC
Low Noise, Low Power, Volatile; Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Precision 4.096V SOT-23 FGA&#153; Voltage Reference; Temperature Range: -40&deg;C to 85&deg;C; Package: 3-SOT-23 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
	Infineon Technologies AG

	PIC18F452-E/L PIC18F442-E/L PIC18F452-I/L PIC18F44	High Performance, Enhanced FLASH Microcontrollers with 10-Bit A/D
3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
Micropower, Over-The-Top SOT-23, Rail-to-Rail Input and Output Op Amp; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
	Microchip Technology Inc.

	24GR5D 24GR5S 12GR5D 12GR5S 28GR5S 28GR15D 28GR5D 	High-Precision Voltage References with Temperature Sensor
SOT23, Low-Cost, Low-Dropout, 3-Terminal Voltage References
3-Pin, Ultra-Low-Power SC70/SOT µP Reset Circuits
Analog IC 模拟IC
Dual-Slot, PCMCIA Analog Power Controller 模拟IC
	Welwyn Components, Ltd.

	ISL2108010 ISL21080CIH330Z-TK ISL21080CIH315Z-TK 	300nA NanoPower Voltage References; 3-SOT-23; Ind Temp
300nA NanoPower Voltage References; Temperature Range: Industrial; Package: 3 Ld SOT-23 T R 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 3 V, PDSO3
	Intersil, Corp.
Intersil Corporation

	A62S7316 A62S7316G-55S A62S7316G-55SI A62S7316G-70	128K X 16 BIT LOW VOLTAGE CMOS SRAM
2.7 V to 5.5 V, 140 µA, Rail-to-Rail Voltage Output 12-Bit DAC in SOT-23 and MicroSOIC Packages; Package: MSOP; No of Pins: 8; Temperature Range: Industrial
	http://
AMICC[AMIC Technology]
AMIC Technology Corporation

	AM27C010-150EI AM27C010-200EI AM27C010-255EI AM27C	x8 EPROM
Single 1.8V, 13µA Precision Rail-to-Rail Op Amp; Package: DFN; No of Pins: 6; Temperature Range: 0°C to  70°C
Micropower, 400mV Reference with Rail-to-Rail Buffer Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Single 1.8V, 13µA Precision Rail-to-Rail Op Amp; Package: DFN; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
3.3V Single Supply Video Difference Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
	差分放大

	ADT7301ARM ADT7301ARM-REEL ADT7301ARM-REEL7 ADT730	DIGITAL TEMP SENSOR-SERIAL, 13BIT(s), 4Cel, RECTANGULAR, SURFACE MOUNT LEAD FREE, PLASTIC, MO-178AB, SOT-23, 6 PIN
13-Bit, 0.5C Accurate, MicroPower Digital Temperature Sensor in 6-Lead SOT-23
13-Bit/ 0.5C Accurate/ MicroPower Digital Temperature Sensor in 6-Lead SOT-23
13-Bit, ±1ºC Accurate, MicroPower Digital Temperature Sensor in 6-Lead SOT-23 and 8-Lead MSOP
	Analog Devices, Inc.

	C1608C0G2A102J C1608C0G2A102JB C4532C0G2E474J C453	   Ceramic Capacitors For Mid Voltage SMD
Wraparound Chip Resistor Thick Film Industrial 陶瓷电容器中电压贴片
Ceramic Multilayer Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:100V; Dielectric Characteristic:C0G/NP0; Package/Case:0805; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount 陶瓷电容器中电压贴片
12 bit 275 MSPS Dual Digital to Analog Converter 48-TQFP -40 to 85 陶瓷电容器中电压贴片
Precision Low Power 2.048 V SOT-23 Voltage Reference; Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片
High Precision Shunt Mode Voltage Reference (2.048 V); Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片
12-Bit Quad Voltage Output Digital-to-Analog Converter w/ I<sup>2</sup>C Interface 10-MSOP -40 to 105 陶瓷电容器中电压贴片
2.048 V Micropower, Low Noise Precision Voltage References with Shutdown; Package: TSOT; No of Pins: 5; Temperature Range: Industrial 陶瓷电容器中电压贴片
12-Bit, Dual, Ultralow Glitch, Voltage Output Digital to Analog Converter 16-QFN -40 to 105 陶瓷电容器中电压贴片
High Precision Shunt Mode Voltage Reference (3.0 V); Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片
Ceramic Capacitors For Mid Voltage SMD 陶瓷电容器中电压贴片
10-bit, Quad, Digital-to-Analog Converter with I2C interface 10-MSOP -40 to 85
10-Bit, Quad DAC with I2C Interface 16-TSSOP -40 to 85
Low-Power Rail-To-Rail Output 12-Bit I2C Input DAC 6-SOT-23 -40 to 105
Ceramic Multilayer Capacitor; Capacitance:4700pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:200V; Dielectric Characteristic:X7R; Package/Case:0603; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
Ceramic Multilayer Capacitor; Capacitance:100000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:0612; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
	TDK, Corp.
TDK Corporation
TDK[TDK Electronics]

	AD7415 AD7414ART-0500RL7 AD7414ART-0REEL 	Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C 温度变送器/传感
SMBus/I2C Digital Temperature Sensor in 6-Pin Sot With Smbus Alert And Over Temperature Pin
	Analog Devices, Inc.
AD

	MAX6676 MAX6676AUT3 MAX6676AUT3-T MAX6676AUT5 MAX6	Low-Voltage / 1.8kHz PWM Output Temperature Sensors
"Low-Voltage, 1.8kHz PWM Output Temperature Sensors"
HEX SCHMITT-TRIGGER INVERTERS 14-CFP -55 to 125
ANALOG TEMP SENSOR-VOLTAGE, 0.3-3.3V, 3Cel, RECTANGULAR, SURFACE MOUNT
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC
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