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			 Related Part Number
	
					PART	Description	Maker
	BYW34 BYW36 BYW32 BYW33 BYW35 	MINIATURE GLASS PASSIVATED FAST SWITCHING RECTIFIER
Composite Data, Audio, Video, Security & Control Cable; Composite Conductor Types:2 Coaxial   8 Pairs; Number of Conductors:18; Conductor Size AWG
Composite Cable; Composite Conductor Types:2 Coaxial  8 Pairs  2 Fibers; Number of Conductors:18; Conductor Size AWG:24-18; No. Strands x Strand Size
Coaxial Cable; Coaxial RG/U Type:7; Impedance:75ohm; Conductor Size AWG:16; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Temperature Max:75 C RoHS Compliant: Yes
	GE[General Semiconductor]
GE Security, Inc.

	PE315-36 	3.5mm Male to 3.5mm Male Test Cable 36 Inch Length Using VNA Cable Coax, RoHS
	Pasternack Enterprises, Inc.

	ICS9112M-44 ICS9112M-43 ICS9112-43 	Frequency Generator for Gigabit Ethernet Systems 频率发生器千兆以太网系统
CABLE, 9272, TWINAX,  PER M; Cores, No. of:2; Conductor make-up:7/28AWG; Area, conductor CSA:0.51mm2; Diameter, External:6.2mm; Material, secondary insulation:PVC; Colour, secondary insulation:Blue; Alpha type number:9815C RoHS Compliant: Yes
Twinaxial Cable; Impedance:78ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Blue; Leaded Process Compatible:No; Number of Conductors:2 RoHS Compliant: Yes
	Integrated Circuit Syst...
TE Connectivity, Ltd.
Integrated Circuit Systems

	F05S05_1000Z A05D12 A05D12_150Z A48D15_150Z F05S05	INPUT 5W DC/DC CONVERTERS 输入5W DC / DC转换
Multiconductor Cable; Number of Conductors:7; Conductor Size AWG:14; No. Strands x Strand Size:19 x 27; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
Signal and Dual Output
	List of Unclassifed Man...
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
Artesyn Technologies

	ACTPD1M16 ACT-PD1M16W-070L4T ACT-PD1M16W-070L4I AC	MICRO D68 M/MICRO D68 M 5FT 行为PD1M16快速页面模6兆DRAM的塑料单
PREMIUM VGA CABLE W/AUDIO10FT, HD15 & 3.5MM M-M 行为PD1M16快速页面模6兆DRAM的塑料单
PREMIUM VGA CABLE W/AUDIO15FT, HD15 & 3.5MM M-M 行为PD1M16快速页面模6兆DRAM的塑料单
CAT5E PATCH CORD         1 FOOT GREEN
6 PIN MINI DIN CABLE MM 25FT
6 PIN MINI DIN CABLE MF 50FT
CAT5E PATCH CORD 100MHZ  2 FOOT GREEN
MICRO D68 M/MICRO D68 M  5FT
SCSI-3 FAST WIDE         6 FT CABLE
PREMIUM VGA CABLE W/AUDIO15FT, HD15 & 3.5MM M-M
PREMIUM VGA CABLE W/AUDIO10FT, HD15 & 3.5MM M-M
ACT-PD1M16 Fast Page Mode 16 Megabit Plastic Monolithic DRAM
	Aeroflex, Inc.
Aeroflex Inc.
AEROFLEX[Aeroflex Circuit Technology]

	AI-302 	SMA Straight Connectors, Direct Solder(Cable Conductor used as Center Contact) Type for semi-rigid cable
	ITT Corporation
ITT[ITT Industries]

	PHV12-2.0K2500P PHV12-1.0K5000P PHV12-350S10P PHV1	Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Blue; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 高压，电源供应器
KPT00E10-6SDN
HV-Power Supplies
	TRACO ELECTRONIC AG.
TRACO[Traco Electronic AG]

	M37210M4-562SP M37211M2-011SP M37211M2-534SP M3721	RESIS,4.7K,5%,1-8W,SMT1206
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Purple; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
RES 4.7K-OHM 5% 0.125W 200PPM THK-FILM SMD-1206 BULK
DIODE SWITCHING SINGLE 75V 215mA-Io 250mW 3000ns-trr SOT-23 3K/REEL
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER for VOLTAGE SYNTHESIZER with ON-SCREEN DISPLAY CONTROLLER 单芯位CMOS微机电压合成与屏幕显示控制器
	Mitsubishi Electric Corporation
Mitsubishi Electric, Corp.

	MCP1701T-25021/TO MCP1701T-25021/MB MCP1701T-25021	5 V FIXED POSITIVE LDO REGULATOR, 0.63 V DROPOUT, PBCY3
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:56pF/ft; Conductor Material:Copper RoHS Compliant: Yes
5015 RR 3#8 3#16 SKT RECP
Multiconductor Security and Alarm Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Leaded Process Compatible:Yes RoHS Compliant: Yes
2uA Low Dropoout Positive Voltage Refulator 五成低Dropoout正电压Refulator
5015 RR 2#8 2#16 PIN RECPT 五成低Dropoout正电压Refulator
	Microchip Technology Inc.
Microchip Technology, Inc.

	DZC33 D0Z14BR D0Z14G10 D0Z14G16 D0Z14G2 D0Z14G4 D0	CAT5E PATCH CABLES SNAGLESS, BLUE,10 FT Diazed / Neozed保险
Diazed/Neozed Fuses Diazed / Neozed保险
LED 3.2MM 590NM YELLOW TRANSP Diazed / Neozed保险
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
LED 5MM 630NM ULT RED WATER CLR
LED 5MM 611NM ULT ORANGE WTR CLR
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]

	HA4-5221_883 HA7-5221_883 5962-9163401M2A 5962-916	Low Noise, Wideband, Precision Operational Amplifier OP-AMP, 1500 uV OFFSET-MAX, 40 MHz BAND WIDTH, CDIP8
Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FRPE - Flame Retardant Polyethylene; Leaded Process Compatible:Yes; Capacitance:27uF; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FRPE - Flame Retardant Polyethylene; Leaded Process Compatible:Yes; Capacitance:17uF; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	MHV12-180S15N MHV12-180S15P SHV12-1.0K2000P SHV12-	HV-Power Supplies 高压，电源供应器
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Purple; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
	ETI Systems
TRACO ELECTRONIC AG.
TRACO[Traco Electronic AG]
TRACOPOWER[TRACO Electronic AG]
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