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			5082-313E-H0000 - HDSP-313Y · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-313G · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-313E · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-313A · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-311Y · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-311G · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-311E · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-311A · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display CAP 0.01UF 100V 0.1 X7R RAD-.10IN .200X.260 CONF T&R CAP,X7R,0.1,10N,100V,10% 一十点一六毫米（0.4英寸）单位通用七段显示 CAP 0.1UF 100V 0.05 X7R RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示 Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs 一十点一六毫米（0.4英寸）单位通用七段显示 MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Non-Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; Number of Drivers:1 一十点一六毫米（0.4英寸）单位通用七段显示 10NF/50V MONO-CER. LS.1 一十点一六毫米（0.4英寸）单位通用七段显示 Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Tape &amp; Reel 一十点一六毫米（0.4英寸）单位通用七段显示 CAP 1000PF 100V 0.05 NP0(C0G) RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示 CAP 0.1UF 50V 0.2 Z5U RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display 一十点一六毫米（0.4英寸）单位通用七段显示 TVS Diode; Stand-Off Voltage, VRWM:6V; Breakdown Voltage, Vbr:8V; Capacitance, Cd:50pF; Package/Case:16-WSOIC; Breakdown Voltage Min:8V; Leaded Process Compatible:No; Mounting Type:Surface Mount; No. of Lines Protected Max:1 RoHS Compliant: No Standard Recovery Rectifier; Repetitive Reverse Voltage Max, Vrrm:1600V; Forward Current Avg Rectified, IF(AV):50A; Non Repetitive Forward Surge Current Max, Ifsm:700A; Forward Voltage Max, VF:1.6V; Package/Case:SO-32B DIODE, STANDARD, 50A, 1200V, STUD; Voltage, Vrrm:1200V; Current, If av:50A; Case style:E12; Current, Ifs max:700A; Diode type:Standard recovery; Polarity, diode:Stud Cathode; Thread size:M8; Voltage, forward at If:1.6V RoHS Compliant: Yes RES, 0402, TF, 1.43K, 1%, 1/16W CONV DC-DC 24V IN 12V OUT PL 15W CONV DC-DC 24V IN 5V OUT 20W Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: QSOP; No of Pins: 20; Container: Tape & Reel Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: QSOP; No of Pins: 20; Container: Rail CONV DC-DC 24V IN 5V OUT PL 15W CONV DC-DC 24V IN 3.3 V OUT PL CONV DC-DC 48V IN 5V OUT PL 15W COIL, INDUCTOR CHIP 4.7UH 20% DD11 POWER ENTRY MODUL MOSFET Driver IC; MOSFET Driver Type:Dual Drivers, Low Side Non-Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:8-MSOP; Number of Drivers:2; Supply Voltage Max:16V THYRISTOR, 19A 1200V B-1THYRISTOR, 19A 1200V B-1; Voltage, Vrrm:1200V; Current, It av:10A; Case style:B1; Current, It rms:30A; Current, Itsm:250A; Voltage, Vgt:3.0V; Current, Igt:100mA; Thread size:M5; Thyristor/Triac t DIODE, STUD 95A 1200VDIODE, STUD 95A 1200V; Voltage, Vrrm:1200V; Current, If av:95A; Current, Ifs max:1150A; Voltage, forward at If:1.5V; Case style:E11; Thread size:M8; Diode type:Standard recovery; Polarity, diode:Stud Catho SCR Thyristor; SCR Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:1600V; On-State RMS Current, IT(rms):2800A; Peak Non Repetitive Surge Current, Itsm:53000A; Gate Trigger Current Max, Igt:300uA CONV DC-DC 48V IN 3.3V OUT 20W MOD PWR ENTRY STD 20A 2PL QC PNL CAP 1000PF 100V 0.05 NP0(C0G) RAD-.10IN .200X.260 CONF T&R OBS RES, 1.47K, 0.06W, 1%, 0402 CAP 0.001UF  63V  5%  METALLI Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOIC-Wide; No of Pins: 20; Container: Rail Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 20; Container: Tape & Reel METAL FILM RESISTOR, 10K, 1%, 0.1W,  0603 CAP 1000PF 100V 0.1 NP0(C0G) RAD-.10IN .200X.260 CONF T&R Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Rail Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Tape & Reel 0.1 UF 20% 50V Z5U RADIAL 0.1 CAP CAP 0.1UF 50V  80-20% Y5V RAD-.10IN .200X.260 CONF BULK CAP 0.1UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF BULK CAP CER 0.1UF 50V 10% RADIAL CAP 0.1UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF T&R CAP 0.01UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF T&R CAP 0.01UF 100V 0.1 X7R RAD-.10IN .200X.260 CONF T&R RES 51 OHM 1/10W 5% 0603 SMD Pulse Width Modulation (PWM) Controller IC; Topology:Buck, Half Bridge; Control Mode:Voltage; Number of PWM Outputs:2; Input Voltage Primary Min:-0.5V; Input Voltage Primary Max:14V; Duty Cycle Max:95% Controller IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 12PF 200V 0.1 NP0(C0G) RAD-.10IN .200X.260 CONF BULK RES CHIP 820 OHM 1/16W 1% 0402 SMT CAP 1000PF 100V 0.2 Z5U RAD-.10IN .200X.260 CONF BULK Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 20; Container: Rail CAP 120PF 200V 0.01 NP0(C0G) RAD-.10IN .200X.260 CONF T&R Surface Mount Resistors Thick Film Chip Resistors CONV DC-DC 24V IN 15V OUT PL 15W CONV DC-DC 48V IN 5V OUT NL 15W MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time, tf:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; No. of Drivers:1; Supply Voltage Max:16V RoHS Compliant: No MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; Number of Drivers:1; Supply Voltage Max:16V Pulse Width Modulation (PWM) Controller IC; Topology:Buck (Step Down); Control Mode:Voltage; Number of PWM Outputs:4; Input Voltage Primary Min:-0.3V; Input Voltage Primary Max:15V; Duty Cycle Max:95% MOSFET Driver IC; Package/Case:5-SOT-23; Number of Drivers:1; Supply Voltage Max:16V; Driver Type:MOSFET; Leaded Process Compatible:No; Output Current Max:2A; Packaging:Cut Tape; Peak Reflow Compatible (260 C):No CERAMIC CONFORMALLY COATED CAPACITOR, .010UF 50.0V: CAP 0.1UF 100V 10% X7R RAD-.10IN .200X.260 CONF BULK IC, LC03-3.3, TVS DIODE ARRAY, JEDEC SO-8 
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	Part No.	5082-313E-H0000 5082-313E-HG000 5082-313E-HH000 5082-313E-HI000 5082-313E-HJ000 5082-313E-HK000 5082-313E-HL000 HDSP-313E-H0000 5082-313Y-L0300 HDSP-313Y-L0100 5082-313Y-L0100 HDSP-313Y-L0000 5082-313Y-L0000 5082-313Y-L0200 5082-313Y-0L100 5082-313Y-0L200 5082-313Y-0L300 HDSP-313Y-0L100 HDSP-313Y-0L200 5082-313Y-I0300 HDSP-313Y-I0100 HDSP-313Y-I0200 5082-313Y-0L000 HDSP-313Y-0L000 HDSP-313Y-0L300 5082-313Y-I0200 HDSP-313Y-I0000 HDSP-313Y-I0300 5082-313E-KL000 5082-313E-GJ000 5082-313G-0H300  

	Description	HDSP-313Y · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display 
 HDSP-313G · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-313E · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-313A · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-311Y · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-311G · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-311E · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-311A · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
CAP 0.01UF 100V 0.1 X7R RAD-.10IN .200X.260 CONF T&R
CAP,X7R,0.1,10N,100V,10% 一十点一六毫米（0.4英寸）单位通用七段显示
CAP 0.1UF 100V 0.05 X7R RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs 一十点一六毫米（0.4英寸）单位通用七段显示
MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Non-Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; Number of Drivers:1 一十点一六毫米（0.4英寸）单位通用七段显示
10NF/50V MONO-CER. LS.1 一十点一六毫米（0.4英寸）单位通用七段显示
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Tape &amp; Reel 一十点一六毫米（0.4英寸）单位通用七段显示
CAP 1000PF 100V 0.05 NP0(C0G) RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示
CAP 0.1UF 50V 0.2 Z5U RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示
10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display 一十点一六毫米（0.4英寸）单位通用七段显示
TVS Diode; Stand-Off Voltage, VRWM:6V; Breakdown Voltage, Vbr:8V; Capacitance, Cd:50pF; Package/Case:16-WSOIC; Breakdown Voltage Min:8V; Leaded Process Compatible:No; Mounting Type:Surface Mount; No. of Lines Protected Max:1 RoHS Compliant: No
Standard Recovery Rectifier; Repetitive Reverse Voltage Max, Vrrm:1600V; Forward Current Avg Rectified, IF(AV):50A; Non Repetitive Forward Surge Current Max, Ifsm:700A; Forward Voltage Max, VF:1.6V; Package/Case:SO-32B
DIODE, STANDARD, 50A, 1200V, STUD; Voltage, Vrrm:1200V; Current, If av:50A; Case style:E12; Current, Ifs max:700A; Diode type:Standard recovery; Polarity, diode:Stud Cathode; Thread size:M8; Voltage, forward at If:1.6V RoHS Compliant: Yes
RES, 0402, TF, 1.43K, 1%, 1/16W
CONV DC-DC 24V IN 12V OUT PL 15W
CONV DC-DC 24V IN 5V OUT 20W
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: QSOP; No of Pins: 20; Container: Tape & Reel
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: QSOP; No of Pins: 20; Container: Rail
CONV DC-DC 24V IN 5V OUT PL 15W
CONV DC-DC 24V IN 3.3 V OUT PL
CONV DC-DC 48V IN 5V OUT PL 15W
COIL, INDUCTOR CHIP 4.7UH 20%
DD11 POWER ENTRY MODUL
MOSFET Driver IC; MOSFET Driver Type:Dual Drivers, Low Side Non-Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:8-MSOP; Number of Drivers:2; Supply Voltage Max:16V
THYRISTOR, 19A 1200V B-1THYRISTOR, 19A 1200V B-1; Voltage, Vrrm:1200V; Current, It av:10A; Case style:B1; Current, It rms:30A; Current, Itsm:250A; Voltage, Vgt:3.0V; Current, Igt:100mA; Thread size:M5; Thyristor/Triac t
DIODE, STUD 95A 1200VDIODE, STUD 95A 1200V; Voltage, Vrrm:1200V; Current, If av:95A; Current, Ifs max:1150A; Voltage, forward at If:1.5V; Case style:E11; Thread size:M8; Diode type:Standard recovery; Polarity, diode:Stud Catho
SCR Thyristor; SCR Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:1600V; On-State RMS Current, IT(rms):2800A; Peak Non Repetitive Surge Current, Itsm:53000A; Gate Trigger Current Max, Igt:300uA
CONV DC-DC 48V IN 3.3V OUT 20W
MOD PWR ENTRY STD 20A 2PL QC PNL
CAP 1000PF 100V 0.05 NP0(C0G) RAD-.10IN .200X.260 CONF T&R
OBS RES, 1.47K, 0.06W, 1%, 0402
CAP 0.001UF  63V  5%  METALLI
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOIC-Wide; No of Pins: 20; Container: Rail
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 20; Container: Tape & Reel
METAL FILM RESISTOR, 10K, 1%, 0.1W,  0603
CAP 1000PF 100V 0.1 NP0(C0G) RAD-.10IN .200X.260 CONF T&R
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Rail
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Tape & Reel
0.1 UF 20% 50V Z5U RADIAL 0.1 CAP
CAP 0.1UF 50V  80-20% Y5V RAD-.10IN .200X.260 CONF BULK
CAP 0.1UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF BULK
CAP CER 0.1UF 50V 10% RADIAL
CAP 0.1UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF T&R
CAP 0.01UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF T&R
CAP 0.01UF 100V 0.1 X7R RAD-.10IN .200X.260 CONF T&R
RES 51 OHM 1/10W 5% 0603 SMD
Pulse Width Modulation (PWM) Controller IC; Topology:Buck, Half Bridge; Control Mode:Voltage; Number of PWM Outputs:2; Input Voltage Primary Min:-0.5V; Input Voltage Primary Max:14V; Duty Cycle Max:95%
Controller IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 12PF 200V 0.1 NP0(C0G) RAD-.10IN .200X.260 CONF BULK
RES CHIP 820 OHM 1/16W 1% 0402 SMT
CAP 1000PF 100V 0.2 Z5U RAD-.10IN .200X.260 CONF BULK
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 20; Container: Rail
CAP 120PF 200V 0.01 NP0(C0G) RAD-.10IN .200X.260 CONF T&R
Surface Mount Resistors Thick Film Chip Resistors
CONV DC-DC 24V IN 15V OUT PL 15W
CONV DC-DC 48V IN 5V OUT NL 15W
MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time, tf:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; No. of Drivers:1; Supply Voltage Max:16V RoHS Compliant: No
MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; Number of Drivers:1; Supply Voltage Max:16V
Pulse Width Modulation (PWM) Controller IC; Topology:Buck (Step Down); Control Mode:Voltage; Number of PWM Outputs:4; Input Voltage Primary Min:-0.3V; Input Voltage Primary Max:15V; Duty Cycle Max:95%
MOSFET Driver IC; Package/Case:5-SOT-23; Number of Drivers:1; Supply Voltage Max:16V; Driver Type:MOSFET; Leaded Process Compatible:No; Output Current Max:2A; Packaging:Cut Tape; Peak Reflow Compatible (260 C):No
CERAMIC CONFORMALLY COATED CAPACITOR, .010UF 50.0V:
CAP 0.1UF 100V 10% X7R RAD-.10IN .200X.260 CONF BULK
IC, LC03-3.3, TVS DIODE ARRAY, JEDEC SO-8
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						 Agilent (Hewlett-Packard) 
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TE Connectivity, Ltd.
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ZF Electronics, Corp.
Advanced Analogic Technologies, Inc.
Maxim Integrated Products, Inc.
Black Box, Corp.
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Analog Devices, Inc.
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Panduit, Corp.
JST Mfg. Co., Ltd.
Ecliptek, Corp.
Agilent(Hewlett-Packard)
 
						










	
						
						




						

	Homepage	
						http://www.home.agilent.com/
	Download	[ 
						5082-313E-H0000 5082-313E-HG000 5082-313E-HH000 5082-313E-HI000 5082-313E-HJ000 5082-313E-HK000 5082 Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						5082-313E-H0000 5082-313E-HG000 5082-313E-HH000 5082-313E-HI000 5082-313E-HJ000 5082-313E-HK000 5082 Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[5082-313E-H0000 5082-313E-HG000 5082-313E-HH000 5082-313E-HI000 5082-313E-HJ000 5082-313E-HK000 5082 Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for 5082-313E-H0000 ] 


					[ Price & Availability of 5082-313E-H0000 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : HDSP-313Y · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-313G · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-313E · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-313A · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-311Y · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-311G · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-311E · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display HDSP-311A · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display CAP 0.01UF 100V 0.1 X7R RAD-.10IN .200X.260 CONF T&R CAP,X7R,0.1,10N,100V,10% 一十点一六毫米（0.4英寸）单位通用七段显示 CAP 0.1UF 100V 0.05 X7R RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示 Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs 一十点一六毫米（0.4英寸）单位通用七段显示 MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Non-Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; Number of Drivers:1 一十点一六毫米（0.4英寸）单位通用七段显示 10NF/50V MONO-CER. LS.1 一十点一六毫米（0.4英寸）单位通用七段显示 Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Tape &amp; Reel 一十点一六毫米（0.4英寸）单位通用七段显示 CAP 1000PF 100V 0.05 NP0(C0G) RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示 CAP 0.1UF 50V 0.2 Z5U RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display 一十点一六毫米（0.4英寸）单位通用七段显示 TVS Diode; Stand-Off Voltage, VRWM:6V; Breakdown Voltage, Vbr:8V; Capacitance, Cd:50pF; Package/Case:16-WSOIC; Breakdown Voltage Min:8V; Leaded Process Compatible:No; Mounting Type:Surface Mount; No. of Lines Protected Max:1 RoHS Compliant: No Standard Recovery Rectifier; Repetitive Reverse Voltage Max, Vrrm:1600V; Forward Current Avg Rectified, IF(AV):50A; Non Repetitive Forward Surge Current Max, Ifsm:700A; Forward Voltage Max, VF:1.6V; Package/Case:SO-32B DIODE, STANDARD, 50A, 1200V, STUD; Voltage, Vrrm:1200V; Current, If av:50A; Case style:E12; Current, Ifs max:700A; Diode type:Standard recovery; Polarity, diode:Stud Cathode; Thread size:M8; Voltage, forward at If:1.6V RoHS Compliant: Yes RES, 0402, TF, 1.43K, 1%, 1/16W CONV DC-DC 24V IN 12V OUT PL 15W CONV DC-DC 24V IN 5V OUT 20W Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: QSOP; No of Pins: 20; Container: Tape & Reel Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: QSOP; No of Pins: 20; Container: Rail CONV DC-DC 24V IN 5V OUT PL 15W CONV DC-DC 24V IN 3.3 V OUT PL CONV DC-DC 48V IN 5V OUT PL 15W COIL, INDUCTOR CHIP 4.7UH 20% DD11 POWER ENTRY MODUL MOSFET Driver IC; MOSFET Driver Type:Dual Drivers, Low Side Non-Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:8-MSOP; Number of Drivers:2; Supply Voltage Max:16V THYRISTOR, 19A 1200V B-1THYRISTOR, 19A 1200V B-1; Voltage, Vrrm:1200V; Current, It av:10A; Case style:B1; Current, It rms:30A; Current, Itsm:250A; Voltage, Vgt:3.0V; Current, Igt:100mA; Thread size:M5; Thyristor/Triac t DIODE, STUD 95A 1200VDIODE, STUD 95A 1200V; Voltage, Vrrm:1200V; Current, If av:95A; Current, Ifs max:1150A; Voltage, forward at If:1.5V; Case style:E11; Thread size:M8; Diode type:Standard recovery; Polarity, diode:Stud Catho SCR Thyristor; SCR Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:1600V; On-State RMS Current, IT(rms):2800A; Peak Non Repetitive Surge Current, Itsm:53000A; Gate Trigger Current Max, Igt:300uA CONV DC-DC 48V IN 3.3V OUT 20W MOD PWR ENTRY STD 20A 2PL QC PNL CAP 1000PF 100V 0.05 NP0(C0G) RAD-.10IN .200X.260 CONF T&R OBS RES, 1.47K, 0.06W, 1%, 0402 CAP 0.001UF  63V  5%  METALLI Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOIC-Wide; No of Pins: 20; Container: Rail Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 20; Container: Tape & Reel METAL FILM RESISTOR, 10K, 1%, 0.1W,  0603 CAP 1000PF 100V 0.1 NP0(C0G) RAD-.10IN .200X.260 CONF T&R Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Rail Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Tape & Reel 0.1 UF 20% 50V Z5U RADIAL 0.1 CAP CAP 0.1UF 50V  80-20% Y5V RAD-.10IN .200X.260 CONF BULK CAP 0.1UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF BULK CAP CER 0.1UF 50V 10% RADIAL CAP 0.1UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF T&R CAP 0.01UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF T&R CAP 0.01UF 100V 0.1 X7R RAD-.10IN .200X.260 CONF T&R RES 51 OHM 1/10W 5% 0603 SMD Pulse Width Modulation (PWM) Controller IC; Topology:Buck, Half Bridge; Control Mode:Voltage; Number of PWM Outputs:2; Input Voltage Primary Min:-0.5V; Input Voltage Primary Max:14V; Duty Cycle Max:95% Controller IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 12PF 200V 0.1 NP0(C0G) RAD-.10IN .200X.260 CONF BULK RES CHIP 820 OHM 1/16W 1% 0402 SMT CAP 1000PF 100V 0.2 Z5U RAD-.10IN .200X.260 CONF BULK Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 20; Container: Rail CAP 120PF 200V 0.01 NP0(C0G) RAD-.10IN .200X.260 CONF T&R Surface Mount Resistors Thick Film Chip Resistors CONV DC-DC 24V IN 15V OUT PL 15W CONV DC-DC 48V IN 5V OUT NL 15W MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time, tf:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; No. of Drivers:1; Supply Voltage Max:16V RoHS Compliant: No MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; Number of Drivers:1; Supply Voltage Max:16V Pulse Width Modulation (PWM) Controller IC; Topology:Buck (Step Down); Control Mode:Voltage; Number of PWM Outputs:4; Input Voltage Primary Min:-0.3V; Input Voltage Primary Max:15V; Duty Cycle Max:95% MOSFET Driver IC; Package/Case:5-SOT-23; Number of Drivers:1; Supply Voltage Max:16V; Driver Type:MOSFET; Leaded Process Compatible:No; Output Current Max:2A; Packaging:Cut Tape; Peak Reflow Compatible (260 C):No CERAMIC CONFORMALLY COATED CAPACITOR, .010UF 50.0V: CAP 0.1UF 100V 10% X7R RAD-.10IN .200X.260 CONF BULK IC, LC03-3.3, TVS DIODE ARRAY, JEDEC SO-8   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	HDSP-G03Y HDSP-G01A HDSP-G01E HDSP-G01G HDSP-G01X 	Agilent HDSP-G01x/G03x 10.16 mm (0.4 inch) Dual Digit General Purpose Seven-Segment Display
Agilent HDSP-G01x/G03x 10.16 mm (0.4 inch) Dual Digit General Purpose Seven-Segment Display
HDSP-G01A · 10.16 mm (0.4 inch) Dual Digit General Purpose Seven Segment Display
HDSP-G01E · 10.16 mm (0.4 inch) Dual Digit General Purpose Seven Segment Display
HDSP-G01G · 10.16 mm (0.4 inch) Dual Digit General Purpose Seven Segment Display
HDSP-G01Y · 10.16 mm (0.4 inch) Dual Digit General Purpose Seven Segment Display
HDSP-G03A · 10.16 mm (0.4 inch) Dual Digit General Purpose Seven Segment Display
HDSP-G03E · 10.16 mm (0.4 inch) Dual Digit General Purpose Seven Segment Display
HDSP-G03G · 10.16 mm (0.4 inch) Dual Digit General Purpose Seven Segment Display
HDSP-G03Y · 10.16 mm (0.4 inch) Dual Digit General Purpose Seven Segment Display
	HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)

	HDSP-BXXX HDSP-B01E-LL000 HDSP-B01E-LM000 HDSP-B01	HDSP-B04E · 18:88 and 88:88 0.56" Four Digit GaP HER Seven Segment Display
HDSP-B03E · 18:88 and 88:88 0.56" Four Digit GaP HER Seven Segment Display
HDSP-B02E · 18:88 and 88:88 0.56" Four Digit GaP HER Seven Segment Display
HDSP-B01E · 18:88 and 88:88 0.56" Four Digit GaP HER Seven Segment Display
18:88 and 88:88 0.56 Four Digit GaP HER Seven Segment Display
From old datasheet system
	Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]

	HDSP-S51E-FE000 HDSP-S51E-FF000 HDSP-S51E-GE000 HD	HDSP-S56G · 27.4 mm (1.08 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-S56E · 27.4 mm (1.08 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-S51G · 27.4 mm (1.08 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-S51E · 27.4 mm (1.08 inch) General Purpose 5x7 Dot Matrix Alphanumeric Displays
HDSP-B56Z · 27.4 mm (1.08 inch) General Purpose 5x7 Bi-Color Dot Matrix Alphanumeric Displays
HDSP-B51Z · 27.4 mm (1.08 inch) General Purpose 5x7 Bi-Color Dot Matrix Alphanumeric Displays
Dual Differential  Drivers And Receivers 16-SSOP 0 to 70
NPN General Purpose Amplifier
27.4 mm (1.08 inch) General Purpose 5 x 7 Dot Matrix Alphanumeric Displays 27.4毫米.08英寸）通用5 × 7点阵的字母数字显示器
27.4 mm (1.08 inch) General Purpose 5 x 7 Dot Matrix Alphanumeric Displays 27.4毫米1.08英寸）通用5 × 7点阵的字母数字显示器
5X7 DOT MATRIX DISPLAY, GREEN, 30.42 mm
	Agilent(Hewlett-Packard...
Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]
http://
ITT Interconnect Solutions
Moeller Electric, Corp.
Bourns, Inc.
Panasonic Industrial Solutions
ITT, Corp.
Analog Devices, Inc.
Rectron Semiconductor
Vectron International, Inc.
AGILENT TECHNOLOGIES INC

	HDSP-433G-00000 HDSP-431G HDSP-431G-00000 HDSP-433	HDSP-433G · 10 mm Three digit Slim Font with 2-Colons Seven Segment Displays
HDSP-431G · 10 mm Three digit Slim Font with 2-Colons Seven Segment Displays
	Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]

	HDSP-R881 HDSP-R883 	8 x 8 Rich Color General Purpose Dot Matrix Displays 47.8 mm (1.88 inch) Package(8 x 8丰富色彩通用文本格式点阵显示7.8 mm (1.88英寸)封装)
HDSP-R881 · 8 x 8 Rich Color General Purpose Dot Matrix Displays 47.8 mm (1.88 inch) Package
HDSP-R883 · 8 x 8 Rich Color General Purpose Dot Matrix Displays 47.8 mm (1.88 inch) Package
	Agilent(Hewlett-Packard)
Agilent (Hewlett-Packard)

	HDSP-079X 	(HDSP-078x - HDSP-098x) Glass/Ceramic Numeric and Hexadecimal Displays
	Agilent

	MCP201T-E/SN MCP201-I/SN MCP201T-I/SN MCP201-E/P M	·Conforming LIN bus transceiver (Rev 1.2 ·Supports baud rates up to 20kbaud ·Wide supply voltage range: 6V to 18V ...
	Microchip

	HEDL-550 HEDL-5500-A02 HEDL-5500-A06 HEDL-5500-E06	Encoder Line Drivers 编码器线驱动
Quad PCI Express, Hot-Plug Controllers
Triple PCI Express, Hot-Plug Controllers
240 x 64 pixel format, CFL, LED, or EL Backlight available
HEDL-5500#A02 · Encoder Line Drivers
HEDL-5505#A06 · Encoder Line Drivers
HEDL-5540#A01 · Encoder Line Drivers
HEDL-9000#U00 · Encoder Line Drivers
HEDL-9040#B00 · Encoder Line Drivers
HEDL-9100#A00 · Encoder Line Drivers
HEDL-9140#A00 · Encoder Line Drivers
HEDL-5600#A06 · Encoder Line Drivers
HEDL-5605#A06 · Encoder Line Drivers
HEDL-5640#A06 · Encoder Line Drivers
HEDL-5645#A06 · Encoder Line Drivers
HEDL-5560#B02 · Encoder Line Drivers
	DLP Design, Inc.
HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)

	HSMF-A222-A00J1 HSMF-A331-A00J1 HSMF-A228-A00J1 HS	HSMF-A222-A00J1 · Surface Mount LED Indicator
HSMF-A331-A00J1 · Surface Mount LED Indicator
HSMF-A228-A00J1 · Surface Mount LED Indicator
HSMF-A205-A00J1 · Surface Mount LED Indicator
HSMF-A204-A00J1 · Surface Mount LED Indicator
HSMF-A201-A00J1 · Surface Mount LED Indicator
HSMF-A301-A00J1 · Surface Mount LED Indicator
HSMF-A202-A00J1 · Surface Mount LED Indicator
HSMF-A203-A00J1 · Surface Mount LED Indicator
HSMF-A211-A00J1 · Surface Mount LED Indicator
HSMF-A341-A00J1 · Surface Mount LED Indicator
HSMF-A212-A00J1 · Surface Mount LED Indicator
HSMF-A227-A00J1 · Surface Mount LED Indicator
HSMF-A332-A00J1 · Surface Mount LED Indicator
HSMF-A206-A00J1 · Surface Mount LED Indicator
HSMF-A342-A00J1 · Surface Mount LED Indicator
	Agilent (Hewlett-Packard)

	HLMP-1550 HLMP-1550-1.00000 HLMP-1550-1.00001 HLMP	Half pitch interface connectors (HRS unique); HRS No: 230-1022-7 50; Connector Type: Cable; Contact Mating Area Plating: Gold
Low Profile T-1 (3 mm) LED Lamps
HLMP-1350-C0001 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1350-C0002 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1550-BC000 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1450 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1450-B0000 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1450-B0001 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1450-B0002 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1550-A0001 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1550-A0002 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1350 · Low Profile T-1 (3 mm) LED Lamp
	发光二极
Agilent(Hewlett-Packard)
Agilent (Hewlett-Packard)
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