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			NX8563LA-AZ - ; Leaded Process Compatible:Yes TVS UNI-DIR 68V 1500W DO-201 TVS BI-DIR 68V 1500W DO-201 3A 100V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 CONVERTER DC-DC 1W 5V/14V SGL CONVERTER DC-DC 1W 5V/12V SGL CONVERTER DC-DC 1W 7V/7V DUAL DIODE ZENER SINGLE 200mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-323 3K/REEL NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 MILITARY BATTERY RoHS Compliant: NA 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 DIODE ZENER SINGLE 500mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-123 3K/REEL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 CONVERTER DC-DC 1W 5V/5V DUAL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块2.5 GB /秒，110公里240公里REACH的DWDM城域和有线电视领域的应用 
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	Part No.	NX8563LA-AZ NX8563LA509-CD NX8563LAS509-CD NX8563LA525-CC NX8563LAS525-CC NX8563LA334-CD NX8563LAS334-CD NX8563LA350-CD NX8563LAS350-CD NX8563LA429-CC NX8563LAS429-CC NX8563LA525-CD NX8563LAS525-CD NX8563LA437-CD NX8563LA437-CC NX8563LA350-CC NX8563LAS334-CC NX8563LA334-CC NX8563LA533-CC NX8563LAS533-CC NX8563LAS541-CC NX8563LA366-CC NX8563LA565-CC NX8563LAS565-CC NX8563LAS366-CC NX8563LA501-CD NX8563LA303-CD NX8563LA405-CD NX8563LAS405-CD NX8563LA606-CD NX8563LA606-CC  

	Description	; Leaded Process Compatible:Yes 
 TVS UNI-DIR 68V 1500W DO-201
TVS BI-DIR 68V 1500W DO-201
3A 100V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
CONVERTER DC-DC 1W 5V/14V SGL
CONVERTER DC-DC 1W 5V/12V SGL
CONVERTER DC-DC 1W 7V/7V DUAL
DIODE ZENER SINGLE 200mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-323 3K/REEL
NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
MILITARY BATTERY RoHS Compliant: NA 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
DIODE ZENER SINGLE 500mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-123 3K/REEL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
CONVERTER DC-DC 1W 5V/5V DUAL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块2.5 GB /秒，110公里240公里REACH的DWDM城域和有线电视领域的应用
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 			 Full text search : ; Leaded Process Compatible:Yes TVS UNI-DIR 68V 1500W DO-201 TVS BI-DIR 68V 1500W DO-201 3A 100V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 CONVERTER DC-DC 1W 5V/14V SGL CONVERTER DC-DC 1W 5V/12V SGL CONVERTER DC-DC 1W 7V/7V DUAL DIODE ZENER SINGLE 200mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-323 3K/REEL NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 MILITARY BATTERY RoHS Compliant: NA 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 DIODE ZENER SINGLE 500mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-123 3K/REEL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 CONVERTER DC-DC 1W 5V/5V DUAL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块2.5 GB /秒，110公里240公里REACH的DWDM城域和有线电视领域的应用   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	5704-RC 5705-RC 5711-RC 5717-RC 5706-RC 5707-RC 57	CHOKE RF HI CURR 275UH 15% RAD 1 ELEMENT, 275 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 450 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 50 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:500uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4A; DC Resistance Max:0.12ohm; Leaded Process Compatible:Yes 1 ELEMENT, 500 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:25uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:9A; DC Resistance Max:0.012ohm; Leaded Process Compatible:Yes 1 ELEMENT, 25 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:75uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:5A; DC Resistance Max:0.04ohm; Leaded Process Compatible:Yes 1 ELEMENT, 75 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 800 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:150uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4.75A; DC Resistance Max:0.046ohm; Leaded Process Compatible:Yes 1 ELEMENT, 150 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 1250 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:1.6mH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:1.5A; DC Resistance Max:1.27ohm; Leaded Process Compatible:Yes 1 ELEMENT, 1600 uH, GENERAL PURPOSE INDUCTOR
High Current Toroid Inductors
	Bourns, Inc.
Bourns Electronic Solutions
Bourns Electronic Solut...

	5800-123-RC 5800-102-RC 5800-152-RC 5800-121-RC 58	High I , Axial Choke 1 ELEMENT, 12000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
RF Choke; Series:5800; Inductance:1mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.2A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:2.3ohm
RF Choke; Series:5800; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.158A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:3.45ohm
RF Choke; Series:5800; Inductance:120uH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.508A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:0.283ohm
VW-1 rated shrink tubing to cover winding
	Bourns, Inc.
BOURNS INC
Bourns Electronic Solutions
Bourns Electronic Solut...

	BL-XA1361 BL-XF0361 BL-XJB361 BL-XJD361 BL-XJF361 	D-Subminiature Connector; Gender:Male; No. of Contacts:9; Contact Termination:Through Hole; D Sub Shell Size:DB9; Body Material:Steel; Contact Plating:Gold Flash; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
BRACKET RoHS Compliant: Yes
AXIAL LED LAMPS 轴向LED节能
	Yellow Stone Corp
早安股份有限公司
Yellow Stone, Corp.

	STD4 STD2 	:Glass; Diameter:4.7mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
ELECTRIC FUSE, 2A, 240VAC, 33000A (IR), INLINE/HOLDER
Leaded Cartridge Fuse; Current Rating:2.5A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Glass; Diameter:4.7mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	COOPER INDUSTRIES

	Z402L Z403L Z404 Z403LR 	FUSE CLIP, FOR 3AG FUSES W/O STOP, PCB MNT., TIN PLATED
Fuse Holder; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
TRANSFORMER VARIABLE OPEN 3A
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Copper Alloy; Current Rating:15A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:32V
Fuse Holder; Fuse Size/Group:Mini; Mounting Type:In-Line; Body Material:Thermoplastic; Contact Material:Copper Alloy; Contact Plating:Tin; Current Rating:30A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	保险丝支架，夹子&硬件

	0435.250 04351.25 04351.75 0435.500 0435.375 04350	Surface Mount Fuses - Thin-Film Surface Mount
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:41 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
LED Panel Mount Indicator; LED Color:Orange; Color:Orange; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Littelfuse, Inc.

	SV03 SV01KA101JAA SV01KA101KAA SV01KA101MAA SV01HA	Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
High Voltage MLC Radials (SV Style) 子午线轮胎高压刚果解放运动（希风格）
XTAL,OSC 50.0MHZ 3V 6P SMT
POT 2.0K OHM 1/4 SQ CERM SL ST
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 2%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
LUGS
   High Voltage MLC Radials (SV Style)
	AVX, Corp.
AVX[AVX Corporation]

	1130-4R7M-RC 1130-1R2M-RC 1130-6R8M-RC 1130-100K-R	RF Choke; Series:1130; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1130; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1130; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.004ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
High Current Chokes Very high current capacity Fixed lead spacing
	BOURNS INC
Bourns Electronic Solutions

	BL-XA1361-F8 BL-XF0361-F8 BL-XJB361-F8 BL-XJD361-F	Silver Mica Capacitor; Capacitance:36pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:2uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.6mm; Leaded Process Compatible:No RoHS Compliant: No
DSUB CONN 9POS (DB9) 轴向LED节能灯与轭铅
AXIAL LED LAMPS WITH YOKE LEAD 轴向LED节能灯与轭铅
	Yellow Stone Corp
早安股份有限公司
Yellow Stone, Corp.

	24101 24100 24S101 24S100 24680 24220 24S6R8 2400 	IC CODEC SPKRPHONE 2CH 20-SOIC 1 ELEMENT, 15 uH, GENERAL PURPOSE INDUCTOR, SMD
Bobbin Wound Surface Mount Inductors 1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR, SMD
Receiver IC; Supply Voltage:5V; Package/Case:28-TSSOP; Frequency:192GHz; Leaded Process Compatible:No; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V RoHS Compliant: Yes
Receiver IC; Supply Voltage:5V; Package/Case:28-SOIC; Frequency:192GHz; Leaded Process Compatible:No; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V RoHS Compliant: Yes
:108GHz; Frequency Min:8GHz; Leaded Process Compatible:No; No. of Channels:2 RoHS Compliant: Yes
; Frequency Min:8GHz; Interface Type:Serial; Leaded Process Compatible:No RoHS Compliant: No
A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:4000SPS; Input Channels Per ADC:2; Input Channel Type:Differential; Data Interface:Serial
Full Duplex Analog to Analog Spkrphone Codec -free
Transceiver IC; Transceiver Type:Digital Audio; Supply Voltage:5V; Package/Case:28-TSSOP; Frequency:96GHz; Leaded Process Compatible:Yes; No. of Receivers:1; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes
BobbinWoundSurfaceMountInductors
	C&D TECHNOLOGIES INC
C&DTechnologies
CANDD[C&D Technologies]

	MY88 	; Current Rating:18A; Leaded Process Compatible:Yes
	Tyco Electronics
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