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			PIC16LF870TPQ - 12MHZ CERAMIC RES,SMT CAT 5E CROSSOVER PATCH   CORD CABLE GREEN 6 FT Multiconductor Commercial Audio Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:LSPVC; Conductor Material:Copper; Features:Flamarrest Low-Smoke Jacket; Jacket Color:Natural RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:33pF/ft RoHS Compliant: Yes 128 x 128 pixel format, LED or EL Backlight available 28/40-Pin 8位CMOS闪存微控制器 28/40-Pin 8-Bit CMOS FLASH Microcontrollers 28/40-Pin 8位CMOS闪存微控制器 SWITCH, SPNO SPNC ANTI-VANDAL 28/40-Pin 8位CMOS闪存微控制器 
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	Part No.	PIC16LF870T/PQ PIC16LF870T/PT PIC16F871T-I/P PIC16F871T-I/PQ PIC16LF871T-I/PQ PIC16LF871T-I/PT PIC16F871T-I/PT PIC16F870T/L PIC16F871T/PT PIC16LF870-I/L PIC16F870-I/L PIC16F871T/L PIC16LF871-I/L PIC16F871-I/L PIC16F870/L PIC16F871/SP PIC16F871/L PIC16F871/SO PIC16F871/SS PIC16F870/PQ PIC16LF870/PQ PIC16LF871/SP PIC16LF871T/SS PIC16LF871/SO PIC16F870T/PT PIC16LF870T-I/L PIC16F870T/PQ PIC16F870T/SP PIC16LF870/PT PIC16LF871T/PQ PIC16F870T-I/L  

	Description	12MHZ CERAMIC RES,SMT 
 CAT 5E CROSSOVER PATCH   CORD CABLE GREEN 6 FT
Multiconductor Commercial Audio Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:LSPVC; Conductor Material:Copper; Features:Flamarrest Low-Smoke Jacket; Jacket Color:Natural RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:33pF/ft RoHS Compliant: Yes
128 x 128 pixel format, LED or EL Backlight available 28/40-Pin 8位CMOS闪存微控制器
28/40-Pin 8-Bit CMOS FLASH Microcontrollers 28/40-Pin 8位CMOS闪存微控制器
SWITCH, SPNO SPNC ANTI-VANDAL 28/40-Pin 8位CMOS闪存微控制器
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						 Microchip Technology Inc. 
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	Part: PIC16LF870T-I/SO
	Maker: Microchip Technology
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
	  
									100: $0.00
	1000: 
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 			 Full text search : 12MHZ CERAMIC RES,SMT CAT 5E CROSSOVER PATCH   CORD CABLE GREEN 6 FT Multiconductor Commercial Audio Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:LSPVC; Conductor Material:Copper; Features:Flamarrest Low-Smoke Jacket; Jacket Color:Natural RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:33pF/ft RoHS Compliant: Yes 128 x 128 pixel format, LED or EL Backlight available 28/40-Pin 8位CMOS闪存微控制器 28/40-Pin 8-Bit CMOS FLASH Microcontrollers 28/40-Pin 8位CMOS闪存微控制器 SWITCH, SPNO SPNC ANTI-VANDAL 28/40-Pin 8位CMOS闪存微控制器   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	PS9617 PS9617L-V-E4-A PS9617-A PS9617L PS9617L-A P	GIGATRUE 550 CAT PATCH CABLE NO BOOT 7FT BLACK 高噪音减少，高速数字输出型8引脚DIP光耦合
GIGATRUE 550 CAT PATCH CBL NO BOOT 1FT BK 25 PK 高噪音减少，高速数字输出型8引脚DIP光耦合
HIGH NOISE REDUCTION, HIGH SPEED DIGITAL OUTPUT TYPE 8-PIN DIP PHOTOCOUPLER 高噪音减少，高速数字输出型8引脚DIP光耦合
GIGATRUE 550 CAT6 PATCH  2 FT, NON BOOT, BLACK
GIGATRUE 550 CAT PATCH   CABLE NO BOOT 3FT BLACK
GIGATRUE 550 CAT PATCH   CBL NO BOOT 100F PK 25 PK
GIGATRUE 550 CAT PATCH   CABLE NO BOOT 7FT BLACK
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]

	18R103 18R223 18R104 18R224 18R106 18R684 18R155 1	Radial Lead Inductors
CAT 5E SOLID PLNM CBL    STRGHT PIN,350MHZ-WHITE
CAT 5E SOLID PLNM CBL    STRGHT PIN,350MHZ-YELLOW
CAT 5E SOLID PVC CABLE   STRGHT PIN, 350 MHZ-BLUE
CAT 5E SOLID PVC CABLE   STRGHT PIN,350 MHZ-BLUE
CAT 5E SOLID PVC CABLE   STRGHT PIN,350MHZ-WHITE
CAT 5E SOLID PVC CABLE   X-PINNED, 350 MHZ-BLUE
	C&D TECHNOLOGIES INC
CANDD[C&D Technologies]

	MK50H27 MK50H27PLCC MK50H27DIP 	Category 5e Patch Cord; Connector Type A:Cat 5e Modular Plug; Connector Type B:Cat 5e Modular Jack; Cable Length:3ft; Color:Blue; Features:Snagless Slimline Boot; Cable Strain Relief
Signalling System 7 Link Controller
	http://
意法半导
ST Microelectronics

	LBN70A36 	70MHz SAW Filter 12MHz Bandwidth
	SIPAT Co,Ltd

	LBN07905 	78.75MHz SAW Filter 12MHz Bandwidth
	SIPAT Co,Ltd

	LBN140A12 	140MHz SAW Filter 12MHz Bandwidth
	SIPAT Co,Ltd

	LBN140A37 	140MHz SAW Filter 12MHz Bandwidth
	SIPAT Co,Ltd

	HA-2500 HA-2505 	12MHz, High Input Impedance, Operational Amplifiers
	Harris Semiconductor

	P502-05SC 	Low Phase Noise VCXO (12MHz to 25MHz)
	PLL[PhaseLink Corporation]

	LT1356 	Dual and Quad 12MHz, 400V/µs Op Amps
	Linear Technology

	HA-250503 HA3-2505-5 HA-2505 HA3-2505-5Z 	IC OP AMP SINGLE GP 40V 8DIP
12MHz, High Input Impedance, Operational Amplifier
	INTERSIL[Intersil Corporation]

	LT1311-15 	Quad 12MHz, 145ns Settling Precision Current-to-Voltage Converter for Optical Disk Drives
	Linear Technology
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