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			 Related Part Number
	
					PART	Description	Maker
	A5191HRTLG-XTD A5191HRTLG-XTP A5191HRTPG-XTD A5191	Industrial HART-Protocol Modem; Package: LQFP32, 7x7; No of Pins: 32; Container: Tape and Reel; Qty per Container: 2500 1.2 kbps DATA, MODEM, PQFP32
Industrial HART-Protocol Modem; Package: PLCC-28; No of Pins: 28; Container: Rail; Qty per Container: 37 1.2 kbps DATA, MODEM, PQCC28
Industrial HART-Protocol Modem; Package: PLCC-28; No of Pins: 28; Container: Tape and Reel; Qty per Container: 750 1.2 kbps DATA, MODEM, PQCC28
HART Modem
	ON Semiconductor

	PIC12LCE673-04I/JW PIC12LCE674-04I/JW PIC12CE673-0	3.3V / 5V ECL Differential Receiver/Driver with High Gain; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 8引脚位CMOS微控制器A / D转换器和EEPROM数据存储
3.3V / 5V ECL Differential Receiver/Driver; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 8引脚位CMOS微控制器与A / D转换器和EEPROM数据存储
8-Pin, 8-Bit CMOS Microcontroller with A/D Converter and EEPROM Data Memory 8引脚位CMOS微控制器与A / D转换器和EEPROM数据存储
Complementary High Speed Power Driver 5-TO-220 0 to 70 8引脚CMOS微控制器与A / D转换器和EEPROM数据存储
8-Pin, 8-Bit CMOS Microcontroller with A/D Converter and EEPROM Data Memory 8引脚位CMOS微控制器A / D转换器和EEPROM数据存储
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
3.3V / 5V ECL Differential Receiver/Driver with Internal Termination; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
Complementary High Speed Power Driver 8-SOIC 0 to 70
Switched Mode Controller for DC Motor Drive 20-SOIC 0 to 70
3.3V / 5V ECL Differential Receiver/Driver with Internal Termination; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
8-Pin/ 8-Bit CMOS Microcontroller with A/D Converter and EEPROM Data Memory
	Microchip Technology, Inc.
Microchip Technology Inc.

	2N5088TA 2N5088TAR 2N5088D81Z 	NPN General Purpose Amplifier; Package: TO-92; No of Pins: 3; Container: Ammo 100 mA, 30 V, NPN, Si, SMALL SIGNAL TRANSISTOR, TO-92
NPN General Purpose Amplifier; Package: TO-92; No of Pins: 3; Container: Tape &amp; Reel 100 mA, 30 V, NPN, Si, SMALL SIGNAL TRANSISTOR, TO-92
	Fairchild Semiconductor, Corp.

	2N3906J18Z 2N3906TA 	PNP General Purpose Amplifier; Package: TO-92; No of Pins: 3; Container: Bulk 200 mA, 40 V, PNP, Si, SMALL SIGNAL TRANSISTOR, TO-92
PNP General Purpose Amplifier; Package: TO-92; No of Pins: 3; Container: Ammo 200 mA, 40 V, PNP, Si, SMALL SIGNAL TRANSISTOR, TO-92
	Fairchild Semiconductor, Corp.

	P6SMB11CAT3 ON2771 	GENERAL DATA APPLICABLE TO ALL SERIES IN THIS GROUP
From old datasheet system
	ON Semi

	AD808 AD808-622BR AD808-622BRRL AD808-622BRRL7 AD6	622 Mbps, Low Power, Post-Amp/Clock and Data Recovery IC
Fiber Optic Receiver with Quantizer and Clock Recovery and Data Retiming RECEIVER, PDSO16
Ic = 500 mA; Package: PG-SOT223-4; Polarity: NPN; VCEO (max): 60.0 V; Ptot (max): 2,000.0 mW; hFE (min): 100.0 - 250.0; IC: 1,000.0 mA;
16-Bit, 250ksps, Single Supply ADC; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
	Analog Devices, Inc.

	LTC1289CCSWTRPBF LTC1289BCNPBF LTC1289CCNPBF 	3 Volt Single Chip 12-Bit Data Acquisition System; Package: SO; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C 8-CH 12-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PDSO20
3 Volt Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C 8-CH 12-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PDIP20
	Linear Technology, Corp.

	K4D26323AA-GL 	1M x 32Bit x 4 Banks Double Data Rate Synchronous RAM with Bi-directional Data Strobe and DLL Data Sheet
	Samsung Electronic

	ADC12034CIWMX ADC12032CIWMX ADC12H034CIWMX 	7.5A, 5A, 3A Low Dropout Positive Adjustable Regulators; Package: TO-220; No of Pins: 3; Temperature Range: 0°C to  70°C
7.5A, 5A, 3A Low Dropout Positive Adjustable Regulators; Package: TO-3P; No of Pins: 3; Temperature Range: 0°C to  70°C
Single-Ended Data Acquisition System 单端数据采集系统
	Advanced Analogic Technologies, Inc.

	ADM4857 ADM4856 ADM4855 ADM4854 ADM4853 ADM4852 AD	   5 V Slew-Rate Limited Half- and Full-Duplex RS-485/RS-422 Transceivers
Full Duplex RS-485/RS-22 Transceiver w/10Mbps Data Rate
Full Duplex RS-485/RS-22 Transceiver w/115kbps Data Rate
Full Duplex RS-485/RS-22 Transceiver w/500kbps Data Rate
Half Duplex RS-485/RS-22 Transceiver w/500kbps Data Rate
Half Duplex RS-485/RS-22 Transceiver w/115kbps Data Rate
Half Duplex RS-485/RS-22 Transceiver w/2.5Mbps Data Rate
Full Duplex RS-485/RS-22 Transceiver w/2.5Mbps Data Rate
MOSFET, N, TO-92; Transistor type:MOSFET; Current, Id cont:0.47A; Resistance, Rds on:2R; Case style:TO-92; Current, Idm pulse:1A; Pins, No. of:3; Pitch, lead:2.54mm; Power dissipation:0.8W; Power, Pd:0.8W; Temperature, RoHS Compliant: Yes
5 V Slew-Rate Limited Half- and Full-Duplex RS-485/RS-422 Transceivers LINE TRANSCEIVER, DSO8
5 V Slew-Rate Limited Half- and Full-Duplex RS-485/RS-422 Transceivers 5伏摆率限制半和全双工RS-485/RS-422收发
5 V Slew-Rate Limited Half- and Full-Duplex RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO8
	AD[Analog Devices]
Analog Devices, Inc.

	B82719C2475N365 B82719 B82719C2105N365 B82719C2474	1 ELEMENT, 470 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Data Line Chokes for ISDN
	EPCOS AG
EPCOS[EPCOS]
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