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			 Related Part Number
	
					PART	Description	Maker
	02-09-2101 02-09-2103 	Crimp Pin Contact; Wire Size (AWG):20-14; Contact Plating:Tin; Series:1190; Pitch Spacing:2.36mm; Reel Quantity:7000 RoHS Compliant: Yes BRASS, TIN (20) FINISH, WIRE TERMINAL
CONN TERM MALE 14-20AWG TIN BRASS, TIN (20) FINISH, WIRE TERMINAL
	Molex, Inc.

	42817-0011 0428170131 	Solderless Terminal; Wire Size (AWG):12-10 RoHS Compliant: Yes COPPER ALLOY, TIN LEAD FINISH, WIRE TERMINAL
MALE CRIMP TERMINAL, 12, 10 & 8AWG MINIFIT SR.
	Molex, Inc.
Molex Electronics Ltd.

	CW02M150R0JE70 CW02B10R00JE7013 CW02C10K00JB1214 C	Wire Wound Resistor, RESISTOR, WIRE WOUND, 3 W, 5 %, 30 ppm, 150 ohm, THROUGH HOLE MOUNT, AXIAL LEADED, GREEN
CW Wirewound Resistors, Commercial Power, Silicone Coated, Axial Lead
Wire Wound Resistor, RESISTOR, WIRE WOUND, 2.5 W, 5 %, 90 ppm, 0.56 ohm, THROUGH HOLE MOUNT, AXIAL LEADED
RES 39 OHM 5% 6.5W SILICONE WW
	Vishay Dale
Vishay Siliconix
Vishay Semiconductors

	D01-9950901 D01-9953201 D01-9951201 	2.54mm Pitch IC 3-Level Wire Wrap Socket Strip, gold clip   tin/lead shell, 9-way 9 CONTACT(S), FEMALE, STRAIGHT TWO PART BOARD CONNECTOR, WIRE WRAP, SOCKET
2.54mm Pitch IC 3-Level Wire Wrap Socket Strip, gold clip   tin/lead shell, 32-way 32 CONTACT(S), FEMALE, STRAIGHT TWO PART BOARD CONNECTOR, WIRE WRAP, SOCKET
2.54mm Pitch IC 3-Level Wire Wrap Socket Strip, gold clip   tin/lead shell, 12-way 12 CONTACT(S), FEMALE, STRAIGHT TWO PART BOARD CONNECTOR, WIRE WRAP, SOCKET
	Harwin PLC

	0014600043 704000178 14-60-0043 	2.54mm (.100) Pitch SL Insulation Displacement Connector Assembly, Female, Single Row, Version A, Nonpolarized, Wire Size 26, 3.81μm (150μ) Tin/Lead (SnPb)
	Molex Electronics Ltd.

	14-56-6249 	2.54mm (.100) Pitch SL?/a> Insulation Displacement Connector Assembly, Female, Single Row, Version A, Nonpolarized, Wire Size 22, 3.81μm (150μ) Tin/Lead (SnPb)
	Molex Electronics Ltd.

	14-60-0065 0014600065 	2.54mm (.100) Pitch SL Insulation Displacement Connector Assembly, Female, Single Row, Version A, Nonpolarized, Wire Size 28, 3.81μm (150μ) Tin/Lead (SnPb)
	Molex Electronics Ltd.

	0014600053 14-60-0053 	2.54mm (.100) Pitch SL Insulation Displacement Connector Assembly, Female, Single Row, Version A, Nonpolarized, Wire Size 26, 3.81μm (150μ) Tin/Lead (SnPb)
	Molex Electronics Ltd.

	14-56-6159 	2.54mm (.100) Pitch SL Insulation Displacement Connector Assembly, Female, Single Row, Version A, Nonpolarized, Wire Size 22, 3.81μm (150μ) Tin/Lead (SnPb)
	Molex Electronics Ltd.

	14-56-6149 0014566149 	2.54mm (.100) Pitch SL Insulation Displacement Connector Assembly, Female, Single Row, Version A, Nonpolarized, Wire Size 22, 3.81μm (150μ) Tin/Lead (SnPb)
	Molex Electronics Ltd.

	14-56-6189 	2.54mm (.100) Pitch SL Insulation Displacement Connector Assembly, Female, Single Row, Version A, Nonpolarized, Wire Size 22, 3.81μm (150μ) Tin/Lead (SnPb)
	Molex Electronics Ltd.
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