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			 Related Part Number
	
					PART	Description	Maker
	MAX535 MAX5351ACPA MAX5351ACUA MAX5351AEPA MAX5351	Low-Power 13-Bit Voltage-Output DACs with Serial Interface
Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:23-35 RoHS Compliant: No
Low-Power / 13-Bit Voltage-Output DACs with Serial Interface
Low-Power, 13-Bit Voltage-Output DACs with Serial Interface SERIAL INPUT LOADING, 16 us SETTLING TIME, 13-BIT DAC, PDSO8
Low-Power, 13-Bit Voltage-Output DACs with Serial Interface SERIAL INPUT LOADING, 16 us SETTLING TIME, 13-BIT DAC, PDIP8
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	MAX5380 MAX5380EUK-T MAX5380LEUK MAX5380-MAX5382 M	 4 V, Low-cost, low-power, 8-bit DAC with 2-wire serial interface
Low-Cost, Low-Power, 8-Bit DACs with 2-Wire Serial Interface in SOT23 SERIAL INPUT LOADING, 20 us SETTLING TIME, 8-BIT DAC, PDSO5
Low-Cost, Low-Power, 8-Bit DACs with 2-Wire Serial Interface in SOT23 低成本，低功耗，8位DAC2线串行接口，采用SOT23
Low-Cost Low-Power 8-Bit DACs with 2-Wire Serial Interface in SOT23
" Low-Cost, Low- Power, 8-Bit DACs with 2-Wire Serial Interface in SOT23"
Low-Cost / Low-Power / 8-Bit DACs with 2-Wire Serial Interface in SOT23
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	5962F9562601QYC 5962F9562601QXC 5962F9562601VYC 59	Low-Power, Serial, 12-Bit DACs with Force-Sense Voltage-Output
x8 PROM
Low-Power, Serial, 12-Bit DACs with Voltage-Output x8胎膜早破
	Electronic Theatre Controls, Inc.

	MAX5158 MAX5158CEE MAX5158CPE MAX5158EEE MAX5158EP	Low-Power Dual 10-Bit Voltage-Output DACs with Serial Interface
Low-Power, Dual, 10-Bit, Voltage-Output DACs with Serial Interface
Low-Power.Dual.10-Bit.Voltage-Output DACs with Serial Interface 低功耗、双路0位、电压输出DAC，串行接
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	MAX547AEQH-D MAX5443BCUA MAX5444BCUBT MAX5361PEUKT	Octal, 13-Bit Voltage-Output DAC with Parallel Interface PARALLEL, WORD INPUT LOADING, 5 us SETTLING TIME, 13-BIT DAC, PQCC44
 3V/ 5V, Serial-Input, Voltage-Output, 16-Bit DACs SERIAL INPUT LOADING, 1 us SETTLING TIME, 16-BIT DAC, PDSO8
 3V/ 5V, Serial-Input, Voltage-Output, 16-Bit DACs SERIAL INPUT LOADING, 1 us SETTLING TIME, 16-BIT DAC, PDSO10
Low-Cost, Low-Power 6-Bit DACs with 2-Wire Serial Interface in SOT23 Package SERIAL INPUT LOADING, 20 us SETTLING TIME, 6-BIT DAC, PDSO5
Serial, CMOS, Multiplying, 12-Bit DAC in 8-Pin Package SERIAL INPUT LOADING, 0.25 us SETTLING TIME, 12-BIT DAC, PDSO8
	Maxim Integrated Products, Inc.

	MAX5510 MAX5511ETC MAX5510ETC MAX5510ETCT MAX5511 	 1.8V to  5.5V, Ultra-Low-Power, 8-Bit, Voltage-Output DACs SERIAL INPUT LOADING, 660 us SETTLING TIME, 8-BIT DAC, QCC12
 1.8V to  5.5V. Ultra-Low-Power. 8-Bit. Voltage-Output DACs
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	MAX5152BC/D MAX5153BC/D MAX5153BMJE MAX5152BMJE MA	CAP .039UF 250V PEN FILM 2416 5% DUAL, SERIAL INPUT LOADING, 16 us SETTLING TIME, 13-BIT DAC, PDIP16
Low-Power / Dual / 13-Bit Voltage-Output DACs with Configurable Outputs
TVS BIDIRECT 600W 170V SMB
Low-Power, Dual, 13-Bit Voltage-Output DACs with Configurable Outputs
	Maxim Integrated Products, Inc.

	MAX5381PEUK MAX5382PEUK 	Low-Cost, Low-Power, 8-Bit DACs with 2-Wire Serial Interface in SOT23
	Maxim Integrated Produc...

	MAX5202ACUB MAX5203ACUB MAX5200ACUB MAX5201ACUB MA	Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in MAX
Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in μMAX
Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in &#181;MAX SERIAL INPUT LOADING, 25 us SETTLING TIME, 16-BIT DAC, PDSO10
Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in ??AX
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	AM27C040-95DC AM27C040-95DI AM27C040-95EC AM27C040	x8 EPROM
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Serial 16-Bit Multiplying DACs; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Active RC, 4th Order Lowpass Filter Family; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Dual Serial 12-Bit Multiplying DAC; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8存储
	Amphenol, Corp.

	AD7808BST AD7808BR AD7808BN AD7805BR 	High Efficiency Step-Down and Inverting DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
 3.3 V to  5 V Quad/Octal 10-Bit DACs SERIAL INPUT LOADING, 1.5 us SETTLING TIME, 10-BIT DAC, PDSO24
 3.3 V to  5 V Quad/Octal 10-Bit DACs SERIAL INPUT LOADING, 1.5 us SETTLING TIME, 10-BIT DAC, PDIP24
+3.3V to +5V Quad/Octal 10-Bit DACs
	Analog Devices, Inc.
ANALOG DEVICES INC
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