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			AM2147-35PCB - Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C 500mA Negative Low Dropout Micropower Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C x1 SRAM 500mA Negative Low Dropout Micropower Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C 100kHz, 5A, 2.5A and 1.25A High Efficiency Switching Regulators; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C 100kHz, 5A, 2.5A and 1.25A High Efficiency Switching Regulators; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C Dual and Quad 25MHz, 600V/µs Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C Dual and Quad 50MHz, 800V/µs Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C 500kHz High Efficiency 6A Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: -40°C to  85°C Dual and Quad 70MHz, 1000V/µs Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C Micropower DC/DC Converter Adjustable and Fixed 5V, 12V; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C 500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C 500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大 500mA Negative Low Dropout Micropower Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x1的SRAM 
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	Part No.	AM2147-35PCB AM2147-70DC AM2147-70PC AM2147-70LC AM2147-45PCB AM2147-45DC AM2147-45/BUA AM2147-45LC AM2147-55LC AM2147-55DC AM2147-55PC AM2147-55/BYC AM21L47-45DCB AM21L47-45LCB AM21L47-45PCB AM21L47-55DCB AM21L47-70DCB AM21L47-70PCB AM21L47-55LCB AM21L47-55PCB AM21L47-70LCB AM2147-35LCB AM2147-70/BUA AM2147-55/BUA AM9147-80DMB   

	Description	Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C 
 500mA Negative Low Dropout Micropower Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
x1 SRAM
500mA Negative Low Dropout Micropower Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C
100kHz, 5A, 2.5A and 1.25A High Efficiency Switching Regulators; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C
100kHz, 5A, 2.5A and 1.25A High Efficiency Switching Regulators; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Dual and Quad 25MHz, 600V/µs Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Dual and Quad 50MHz, 800V/µs Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
500kHz High Efficiency 6A Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: -40°C to  85°C
Dual and Quad 70MHz, 1000V/µs Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower DC/DC Converter Adjustable and Fixed 5V, 12V; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大
500mA Negative Low Dropout Micropower Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x1的SRAM
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						 Advanced Micro Devices, Inc. 
 Rochester Electronics, LLC
Molex, Inc.
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 			 Full text search : Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C 500mA Negative Low Dropout Micropower Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C x1 SRAM 500mA Negative Low Dropout Micropower Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C 100kHz, 5A, 2.5A and 1.25A High Efficiency Switching Regulators; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C 100kHz, 5A, 2.5A and 1.25A High Efficiency Switching Regulators; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C Dual and Quad 25MHz, 600V/µs Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C Dual and Quad 50MHz, 800V/µs Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C 500kHz High Efficiency 6A Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: -40°C to  85°C Dual and Quad 70MHz, 1000V/µs Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C Micropower DC/DC Converter Adjustable and Fixed 5V, 12V; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C 500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C 500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大 500mA Negative Low Dropout Micropower Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x1的SRAM   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	EL2227 EL2227CSZ EL2227CSZ-T13 EL2227CSZ-T7 	Dual, Op Amp, 115MHz, AV=2, Low Noise 1.9nV/√Hz, 2.5V-12V
Dual Very Low Noise Amplifier
	Intersil Corporation

	EL2228 	Dual, Op Amp, 80MHz, AV=1, Low Noise 4.9nV/√Hz, 2.5-12VDC
Dual Low Noise Amplifier
	Intersil Corporation

	OP-270A OP-270AJ8 OP-270E OP-270EJ8 OP-270G OP-270	From old datasheet system
Dual/Quad Low Noise / Precision Operational Amplifiers
Dual/Quad Low Noise, Precision Operational Amplifiers DUAL OP-AMP, 75 uV OFFSET-MAX, 6 MHz BAND WIDTH, CDIP8
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 400 uV OFFSET-MAX, 6 MHz BAND WIDTH, CDIP14
Dual/Quad Low Noise, Precision Operational Amplifiers DUAL OP-AMP, 250 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDIP8
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 1000 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDIP14
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 1000 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDSO16
Dual/Quad Low Noise, Precision Operational Amplifiers 四低噪声，高精度运算放大
	LINER[Linear Technology]
Linear Technology Corporation
Linear Technology, Corp.

	AD70603 AD706AR-REEL7 AD706ARZ-REEL AD706JR-REEL7 	Dual Picoampere Input Current Bipolar Op Amp
	Analog Devices

	AD706_02 	Dual Picoampere Input Current Bipolar Op Amp
	AD[Analog Devices]

	AD605-EB AD605ACHIPS AD605AR-REEL AD605AR-REEL7 AD	Accurate, Low Noise, Dual Channel Linear-In-dB Variable Gain Amplifier, Optimized For Any Application Requiring High Performance
Dual, Low Noise, Single-Supply Variable Gain Amplifier
	http://
Analog Devices, Inc.
ANALOG DEVICES INC

	OP270 OP-270 OP-270ARC_883 OP-270AZ OP-270EZ OP-27	   DUAL VERY LOW NOISE PRECISION OPERATIONAL AMPLIFIER
DUAL OP-AMP, 150 uV OFFSET-MAX, 5 MHz BAND WIDTH, CDIP8
DUAL VERY LOW NOISE PRECISION OPERATIONAL AMPLIFIER DUAL OP-AMP, 175 uV OFFSET-MAX, 5 MHz BAND WIDTH, CQCC20
18V; 25mA; dual very low-noise precision operational amplifier
	ANALOG DEVICES INC
AD[Analog Devices]
Analog Devices, Inc.

	EL5134 EL5135 EL5235IS-T7 EL5235IS-T13 EL5235IS EL	Single, 630MHz Low Noise Amplifier with Enable
Dual, 630MHz, Low Noise Amplifier with Enable
From old datasheet system
630MHz Gain of 5 Low Noise Amplifiers
630MHz, Gain of 5, Low Noise Amplifiers
	INTERSIL[Intersil Corporation]

	ENC102D-10A ENC112D-10A ENC820D-10A ENC220D-10B EN	±15kV ESD Protected, 5V, Low Power, High Speed and Slew Rate Limited, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-QFN
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40°C to 85°C; Package: 10-DFN
STD MOV
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 性病检验手
	Central Semiconductor, Corp.

	LT1124A LT1125A 11245FAS LT1125 LT1125AC LT1125ACN	Dual/Quad Low Noise/ High Speed Precision Op Amps
Dual/Quad Low Noise High Speed Precision Op Amps
Dual/Quad Low Noise, High Speed Precision Op Amps
From old datasheet system
Quad Low Noise, High Speed Precision Operational Amplifier
Dual Low Noise, High Speed Precision Operational Amplifier
	Linear Technology Corporation
LINER[Linear Technology]

	LT1126C LT1126CJ8 LT1126CN8 LT1126CS8 LT1126AC LT1	Dual/Quad Decompensated Low Noise/ High Speed Precision Op Amps
Dual/Quad Decompensated Low Noise High Speed Precision Op Amps
Dual/Quad Decompensated Low Noise, High Speed Precision Op Amps QUAD OP-AMP, 160 uV OFFSET-MAX, 65 MHz BAND WIDTH, PDIP14
Dual/Quad Decompensated Low Noise, High Speed Precision Op Amps DUAL OP-AMP, 140 uV OFFSET-MAX, 65 MHz BAND WIDTH, PDIP8
Dual/Quad Decompensated Low Noise, High Speed Precision Op Amps QUAD OP-AMP, 240 uV OFFSET-MAX, 65 MHz BAND WIDTH, CDIP14
	LINER[Linear Technology]
Linear Technology, Corp.
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