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			 Related Part Number
	
					PART	Description	Maker
	5962-9206103H5X 5962-9206104H5X 5962-9206106H5X 59	±15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
1µA Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown
3.0V to 5.5V, Low-Power, up to 1Mbps, True RS-232 Transceivers Using Four 0.1µF External Capacitors
±15kV ESD-Protected, 1µA, 3.0V to 5.5V, 250kbps, RS-232 Transceivers with AutoShutdown
1&#181;A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown 收发
Transceiver 收发
	Littelfuse, Inc.

	MAX3243EWI-T 	1&#181;A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown TRIPLE LINE TRANSCEIVER, PDSO28
	Maxim Integrated Products, Inc.

	ISPPAC-CLK5510V-01T48C ISPPAC-CLK5510V-01T48I ISPP	LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100
In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
	Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	TU10P5A-CL420 	Topstek True RMS Current Transducer
Highly reliable True RMS current measurement device
	Topstek Inc.

	ISPPAC-CLK5610V-01T48C ISPPAC-CLK5610V-01T48I ISPP	LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:525nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
Spot Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:470nm 5600 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:470nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
In-System Programmable, Zero-Delay Clock Generator with Universal Fan-Out Buffer 在系统可编程，零延迟时钟发生器通用扇出缓冲
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No
Spot Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:530nm
Backlight LED; Color:Red; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED On-Axis Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:100x100mm; Peak Reflow Compatible (260 C):No; Supply Current:500mA; Supply Voltage:24VDC; Wavelength:520nm
LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
Backlight LED; Color:Red; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:530nm
LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:525nm
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	PACDN046Y3 PACDN046Y6 PACDN046Y5 PACDN046Y4 PACDN0	Switch Mode Power Supply; Output Power:110W; No. of Outputs:1; Output 1 VDC  :12VDC; Output Current 1:6.7A; Power Supply Mounting:Open Frame; External Depth:185mm; External Width:108mm; Operating Temp. Max:50 C
Switch Mode Power Supply; Output Power:110W; No. of Outputs:1; Output 1 VDC  :15VDC; Output Current 1:5.3A; Mounting Type:PCB; Output Current:5.3A; Output Current Max:7.3A; Output Current Min:0A; Output Power Max:110W RoHS Compliant: Yes
TRANSIENT VOLTAGE SUPPRESSOR ARRAYS
	California Micro Devices Corporation

	ICL3222 ICL3221 ICL3241 ICL3241IA ICL3241CAZ ICL32	Pb-Free Plus Anneal Available as an Option RoHS Compliant) (See Ordering Info)
One Microamp Supply-Current, 3V to 5.5V, 250kbps, RS-232 Transmitters/Receivers
One Microamp Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers(1微安电源电流,  3V5.5V, 250kbps, RS-232收发
   One Microamp Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
	Intersil Corporation

	ISL59830A ISL59830AIAZ ISL59830AIAZ-T7 	True Single Supply Video Driver With Power Down
	Intersil Corporation

	ISL83239EI ISL83239EIA ISL83239EIV ISL83239EIA-T I	【15kV ESD Protected, 10nA Supply- Current, 3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
15kV ESD Protected/ 10nA Supply- Current/ 3V to  5.5V/ 250kbps/ RS-232 Transmitters/Receivers
15kV ESD Protected 10nA Supply- Current 3V to  5.5V 250kbps RS-232 Transmitters/Receivers
±15kV ESD Protected, 10nA Supply- Current, 3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
Octal Bus Transceivers With 3-State Outputs 20-PDIP -40 to 85
??5kV ESD Protected, 10nA Supply- Current, 3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
	INTERSIL[Intersil Corporation]

	AD5749ACPZ-RL7 	Industrial Current Out Driver, Single-Supply, 55 V Maximum Supply, Programmable Ranges
BUF OR INV BASED PRPHL DRVR, QCC32
	ANALOG DEVICES INC

	MAX1274AETCT MAX1274BETCT MAX1275AETCT MAX1275BETC	1.8Msps, Single-Supply, Low-Power, True-Differential, 12-Bit ADCs
	Maxim Integrated Products



				
	 
	 Related keyword From Full Text Search System
	

					
						MAX3221 Mixed	
						MAX3221 semiconductor	
						MAX3221 battery mcu	
						MAX3221 description	
						MAX3221 transformer
	
						MAX3221 Crystals	
						MAX3221 filtran xfmr	
						MAX3221 interrupt	
						MAX3221 control	
						MAX3221 texas


				
	 



		 


	
		
Price & Availability of MAX3221 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.33875489234924















